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Plan Review Notes Only 

 2046609 

These notes shall always be attached to the stamped approved plans and documents. These are part of the 
plans and shall be a permanent record with the plans. 

 

These plans have been reviewed for code compliance and have been found to be substantially complete for code 
compliance, all other code compliance requirements shall be completed through field inspections, verifications, and 
approvals by the field building inspector.  
 
The 2018 IEBC, section 705 regulates reroofing of existing buildings. Roof covering replacement, and roof 
recovering. According to the submitted documents, this is a roof covering replacement project. 
 
Section 705.1 of the 2018 IEBC states that materials and methods of application used for recovering or replacing an 
existing roof covering shall comply with the requirements of Chapter 15 of the International Building Code. 
As per section 1507.1 of the 2018 IBC new roof coverings, and associated flashings are to be installed in accordance 
with the roof covering manufacturer’s installation instructions.  

When removal of any roof covering exposes any structural damage to the roof structure, parapet walls, penthouses 
or any other structure, or any work, other than roof covering is required, the contractor shall inform the building 
department or inspector for guidance. Amended construction documents may be required, explaining the location 
and scope of the additional work.  

 It is the responsibility of the design professional, contractor, and builder to notify the building department of any 
alteration, addition, repair, or removal of any building component, whether structural, or not, for inspection and or 
amended plan review.  
 
Demo , framing and insulation inspections are required.  
. 
Any mechanical, electrical or plumbing that has been removed, disconnected or altered will require permits and 
inspections 
. 
Construction safeguards shall be required for any and all demolition and or construction to ensure public safety.  
Required exits, existing structural elements, fire protection devices and sanitary safeguards shall be maintained at all times during 
alterations, repairs or additions to any building or structure. 
All applicable construction safeguards from chapter 31 and 33 shall be in place and maintained while any demolition or 
construction activities are being undertaken. 
. 
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These documents are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.



Russ Gardina
Free Text
These plans have been reviewed for code compliance and have been found to be substantially complete for code compliance, all other code compliance requirements shall be completed through field inspections, verifications, and approvals by the field building inspector.
 
The 2018 IEBC, section 705 regulates reroofing of existing buildings. Roof covering replacement, and roof recovering. According to the submitted documents, this is a roof covering replacement project.
 
Section 705.1 of the 2018 IEBC states that materials and methods of application used for recovering or replacing an existing roof covering shall comply with the requirements of Chapter 15 of the International Building Code.
As per section 1507.1 of the 2018 IBC new roof coverings, and associated flashings are to be installed in accordance with the roof covering manufacturer’s installation instructions.
When removal of any roof covering exposes any structural damage to the roof structure, parapet walls, penthouses or any other structure, or any work, other than roof covering is required, the contractor shall inform the building department or inspector for guidance. Amended construction documents may be required, explaining the location and scope of the additional work.
 It is the responsibility of the design professional, contractor, and builder to notify the building department of any alteration, addition, repair, or removal of any building component, whether structural, or not, for inspection and or amended plan review.
 
Demo , framing and insulation inspections are required.
.
Any mechanical, electrical or plumbing that has been removed, disconnected or altered will require permits and inspections
.
Construction safeguards shall be required for any and all demolition and or construction to ensure public safety.
Required exits, existing structural elements, fire protection devices and sanitary safeguards shall be maintained at all times during alterations, repairs or additions to any building or structure.
All applicable construction safeguards from chapter 31 and 33 shall be in place and maintained while any demolition or construction activities are being undertaken.
.
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Scale:  1/8" = 1'-0"
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ROOF AREA "A"

KEYNOTES
1. ROOF AREA 'A': REMOVE EXISTING ROOFING SYSTEM CONSISTING OF ROCK BALLAST OVER LOOSE

LAID EPDM SINGLE-PLY ROOF MEMBRANE OVER 1" EPS LOOSE LAID OVER FULLY ADHERED EPDM
ROOF MEMBRANE OVER FULLY ADHERED 1" PERLITE OVER LIGHTWEIGHT CONCRETE ROOF DECK TO
REMAIN. INSTALL THE FOLLOWING NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOW:

- 80 MIL TPO FULLY ADHERED OVER /
- (2) LAYERS OF 1-1/2" POLYISO. FULLY ADHERED OVER /
- SELF-ADHERED VAPOR BARRIER OVER/
- EXISTING LIGHTWEIGHT CONCRETE DECK
* NOTE EXISTING LIGHTWEIGHT CONCRETE FORMS SLOPE OF DECK. SEE DETAILS 1 AND 2/A-6.0

2. REMOVE EXISTING GALVANIZED COPING AND INSTALL NEW GALVANIZED CAP PER DETAIL 5/A-6.0
3. EXISTING SCUPPER, SEE DETAIL 6/A-6.0
4. EXISTING SATELLITE DISH TO REMAIN, INSTALL REROOF PROTECTION PADS, FULLY ADHERED IN PLACE.
5. EXISTING WI-FI DISH, MOUNTED TO OUTSIDE FACE OF PARAPET TO REMAIN.
6. EXISTING SECURITY LIGHT / ALARM TO REMAIN.
7. EXISTING ROOF ACCESS HATCH TO REMAIN, SEE DETAIL 16/A-6.1
8. ABANDONED DUCT TO BE REMOVED.  COVER CURB WITH (1) PIECE 22 GA. GALVANIZED CAP, SEE

DETAIL 13/A-6.0
9. ABANDONED MECHANICAL CURB, REMOVE AND DISPOSE OF EXISTING CAP.  COVER CURB WITH (1)

PIECE 22 GA. GALVANIZED CAP. SEE DETAIL 13/A-6.0
10. EXISTING RTU TO REMAIN, SEE DETAIL 10/A-6.0
11. EXISTING EXPANSION JOINT, SEE DETAIL 15/A-6.0
12. EXISTING MECHANICAL CHILLER TO REMAIN, SEE DETAIL 10/A-6.0
13. EXISTING DUCT WORK (SHOWN DASHED) TO REMAIN, PROVIDE ROOF PROTECTION PADS UNDER

SUPPORTS.
14. ROOF MANUFACTURER'S STANDARD WALK PAD, HEAT WELDED.
15. EXISTING DUCT ROOF PENETRATION TO REMAIN, SEE DETAIL 12/A-6.0
16. EXISTING CURB MOUNTED DUCT ROOF PENETRATION TO REMAIN, SEE DETAIL 12/A-6.0
17. WHERE EXISTING PARAPET WALL MOUNTED CONDUIT OCCURS, SEE DETAIL 21/A-6.1
18. WHERE EXISTING PARAPET WALL MOUNTED J-BOX OCCURS, SEE DETAIL 22/A-6.1
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*ENERAL NOTES
1. CONTRACTOR SHALL VERIFY ALL DIMENSIONS SHOWN AND REQUIRED DIMENSIONS NOT SHOWN

PRIOR TO BIDDING AND FABRICATION OF COMPONENTS.
2. FIELD VERIFY ALL PENETRATIONS QUANTITIES, SIZE AND TYPE PRIOR TO BIDDING.
3. MAINTAIN THE EXISTING BUILDING IN A WEATHERTIGHT CONDITION THROUGHOUT THE

CONSTRUCTION PERIOD.
4. REPAIR DAMAGE CAUSED BY CONSTRUCTION OPERATIONS.
5. TAKE ALL PRECAUTIONS NECESSARY TO PROTECT BUILDING AND ITS OCCUPANTS DURING THE

CONSTRUCTION PERIOD.
6. COMPENSATE THE OWNER FOR REPLACEMENT OF ANY DAMAGE TO ANY PART OF THE BUILDING,

GROUNDS OR FURNISHING.
7. THE CONTRACTOR IS RESPONSIBLE FOR OBSERVING FORECAST OF INCLEMENT WEATHER AND

NOTIFYING AND DISPATCHING PERSONAL TO THE BUILDING PROJECT TO IMPLEMENT PROTECTIVE
MEASURES.

8. DO NOT SHUT OFF ELECTRICAL POWER WITHOUT 5 BUSINESS DAYS NOTICE.
9. ALL ELECTRICAL WORK SHALL BE IN CONFORMANCE WITH 2017 NEC, STATE AND LOCAL CODE

PER AUTHORITY HAVING JURISDICTION.
10. DO NOT OVERLOAD ROOF DECK. DISTRIBUTE MATERIAL AND EQUIPMENT TO PREVENT

OVERSTRESSING STRUCTURAL MATERIALS
11. REMOVE DEBRIS FROM ROOF DAILY. DO NOT ALLOW ACCUMULATION OF MATERIALS ON ROOF

SURFACE.
12. PROTECT DRAINS AT ALL TIMES. PREVENT DEBRIS FROM ENTERING DRAINAGE SYSTEM.
13. MAINTAIN POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION. REMOVE DRAIN PLUGS AT THE END

OF EACH WORKDAY. IF DRAINAGE IS INTERRUPTED, PROVIDE TEMPORARY MEANS TO PREVENT
POOLING OR WATER INFILTRATION.

14. SUPPORT ALL ROOFTOP PIPING AND CONDUIT ON NON-PENETRATING ROOF SUPPORTS AT MAXIMUM
6'-0" O.C., AND WITHIN 2'-0" OF ALL CHANGES IN DIRECTION, TERMINATIONS, AND EQUIPMENT
CONNECTIONS. PROVIDE ADDITIONAL SUPPORTS AS REQUIRED TO PREVENT SAGGING, POINT LOADING,
OR DAMAGE TO ROOFING SYSTEM. COORDINATE SUPPORTS WITH ROOFING MANUFACTURER TO
MAINTAIN WARRANTY, PROVIDE SLIP SHEET UNDER SUPPORTS.

KEY PLAN

LEGEND
(E) ROOF DRAIN TO REMAIN, PROVIDE NEW CLAMPING RING, BOLTS AND NEW

CAST IRON DOME STRAINER WHERE MISSING. SEE DETAIL 14/A-6.0

(E) ROOF TOP, CURB MOUNTED, EXHAUST FAN TO REMAIN, FLASH PER DETAIL
10/A-6.0

(E) PLUMBING VENT TO REMAIN, FLASH PER DETAIL 7/A-6.0

(E) ELECTRICAL CONDUIT ROOF PENETRATION FLASH PER DETAIL 9/A-6.0

(E) GAS LINE ROOF PENETRATION TO REMAIN, FLASH PER DETAIL 9/A-6.0

(E) HOT STACK ROOF PENETRATION TO REMAIN, FLASH PER DETAIL 8/A-6.0

(E) FRESH-AIR-INTAKE HOOD TO REMAIN, FLASH PER DETAIL 10/A-6.0

    NEW GALVANIZED METAL COPING. SEE DETAIL 5/A-6.0

(E) GAS LINE TO REMAIN, REMOVE EXISTING SUPPORTS AND DISPOSE, INSTALL
NEW SUPPORTS, BASIS OF DESIGN, HAYDON, H-BLOCK WITH H-164 CHANNEL
OR H-BLOCK STANDARD CE EXTENSION WHERE HEIGHT OF PIPING EXCEEDS
5" ABOVE ROOF FINISH. PROVIDE STAINLESS STEEL CLAMPING RING TO
SECURE PIPE AT 6'-0" O.C. AND 2'-0" O.C. FROM ALL INTERSECTIONS,
CORNERS AND ROOF PENETRATIONS.

(E) ELECTRICAL CONDUIT TO REMAIN, REMOVE EXISTING SUPPORTS AND
DISPOSE, INSTALL NEW SUPPORTS BASIS OF DESIGN, HAYDON, H-BLOCK WITH
H-164 CHANNEL OR H-BLOCK STANDARD CE EXTENSION WHERE HEIGHT OF
PIPING EXCEEDS 5" ABOVE ROOF FINISH. PROVIDE STAINLESS STEEL
CLAMPING RING TO SECURE PIPEAT 6'-0" O.C. AND 2'-0" O.C. FROM ALL
INTERSECTIONS, CORNERS AND ROOF PENETRATIONS.
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Approved

State of Idaho
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Date:

2046609
5/18/2026

These plans are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.
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1 ENLAR*ED ROO) PLAN � AREA �B� � EDU&ATION BUILDIN*
Scale:  1/8" = 1'-0"
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ROOF AREA "B"

KEYNOTES
1. ROOF AREA 'B': REMOVE EXISTING ROOFING SYSTEM CONSISTING OF ROCK BALLAST OVER LOOSE

LAID EPDM SINGLE-PLY ROOF MEMBRANE OVER 1" EPS LOOSE LAID OVER FULLY ADHERED EPDS
ROOF MEMBRANE OVER FULLY ADHERED 1" PERLITE OVER LIGHTWEIGHT CONCRETE ROOF DECK TO
REMAIN. INSTALL THE FOLLOWING NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOW:

- 80 MIL TPO FULLY ADHERED OVER /
- (2) LAYERS OF 1-1/2" POLYISO. FULLY ADHERED OVER /
- SELF-ADHERED VAPOR BARRIER OVER/
- EXISTING LIGHTWEIGHT CONCRETE ROOF DECK
* NOTE EXISTING LIGHTWEIGHT CONCRETE FORMS SLOPE OF DECK. SEE DETAILS 1 AND

2/A-6.0
2. REMOVE EXISTING GALVANIZED COPING, INSTALL NEW GALVANIZED CAP PER DETAIL 5/A-6.0
3. EXISTING SCUPPER, SEE DETAIL 6/A-6.0
4. EXISTING SATELLITE DISH WITH BALLAST SUPPORT TO REMAIN, INSTALL ROOF PROTECTION PAD FULLY

ADHERED UNDER BALLAST SUPPORT.
5. EXISTING EXPANSION JOINT, SEE DETAIL 15/A-6.0
6. EXISTING RTU TO REMAIN, SEE DETAIL 10/A-6.0
7. EXISTING FLUE TO REMAIN, SEE DETAIL 8/A-6.0
8. EXISTING CURB MOUNTED EXHAUST DUCT, SEE DETAIL 10/A-6.0
9. EXISTING CURB MOUNTED EXHAUST DUCT, SEE DETAIL 10/A-6.0
10. EXISTING EXHAUST FAN AND HOOD, REMOVE EXISTING PITCH PAN AND REFLASH PER DETAIL 17/A-6.1
11. EXISTING CURB MOUNTED ROOF HATCHES TO REMAIN, SEE DETAIL 16/A-6.1
12. EXISTING MAKE-UP-AIR UNIT TO REMAIN, SEE DETAIL 23/A-6.1
13. EXISTING ROOF PENETRATION TO REMAIN, FLASH PER DETAIL 12/A-6.0
14. UPPER ROOF AREA "C": REMOVE EXISTING SINGLE PLY ROOFING SYSTEM DOWN TO THE STRUCTURAL

ROOF DECK AND INSTALL THE FOLLOWING SINGLE-PLY ROOFING SYSTEM:
- 80-MIL TPO FULLY ADHERED OVER/
- 1

2" COVER BOARD OVER/
- (2) LAYERS OF 2.5" POLYISO. FULLY ADHERED OVER/
- SELF-ADHERING VAPOR BARRIER OVER/
- 1

2" SUBSTRATE BOARD MECHANICALLY ATTACHED OVER/
- STRUCTURAL DECK.
* SEE DETAILS 3 AND 4/A-6.0

15. EXISTING RTU TO REMAIN, SEE DETAIL 11/A-6.0
16. REMOVE AND REINSTALL PRE-FINISHED METAL GUTTER AS REQUIRED TO INSTALL NEW ROOFING 

SYSTEM. SEE DETAIL 19/A-6.1
17. EXISTING PRE-FINISHED METAL DOWNSPOUTS TO REMAIN, PROVIDE CONCRETE SPLASH ON ROOF

PROTECTION PADS FULLY ADHERED.
18. EXISTING WALL MOUNTED COMMUNICATIONS SATELLITE TO REMAIN.
19. WHERE EXISTING PARAPET WALL MOUNTED CONDUIT OCCURS, SEE DETAIL 21/A-6.1
20. WHERE EXISTING PARAPET WALL MOUNTED J-BOX OCCURS, SEE DETAIL 22/A-6.1
21. ROOF MANUFACTURER'S STANDARD WALK PAD, HEAT WELDED.
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KEY PLAN

LEGEND
(E) ROOF DRAIN TO REMAIN, PROVIDE NEW CLAMPING RING, BOLT AND NEW

CAST IRON DOME STRAINER WHERE MISSING. SEE DETAIL 14/A-6.0

(E) ROOF TOP, CURB MOUNTED, EXHAUST FAN TO REMAIN, FLASH PER DETAIL
10/A-6.0

(E) PLUMBING VENT TO REMAIN, FLASH PER DETAIL 7/A-6.0

(E) ELECTRICAL CONDUIT ROOF PENETRATION FLASH PER DETAIL 9/A-6.0

(E) GAS LINE ROOF PENETRATION TO REMAIN, FLASH PER DETAIL 9/A-6.0

(E) HOT STACK ROOF PENETRATION TO REMAIN, FLASH PER DETAIL 8/A-6.0

(E) FRESH-AIR-INTAKE HOOD TO REMAIN, FLASH PER DETAIL 10/A-6.0

    NEW GALVANIZED METAL COPING

(E) GAS LINE TO REMAIN, REMOVE EXISTING SUPPORTS AND DISPOSE, INSTALL
NEW SUPPORTS, BASIS OF DESIGN, HAYDON, H-BLOCK WITH H-164 CHANNEL
OR H-BLOCK STANDARD CE EXTENSION WHERE HEIGHT OF PIPING EXCEEDS
5" ABOVE ROOF FINISH. PROVIDE STAINLESS STEEL CLAMPING RING TO
SECURE PIPE AT 6'-0" O.C. AND 2'-0" O.C. FROM ALL INTERSECTIONS,
CORNERS AND ROOF PENETRATIONS.

(E) ELECTRICAL CONDUIT TO REMAIN, REMOVE EXISTING SUPPORTS AND
DISPOSE, INSTALL NEW SUPPORTS BASIS OF DESIGN, HAYDON, H-BLOCK WITH
H-164 CHANNEL OR H-BLOCK STANDARD CE EXTENSION WHERE HEIGHT OF
PIPING EXCEEDS 5" ABOVE ROOF FINISH. PROVIDE STAINLESS STEEL
CLAMPING RING TO SECURE PIPEAT 6'-0" O.C. AND 2'-0" O.C. FROM ALL
INTERSECTIONS, CORNERS AND ROOF PENETRATIONS.

*ENERAL NOTES
1. CONTRACTOR SHALL VERIFY ALL DIMENSIONS SHOWN AND REQUIRED DIMENSIONS NOT SHOWN

PRIOR TO BIDDING AND FABRICATION OF COMPONENTS.
2. FIELD VERIFY ALL PENETRATIONS QUANTITIES, SIZE AND TYPE PRIOR TO BIDDING.
3. MAINTAIN THE EXISTING BUILDING IN A WEATHERTIGHT CONDITION THROUGHOUT THE

CONSTRUCTION PERIOD.
4. REPAIR DAMAGE CAUSED BY CONSTRUCTION OPERATIONS.
5. TAKE ALL PRECAUTIONS NECESSARY TO PROTECT BUILDING AND ITS OCCUPANTS DURING THE

CONSTRUCTION PERIOD.
6. COMPENSATE THE OWNER FOR REPLACEMENT OF ANY DAMAGE TO ANY PART OF THE

BUILDING, GROUNDS OR FURNISHING.
7. THE CONTRACTOR IS RESPONSIBLE FOR OBSERVING FORECAST OF INCLEMENT WEATHER AND

NOTIFYING AND DISPATCHING PERSONAL TO THE BUILDING PROJECT TO IMPLEMENT PROTECTIVE
MEASURES.

8. DO NOT SHUT OFF ELECTRICAL POWER WITHOUT 5 BUSINESS DAYS NOTICE.
9. ALL ELECTRICAL WORK SHALL BE IN CONFORMANCE WITH 2017 NEC, STATE AND LOCAL CODE

PER AUTHORITY HAVING JURISDICTION.
10. DO NOT OVERLOAD ROOF DECK. DISTRIBUTE MATERIAL AND EQUIPMENT TO PREVENT

OVERSTRESSING STRUCTURAL MATERIALS
11. REMOVE DEBRIS FROM ROOF DAILY. DO NOT ALLOW ACCUMULATION OF MATERIALS ON ROOF

SURFACE.
12. PROTECT DRAINS AT ALL TIMES. PREVENT DEBRIS FROM ENTERING DRAINAGE SYSTEM.
13. MAINTAIN POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION. REMOVE DRAIN PLUGS AT THE

END OF EACH WORKDAY. IF DRAINAGE IS INTERRUPTED, PROVIDE TEMPORARY MEANS TO
PREVENT POOLING OR WATER INFILTRATION.

14. SUPPORT ALL ROOFTOP PIPING AND CONDUIT ON NON-PENETRATING ROOF SUPPORTS AT MAXIMUM
6'-0" O.C., AND WITHIN 2'-0" OF ALL CHANGES IN DIRECTION, TERMINATIONS, AND EQUIPMENT
CONNECTIONS. PROVIDE ADDITIONAL SUPPORTS AS REQUIRED TO PREVENT SAGGING, POINT
LOADING, OR DAMAGE TO ROOFING SYSTEM. COORDINATE SUPPORTS WITH ROOFING
MANUFACTURER TO MAINTAIN WARRANTY, PROVIDE SLIP SHEET UNDER SUPPORTS.
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State of Idaho
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These plans are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.



ROOF AREA 'A' & 'B'
NEW SINGLE-PLY ROOFING SYSTEM2 Scale: 3" = 1'-0"

ROOF AREA 'A' & 'B'
EXISTING BALLAST ROOFING SYSTEM1 Scale: 3" = 1'-0"

NEW SELF ADHERED VAPOR BARRIER

EXISTING LIGHTWEIGHT CONCRETE DECK

NEW (2) LAYERS OF 1.5" POLYISO NEW 80 MIL FULLY ADHERED ROOFING
MEMBRANE

REMOVE EXISTING 1" EPS LOOSE LAID

EXISTING LIGHTWEIGHT CONCRETE DECK

REMOVE EXISTING LOOSE LAID EPDM
SINGLE-PLY ROOF MEMBRANEREMOVE EXISTING ROCK BALLAST

REMOVE EXISTING FULLY ADHERED 1"
PERLITE

REMOVE FULLY ADHERED EPDM ROOF
MEMBRANE

HEAT WELD SEAM CAULK PER
ROOFING MFR'S
REQ.

ROOF AREA 'C'
NEW SINGLE-PLY ROOFING SYSTEM4 Scale: 3" = 1'-0"

ROOF AREA 'C'
EXISTING SINGLE-PLY ROOFING SYSTEM3 Scale: 3" = 1'-0"

NEW 12" COVER BOARD

NEW SELF ADHERING VAPOR BARRIER

NEW (2) LAYERS OF 2.5" POLYISO

EXISTING POLYISO TO BE REMOVED

EXISTING TPO TO BE REMOVED EXISTING METAL ROOF DECK

NEW 12" MECHANICALLY ATTACHED
SUBSTRATE BOARD

NEW 80 MIL FULLY ADHERED TPO

EXISTING METAL ROOF DECK

HEAT WELD SEAM CAULK PER
ROOFING MFR'S
REQ.

NEW 24 GA. PRE-FINISHED METAL COPING CAP.
ANCHOR FACE WITH CONT. CLIP FASTENED PER

MANUFACTURES REQUIREMENTS TO MEET THE
WIND UP LIFT. ANCHOR BACK WITH HEX HEAD

SCREWS WITH NEOPRENE WASHERS PER
MANUFACTURES REQUIREMENTS. PROVIDE 1" "S"

LOCK JOINT FILLED WITH SEALANT, AT JOINTS.
SEALANT TO MATCH METAL COLOR.

COPING DETAIL 5 Scale: 3" = 1'-0"

EXISTING WOOD PLATE

FULLY ADHERED SINGLE-PLY MEMBRANE, WRAP
UP OVER AND DOWN OUTSIDE FACE PLATES.

ANCHOR @ 12" O.C. WITH ROOFING NAILS

EXISTING PRE-CAST PARAPET WALL

F.V.

1 
1/

2"F.V
.

SEALANT

NEW TPO COATED
METAL SCUPPER BOX

SET IN FULL BED OF
SEALANT AT SIDES

AND BOTTOM. SEAL
ALL EDGES

SEALANT

SEALANT

FASTEN @ 6" O.C. MIN. (2)
FASTENERS PER SIDE

FULLY ADHERED MEMBRANE
STRIPPING

SEALANT
HOT-AIR WELD

SEALANT

NEW ROOFING SYSTEM,
SEE DETAILS 1 AND
2/A-6.0

5
A-6.0

SCUPPER FLASHING 6 Scale: 1 1/2" = 1'-0"

EXISTING PLUMBING VENT

SEALANT
STAINLESS STEEL CLAMP

ROOFING MANUFACTURER'S
STANDARD PIPE BOOT

HEAT WELD,
TYP.

PLUMBING VENT FLASHING DETAIL7 Scale: 3" = 1'-0"

NEW ROOF SYSTEM SEE DETAILS 1
AND 2/A-6.0

SEALANT,
TYP.

2"

4"

STAINLESS STEEL CLAMPING RING

SEALANT

EXISTING ROUND HOT PIPE

HIGH TEMPERATURE SEALANT

STAINLESS STEEL CLAMP

NEW 24 GA GALVANIZED METAL RAIN HOOD W/
HAMMERED EDGE

NEW 20 GA METAL
COLLAR

HEAT WELD

SINGLE PLY FLASHING MEMBRANE FULLY ADHERED

SEAM CAULK

NEW INSTALL FIBERGLASS BATTEN

8"
 M

IN
.

HOT STACK FLASHING DETAIL 8 Scale: 3" = 1'-0"

NEW ROOF SYSTEM SEE DETAILS 1
AND 2/A-6.0

1'-
0"

 M
IN

.

PIPE PENETRATION FLASHING DETAIL 9 Scale: 3" = 1'-0"

HEAT WELD

FULLY ADHERED MEMBRANE
FLASHING FIELD WRAPPED

 PIPE OR CONDUIT ROOF
PENETRATION

STAINLESS STEEL CLAMPING RING

SEALANT

SEAM CAULK

NEW ROOF SYSTEM SEE DETAILS 1
AND 2/A-6.0

   DRAIN

SEAM SEALANT

℄

ROOF DRAIN FLASHING DETAIL14 Scale: 1 1/2" = 1'-0"

NEW ROOF SYSTEM
SEE DETAILS 1 AND
2/A-6.0

SLOPE TO CREATE SLUMP

HEAT WELD

SINGLE PLY ROOFING
MEMBRANE FULLY ADHERED

NEW CAST IRON STRAINER

NEW CLAMP RING AND BOLTS

EXPANSION JOINT CURB DETAIL15 Scale: 1 1/2" = 1'-0"

NEW MEMBRANE
FLASHING

HOT AIR WELD

SEAM CAULK
EXISTING CONT. NEOPRENE

TUBE
TPO LAYERS

NEW 2X4 BLOCKING

NEW ROOF SYSTEM SEE DETAILS
1 AND 2/A-6.0

EXISTING BLOCKING

ABANDONED
EQUIPMENT CURB FLASHING 13 Scale: 3" = 1'-0"

REMOVE AND REPLACE WITH NEW 22 GA.
GALVANIZED CAP

EXISTING CURB AND FLASHING

REMOVE AND DISPOSE OF EXISTING AND
ABANDONED MECHANICAL UNIT

NEW ROOF SYSTEM SEE DETAILS
DETAILS 1 AND 2/A-6.0

MECHANICAL 
EQUIPMENT CURB FLASHING 10 Scale: 3" = 1'-0"

REMOVE & REINSTALL EXISTING COUNTER FLASHING
FROM UNIT AS REQUIRED TO INSTALL NEW
MEMBRANE FLASHING. REINSTALL WITH NEW HEX
HEAD SCREWS WITH NEOPRENE WASHERS IN EXISTING
HOLES.

EXISTING CURB

FULLY ADHERED MEMBRANE FLASHING, WRAP UP
OVER AND DOWN INSIDE FACE OF CURB A MIN. OF
2", ANCHOR WITH ROOFING NAILS AT 2" O.C.

HOT-AIR WELD

SEALANT

NEW ROOF SYSTEM SEE DETAILS DETAILS 1 AND
2/A-6.0

2"

MECHANICAL 
EQUIPMENT CURB FLASHING 11 Scale: 3" = 1'-0"

REMOVE & REINSTALL EXISTING COUNTER FLASHING
FROM UNIT AS REQUIRED TO INSTALL NEW
MEMBRANE FLASHING. REINSTALL WITH NEW HEX
HEAD SCREWS WITH NEOPRENE WASHERS IN EXISTING
HOLES.

EXISTING CURB

FULLY ADHERED MEMBRANE FLASHING, WRAP UP
OVER AND DOWN INSIDE FACE OF CURB A MIN. OF
2", ANCHOR WITH ROOFING NAILS AT 2" O.C.

HOT-AIR WELD

SEALANT

NEW ROOF SYSTEM SEE DETAILS 3 AND 4/A-6.0

2"

DUCT PENETRATION
FLASHING DETAIL 12 Scale: 3" = 1'-0"

EXISTING SHEET METAL DUCT

SEALANT

STAINLESS STEEL CLAMPING RING

NEW ROOFING MEMBRANE FULLY
ADHERED WALL FLASHING

HOT-AIR WELD
SEALANT

NEW ROOF SYSTEM SEE DETAILS
1 AND 2/A-6.0
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ROOF ACCESS HATCH CURB FLASHING 16 Scale: 3" = 1'-0"

NEW SINGLE-PLY ROOFING SYSTEM,
SEE DETAILS 1 AND 2/A-6.0

HEAT WELD
MEMBRANE FLASHING FULLY ADHERED

NEW CLOSED CELL BACKER ROD 112" TIMES SIZE OF OPENING

EXISTING ROOF ACCESS HATCH TO REMAIN

EXISTING ROOF PROJECTION

POURABLE SEALANT

QUICK-SET NON-SHRINK
GROUT

FLASHING MEMBRANE COATED METAL DAM
ANCHORED TO DECK PER
MANUFACTURES
REQUIREMENTSHOT-AIR WELD

SEAM CAULK

NEW SINGLE-PLY ROOFING SYSTEM, SEE
DETAILS 1 AND 2/A-6.0

PITCH PAN FLASHING17 Scale: 3" = 1'-0"

FULLY ADHERED MEMBRANE
WALL FLASHING

PARAPET WALL FLASHING18 Scale: 3" = 1'-0"

CON. TERM BAR,FASTEN PER
ROOFING MANUFACTURES
REQUIREMENTS.

HOT AIR WELD

SEAM CAULK

NEW SINGLE-PLY ROOFING
SYSTEM, SEE DETAILS 1 AND
2/A-6.0

ROOF AREA 'C'
ROOF FLASHING AND GUTTER19 Scale: 3" = 1'-0"

COATED METAL DRIP
WITH CONT. CLEAT.
ANCHOR CLEAT AND
TOP OF DRIP EDGE PER
MANUFACTURES
REQUIREMENTS

EXISTING METAL GUTTER,
REMOVE AND REINSTALL
TO INSTALL NEW
MEMBRANE FLASHING

SEAM CAULK

SEAM FULLY ADHERED
MEMBRANE STRIPPING

NEW WOOD PLATES FOR
HEIGHT OF NEW ROOF
ASSEMBLY

HOT-AIR WELD

EXISTING CMU WALL

NEW SINGLE-PLY
ROOFING SYSTEM, SEE
DETAILS 3 AND 4/A-6.0

11 2"

F.V
.

EXISTING CMU WALL

CONT. SEALANT
SEALANT BEHIND MEMBRANE AT FASTENERS

NEW 2-PIECE S.M. REGLET & COUNTER FLASHING.
FASTEN @ 16" O.C. 14" ø X 1 12" EXP. ANCHORS

FULLY ADHERED MEMBRANE WALL FLASHING. FASTEN
@ 12" O.C.

SINGLE-PLY ROOFING MEMBRANE

NEW ROOF SYSTEM SEE DETAILS 1 AND 2/A-6.0

REGLET DETAIL20 Scale: 3" = 1'-0"

HEAT WELD

CON. TERM BAR,FASTEN PER ROOFING
MANUFACTURES REQUIREMENTS.

SEALANT

CONDUIT DETAIL21 Scale: 3" = 1'-0"

FULLY ADHERED SINGLE-PLY MEMBRANE

EXISTING PARAPET WALL

1" WIDE SINGLE-PLY MEMBRANE STRIP, LOOPED
UP AND ANCHORED UNDER COPING

EXISTING CONDUIT

HEAT WELD1 
1/

2"F.V
.

F.V.

NEW 24 GA. PRE-FINISHED METAL COPING
CAP. ANCHOR FACE WITH CONT. CLIP

FASTENED PER MANUFACTURES REQUIREMENTS
TO MEET THE WIND UP LIFT. ANCHOR BACK

WITH HEX HEAD SCREWS WITH NEOPRENE
WASHERS PER MANUFACTURES REQUIREMENTS.

PROVIDE 1" "S" LOCK JOINT FILLED WITH
SEALANT, AT JOINTS. SEALANT TO MATCH

METAL COLOR.

J-BOX ATTACHMENT22 Scale: 3" = 1'-0"

EXISTING CONDUIT

EXISTING J-BOX

2" WIDE TPO STRAP, HEAT
WELDED TO MEMBRANE WALL
FLASHING

2" WIDE TPO STRAP, HEAT
WELDED TO MEMBRANE WALL

FLASHING

MECHANICAL 
EQUIPMENT GALV. CAP23 Scale: 3" = 1'-0"

EXISTING COUNTER FLASHING FROM UNIT

MEMBRANE FLASHING

HOT-AIR WELD
SEALANT

NEW ROOF SYSTEM SEE DETAILS 1 AND 2/A-6.0

NEW 24 GA. GALV. METAL COUNTER FLASHING,
ATTACH WITH GALV. ROOFING NAILS @ 12" O.C.
CONT.TERM BAR FASTENER @ 12" O.C.

SEALANT

A
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