
ADDENDUM NO. 1 

Date: 7/31/2026 Owner: 

11 

Project: ISP Dist 3 HQ Bldg 3 Training 
Facility Roof, Meridian ID Address: 450 W. State St. 

Boise, ID 83702 
Project 

No.: DPW#25512/HSA 24.148 No. of Pages 

NOTICE TO ALL BIDDERS 
You are hereby notified of the following clarifications of and/or revisions to the Drawings and Specifications 
for the above referenced project. 

THIS ADDENDUM is hereby made a part of the project requirements and contract documents for 
referenced project. 

BE SURE to acknowledge it in your Bid Proposal form. 

ITEM NO. 

General: 

1. Bid Opening Date has changed to Wednesday, August 19th, 2026 2pm.
2. See the attached Pre-Bid Conference Attendance Sign-In Sheet.
3. All pre-bid questions are due by 5:00 p.m., August 14th, 2026.
4. Roofing manufacturers’ certification forms have been received from the following manufacturers (see

attached):
a. Carlisle SynTec
b. GAF

Specifications 

1. 07 54 23 – Thermoplastic-Polyolefin (TPO) Roofing
a. Add National Gypsum DEXcell Roof Boards as an approved substrate board.

Drawings: 

1. A1.0 Roof Plan – Headquarters Training Building #3
a. See attached roof plan for revisions to Keynotes 3, 4, 5, and 6. Changes to roofing system.

Details: 

1. See attached Details B/700, D/700, H/700, and J/700 for revisions to the roofing system.

Attachments: 
  Prebid Meeting Attendance 
  A1.0 Roof Plan 
A-B 700 Roof Roof Assembly
C-D 700 Roof Assembly

270 N. 27th Street, Suite 200   Boise, Idaho 83702 
T:  208-338-1212   

www.hsaarchitects.com 

DPW 

http://www.hsaarchitects.com/


  GAF – Manufacturer’s Certification 
G-H 700 Roof Assembly
I-J 700 Roof Assembly
Carlisle – Manufacturer’s Certification

END OF ADDENDUM NO. 1



PreBid Meeting Attendance 

Project No.: DPW# 25512     / HSA# 24.148 

Project Name: ISP Dist 3 Training Bldg Reroof 

Location: Meridian, ID 

Date and Time: 7/28/2026 10:00am 

Representative: (please print) Company: (please print) Phone: Email Address: (please print)

Glenn Robinette HSA 208-338-1212 grobinette@hsaarchitects.com 

Philip Hobbs DPW 986-283-6999 Philip.hobbs@adm.idaho.gov 

Steve Ragland ISP 986-666-9017 Steve.ragland@isp.idaho.gov 

Addi Frisch Upson 208-880-5430 afrisch@upsoncompany.com 

Jason Barenberg Upson 208-989-9902 jbarenberg@upsoncompany.com 

Justin Seremin Harris 208-841-5200 jseremin@harriscompany.com 

Andrew Acquah Hobson 208-371-1906 Aacquah@hobsonfab.com 

Jeff Harris (A.J.) Skyward 208-269-6733 Aj.harris@skyward.biz 

Rosendo Mercado Signature Roofing 208-501-9907 rosendo@mysignatureroofing.com 

Ben Lanfenberg Signature Roofing 208-869-2423 shane@mysignatureroofing.com 

Grady Ryan JB’s Roofing 208-454-9162 info@jbsroof.com 

Eric Abrego GAF 208-830-3373 Eric.abrego@gaf.com 

Simon Genovese Centimark 208-513-4932 Simon.genovese@centimark.com 

270 N. 27th Street, Suite 200  Boise, Idaho 83702 
T:  208-338-1212   

www.hsaarchitects.com 

mailto:shane@mysignatureroofing.com


Representative: (please print) Company: (please print) Phone: Email Address: (please print)

Tom Betty Lea Electric 208-890-4462 tom@leaelectric.com 
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EXISTING RTU AND DUCTWORK TO REMAIN IN PLACE. PROTECT DURING ALL PHASES OF
CONSTRUCTION, SEE DETAIL A/716

EXISTING ROOF TOP CURB AND EXHAUST FAN TO REMAIN, SEE DETAIL A/716 FOR ROOF
AREA '5' OR B/716 FOR ROOF AREA '6'

EXISTING HOT STACK ROOF VENT TO REMAIN.  PROTECT IN PLACE, SEE DETAIL A/715 FOR
ROOF AREA '5' OR B/715 FOR ROOF AREA '6'

EXISTING PLUMBING VENT TO REMAIN. PROTECT IN PLACE, SEE DETAIL A/714 ROOF FOR
AREA '5' OR B/714 FOR ROOF AREA '6'

7. EXISTING CHAIN LINK FENCE ENCLOSURE TO REMAIN IN PLACE., SEE DETAIL A/714 FOR POST FLASHING.
8. EXISTING MECHANICAL EQUIPMENT PRESERVE AND PROTECT DURING ALL PHASES OF CONSTRUCTION.
9. EXISTING ROOF ACCESS STAIRS.  NO WORK REQUIRED.
10. EXISTING SCUPPERS & CONDUCTOR HEAD TO REMAIN, SEE DETAIL A/711.
11. EXISTING ROOF LADDER, TEMPORARILY REMOVE AND RE-INSTALL AS REQUIRED TO INSTALL NEW WALL

FLASHING. CUT OFF BOTTOM L-SHAPED BRACKET BELOW BOTTOM RUNG. INSTALL NEW BRACKET
ABOVE REGLET, SEE DETAIL A501 & A502 .CAULK TOP & SIDES OF WALL ANGLE BRACKETS.

12. EXISTING RTU AND DUCTWORK TO REMAIN IN PLACE SEE DETAIL A722.
13. EXISTING ELECTRICAL CONDUIT , REMOVE AS REQUIRED FOR NEW PARAPET CAP  INSTALLATION, SEE

DETAIL A & B/712.
14. EXISTING ELECTRICAL CONDUIT TO REMAIN. REMOVE AND DISPOSE OF EXISTING SUPPORTS AND

PROVIDE NEW SUPPORTS, "HAYDON" MODEL No. HBM-5-H-164-PG WITH PIPE CLAMPS AT 6'-0" O.C. &
2'-0" MAX. FROM ALL CORNERS AND INTERSECTIONS. INSTALL FULLY ADHERED ROOF PROTECT PADS
UNDER ALL SUPPORTS.

15. EXISTING ROOF SCUPPER AND DOWNSPOUT FROM ABOVE. PROVIDE NEW CONCRETE SPLASH BLOCK
ON ROOF PROTECTION PAD.

16. NEW FULLY ADHERED POLYISOCYANURATE CRICKET, SLOPE 1
2"/FT. MINIMUM PLUS SLOPE OF ROOF DECK

FOR COMPOUND TAPER.
17.  NEW ROOF LADDER, SEE DETAIL A/500.
18.  EXISTING EQUIPMENT SUPPORT, SEE DETAIL A /721.

EXISTING ROOF PENETRATION TO REMAIN.  FIELD WRAP EXISTING CONDUIT/PIPE WITH ROOFING
MEMBRANE FULLY ADHERED, STAINLESS STEEL CLAMPING RING AND SEALANT.  SEE DETAIL A/713

NEW CRICKET, SEE DETAIL A/710
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REF NO.

DPW NO.

DATE
MAY 2026

24.148

25512

STATE OF IDAHO
Glenn H. Robinette

LICENSED
ARCHITECT
AR 9847221. CONTRACTOR SHALL VERIFY ALL DIMENSIONS SHOWN AND REQUIRED DIMENSIONS NOT SHOWN

PRIOR TO BIDDING AND FABRICATION OF COMPONENTS.
2. FIELD VERIFY ALL PENETRATIONS QUANTITIES, SIZE AND TYPE PRIOR TO BIDDING.
3. MAINTAIN THE EXISTING BUILDING IN A WEATHERTIGHT CONDITION.
4. THROUGHOUT THE CONSTRUCTION PERIOD, REPAIR DAMAGE CAUSED BY CONSTRUCTION

OPERATIONS.
5. TAKE ALL PRECAUTIONS NECESSARY TO PROTECT BUILDING AND ITS OCCUPANTS DURING THE

CONSTRUCTION PERIOD.
6. COMPENSATE THE OWNER FOR REPLACEMENT OF ANY DAMAGE TO ANY PART OF THE BUILDING,

GROUNDS OR FURNISHINGS.
7. THE CONTRACTOR IS RESPONSIBLE FOR OBSERVING FORECAST OF INCLEMENT WEATHER AND

NOTIFYING AND DISPATCHING PERSONNEL TO THE BUILDING PROJECT TO IMPLEMENT PROTECTIVE
MEASURES.

8. DO NOT SHUT OFF ELECTRICAL POWER WITHOUT 48 HOUR NOTICE.
9. ALL ELECTRICAL WORK SHALL BE IN CONFORMANCE WITH 2023 NEC, STATE & LOCAL CODE PER

AUTHORITY HAVING JURISDICTION.

NEW PRE-MANUFACTURED METAL COPING CAP SYSTEM.

1. ROOF AREA 1 :  (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING
EXISTING (3)-PLY MODIFIED BITUMEN ROOFING SYSTEM OVER 3" POLYISO OVER 1

4" ASPHALT/TAR LAYER
OVER 34" PERLITE OVER EXISTING 3

4" PLYWOOD ROOF DECK OVER 32" TJL/60 @ 32" O.C. TO REMAIN, SEE
DETAIL I/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF-ADHERED VAPOR BARRIER OVER/
-  EXISTING  34" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL J/700.

2. ROOF AREA 2: (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING (3)-PLY
MODIFIED BITUMEN ROOFING SYSTEM OVER 1" POLYISO OVER 1" PERLITE INSULATION OVER 11

2"  POLYISO
OVER 212" PERLITE OVER EXISTING CONCRETE ROOF DECK TO REMAIN, SEE DETAIL E/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  NEW SELF ADHERED VAPOR BARRIER OVER/
-  EXISTING CONCRETE ROOF DECK TO REMAIN, SEE DETAIL F/700.

3. ROOF AREA 3: (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1

2" MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION
OVER 3" POLYISO OVER 11

2" PERLITE OVER EXISTING 2" ACOUSTICAL FIBER ROOF DECK OVER 22" TJL @ 32"
O.C. TO REMAIN, SEE DETAIL A/700

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/

-  EXISTING 2" ACOUSTICAL ROOF DECK OVER 22" TJL @ 32" O.C. TO REMAIN, SEE DETAIL B/700. SEE
GENERAL NOTE # 5 FOR ADDITIONAL REQUIREMENTS.

4. ROOF AREA 4: (BID ALTERNATE #2)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1

2" MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION
OVER 3" POLYISO OVER 11

2" PERLITE OVER EXISTING 2" ACOUSTICAL FIBER ROOF DECK OVER 44" TJ/60 @
24" O.C. TO REMAIN, SEE DETAIL A/700

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/

-  EXISTING 2" ACOUSTICAL ROOF DECK OVER 44" TJ/60 @ 24" O.C. TO REMAIN, SEE DETAIL B/700. SEE
GENERAL NOTE # 5 FOR ADDITIONAL REQUIREMENTS.

5. ROOF AREA 5:  (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION OVER 3" POLYISO OVER 1" PERLITE INSULATION
OVER EXISTING 3

4" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL C/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF ADHERED VAPOR BARRIER OVER/

-  34" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL D/700.

6. ROOF AREA 6: (BID ALTERNATE #1)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING
EXISTING (3)-PLY MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION OVER 3" POLYISO
OVER 1" PERLITE OVER EXISTING ACOUSTICAL ROOF DECK TO REMAIN, SEE DETAIL G/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/

-  EXISTING ACOUSTICAL ROOF DECK TO REMAIN, SEE DETAIL H/700. SEE GENERAL NOTE # 5 FOR
ADDITIONAL REQUIREMENTS.

NEW FULLY ADHERED ROOFING MANUFACTURERS WALK PAD

EXISTING ROOF DRAIN & OVERFLOW TO REMAIN, INSTALL NEW CLAMPING RING & BOLTS., FLASHING
WITH NEW ROOFING MEMBRANE PER MFR'S REQUIREMENTS. REMOV EXISTING HEAT CABLE & INSTALL
NEW DAISY CHAIN HEAT TAPE, SEE DETAIL A/720
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ORIGINAL (3) PLY BUILT UP ROOFING
FELTS TO BE REMOVEDREMOVE EXISTING 11

2" FIBER INSULATION BOARD
EXISTING 2" STRUCTURAL ACOUSTICAL ROO DECK

PANEL OVER 22" TJL @ 32" O.C. TO REMAIN

REMOVE 3" OF POLYISOCYANURATE

REMOVE EXISTING 1" FIBER INSULATION
BOARD

REMOVE LIQUID MEMBRANE

NEW SINGLE PLY ROOFING MEMBRANE
FULLY ADHERED

EXISTING 2" STRUCTURAL ACOUSTICAL ROOF
DECK PANEL OVER 22" TJL @ 32" O.C. TO REMAIN

NEW (2) LAYERS OF 2.6" POLYISOCYANURATE
FULLY ADHERED

NEW FULLY ADHERED COVER BOARD
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REMOVE 1" FIBER INSULATION BOARD

EXISTING 3
4" PLYWOOD DECK OVER 16"

TJL'S @ 24" O.C. TO REMAIN

REMOVE 3" OF POLYISOCYANURATE

REMOVE 1" FIBER INSULATION BOARD

NEW SINGLE PLY ROOFING MEMBRANE
FULLY ADHERED

EXISTING 3
4" PLYWOOD DECK OVER 16" TJL'S @

24" O.C. TO REMAIN

NEW (2) LAYERS OF 2.6"
POLYISOCYANURATE FULLY ADHERED

NEW SELF ADHERING VAPOR BARRIER

ORIGINAL (3) PLY BUILT UP ROOFING FELTS TO BE
REMOVED

REMOVE LIQUID MEMBRANE

NEW FULLY ADHERED COVER BOARD
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REMOVE ORIGINAL (3) PLY BUILT UP
ROOFING FELTS, ASBESTOS CONTAINING,
TO BE REMOVED

REMOVE EXISTING 11
2" FIBER INSULATION BOARD

EXISTING 2" STRUCTURAL ACOUSTICAL ROOF
DECK PANEL OVER 22" TJL @ 32" O.C. TO REMAIN

REMOVE 3" OF POLYISOCYANURATE

REMOVE EXISTING 1" FIBER INSULATION
BOARD

REMOVE LIQUID MEMBRANE

NEW SINGLE PLY ROOFING MEMBRANE
FULLY ADHERED

EXISTING 2" STRUCTURAL ACOUSTICAL ROOF
DECK PANEL OVER 22" TJL @ 32" O.C. TO REMAIN

NEW (2) LAYERS OF 2.6" POLYISOCYANURATE
FULLY ADHERED

NEW FULLY ADHERED 1
2" COVER BOARD
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REMOVE 3
4" FIBER INSULATION BOARD

EXISTING 3
4" PLYWOOD DECK OVER 16"

TJL'S @ 24" O.C. TO REMAIN

REMOVE 3" OF POLYISOCYANURATE

REMOVE 1
2" FIBER INSULATION BOARD

1
4" BUILT UP ROOFING TO BE REMOVED
REMOVE LIQUID MEMBRANE

1
4" ASPHALT/TAR LAYER

NEW SINGLE PLY ROOFING MEMBRANE
FULLY ADHERED

EXISTING 3
4" PLYWOOD DECK OVER 16"

TJL'S @ 24" O.C. TO REMAIN

NEW (2) LAYERS OF 2.6"
POLYISOCYANURATE FULLY ADHERED

NEW FULLY ADHERED 1
2" COVER BOARD

NEW SELF ADHERING VAPOR BARRIER
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MANUFACTURER’S CERTIFICATION FORM MCF-1 
BOILERPLT-2025 dbb.doc JUNE 2025 (DPW Project #25512) 

 (January, 2026) 

MANUFACTURER’S CERTIFICATION 

The undersigned roofing manufacturer hereby certifies that it has reviewed the drawings, specifications 
and conditions of the site* and the terms of the roofing guarantee included in the specification and find 
them acceptable, and if the manufacturer’s materials are installed on the project in accordance with the 
drawings and specifications and upon inspection by the manufacturer’s technical representative, 
manufacturer will issue the guarantee in the form specified. 

DATED THIS  DAY OF  2026 . 

(MANUFACTURER) 

(AUTHORIZED REPRESENTATIVE) 

EXCEPTIONS: Subject to the following exceptions and or modification, (attach any details or added 
verbiage that is required) the undersigned roofing manufacturer will certify to the conditions stated above:  

DATED THIS  Day of  20 _26__. 

(MANUFACTURER) 

(AUTHORIZED REPRESENTATIVE) 

APPROVED APPLICATORS: The following roofing contractors are approved applicators of the 
roofing system specified (or approved) and as manufactured by the above-named manufacturer: 

NAME ADDRESS 

DPW Project #25512
ISP: Dist 3 HQ Bldg 3
Training Facility Roof

13th July

Carlisle SynTec Systems

Brandon Maag
Sr. Design Analyst
P: (717) 706-6258

*Note: Carlisle has not visited the job site to review site conditions.

13th July

Carlisle SynTec Systems

Brandon Maag
Sr. Design Analyst
P: (717) 706-6258

Division 075423 

Brandon Maag
Line


	NOTICE TO ALL BIDDERS
	Prebid Meeting Attendance.pdf
	Meridian, ID
	Phone:
	Company: (please print)
	Representative: (please print)
	Phone:
	Company: (please print)
	Representative: (please print)

	A-B 700 Roof Assembly.pdf
	Sheets and Views
	A-B 700 Roof Assembly


	A1.0 Roof Plan.pdf
	Sheets and Views
	A1.0 Roof Plan


	I-J 700 Roof Assembly.pdf
	Sheets and Views
	I-J 700 Roof Assembly


	G-H 700 Roof Assembly.pdf
	Sheets and Views
	G-H 700 Roof Assembly


	C-D 700 Roof Assembly.pdf
	Sheets and Views
	C-D 700 Roof Assembly





