
Commercial Reroofing  

Plan Review Notes Only 

 1997923 

These notes shall always be attached to the stamped approved plans and documents. These are part of the 
plans and shall be a permanent record with the plans. 

 

These plans have been reviewed for code compliance and have been found to be substantially complete for code 
compliance, all other code compliance requirements shall be completed through field inspections, verifications, and 
approvals by the field building inspector.  
 
The 2018 IEBC, section 705 regulates reroofing of existing buildings. Roof covering replacement, and roof 
recovering. According to the submitted documents, this is a roof covering replacement project. 
 
Section 705.1 of the 2018 IEBC states that materials and methods of application used for recovering or replacing an 
existing roof covering shall comply with the requirements of Chapter 15 of the International Building Code. 
As per section 1507.1 of the 2018 IBC new roof coverings, and associated flashings are to be installed in accordance 
with the roof covering manufacturer’s installation instructions.  

When removal of any roof covering exposes any structural damage to the roof structure, parapet walls, penthouses 
or any other structure, or any work, other than roof covering is required, the contractor shall inform the building 
department or inspector for guidance. Amended construction documents may be required, explaining the location 
and scope of the additional work.  

 It is the responsibility of the design professional, contractor, and builder to notify the building department of any 
alteration, addition, repair, or removal of any building component, whether structural, or not, for inspection and or 
amended plan review.  
 
Demo , framing and insulation inspections are required.  
. 
Any mechanical, electrical or plumbing that has been removed, disconnected or altered will require permits and 
inspections 
. 
Construction safeguards shall be required for any and all demolition and or construction to ensure public safety.  
Required exits, existing structural elements, fire protection devices and sanitary safeguards shall be maintained at all times during 
alterations, repairs or additions to any building or structure. 
All applicable construction safeguards from chapter 31 and 33 shall be in place and maintained while any demolition or 
construction activities are being undertaken. 
. 
 

Approved

State of Idaho
 DOPL

PA#:
Date:

1997923
6/12/2026

These documents are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.
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INDEX OF DRAWINGSAPPLICABLE CODES
AB ANCHOR BOLT
AC ACOUSTIC
AFF ABOVE FINISH FLOOR
ALUM. ALUMINUM
ALT. ALTERNATE
∠ ANGLE
APPROX. APPROXIMATE
ARCH. ARCHITECTURAL

BLK'G BLOCKING
BO BOTTOM OF
BOC BACK OF CURB
BRD. OR BD. BOARD
BTU BRITISH THERMAL UNITS
BU BUILT-UP
BUR BUILT UP ROOFING

CB CATCH BASIN
CJ CONTROL JOINT
℄ OR CL CENTER LINE
CLG. CEILING
CLR. CLEAR
CMU CONCRETE MASONRY UNIT
CF CUBIC FEET
CM CONSTRUCTION MANAGER
COL. COLUMN
CO CONCRETE OPENING
CONT. CONTINUOUS
CT CERAMIC TILE
CPT. CARPET

DWG. DRAWING
DAS DEFORMED ANCHOR STUD
DBL. DOUBLE
DET. DEFORMED ANCHOR STUD
DF DRINKING FOUNTAIN
DIA. DIAGONAL
DIM. DIMENSION
DN DOWN
DS DOWNSPOUT
EA. EACH
EB EXPANSION BOLT
EJ EXPANSION JOINT
ELEC. ELCTRICAL
EIFS EXTERIOR INSULATION FINISH

SYSTEM
EQ. EQUAL
EXT. EXTERIOR
EXIST. EXISTING

FA FRESH AIR
FE FIRE EXTINGUISHER
FD FLOOR DRAIN
FIN. FLR. FINISH FLOOR
FO FACE OF
FOC FACE OF CURB
FOF FACE OF FOUNDATION
FOW FACE OF WALL
FF FACTORY FINISH
FTG FOOTING
FND FOUNDATION
FV FIELD VERIFY

GA. GAUGE
GALV. GALVANIZED
GC GENERAL CONTRACTOR
GL GLASS
GYP. BD. GYPSUM BOARD
GWB GYPSUM BOARD
G.F.R.C. GLASS FIBER REINFORCED

CONCRETE

HAS HEADED ANCHOR STUD
HC HANDICAPPED
HDR HEADER
HM HOLLOW METAL
HPDL HIGH PRESSURE DENSITY LAMINATE
HT. HEIGHT

IC INTEGRAL COLOR
INSUL. INSULATION

INT. INTERIOR
JB JOIST BEARING
JT JOINT
JST. JOIST

MAX. MAXIMUM
MED. MEDIUM
MEMB. MEMBRANE
MIN. MINIMUM
MB MACHINE BOLT
MBT MODIFIED BITUMEN
MH MAN HOLE
MECH. MECHANICAL
M.O. MASONRY OPENING
MFR. MANUFACTURER
MTL. METAL

N NATURAL
N/A NOT APPLICABLE
N.I.C. NOT IN CONTRACT
N.T.S. NOT TO SCALE

O.C. ON CENTER
O.D. OUTSIDE DIAMETER
O.P.O.I. OWNER PROVIDED OWNER

INSTALLED
O.P.C.I. OWNER PROVIDED CONTRACTOR

INSTALLED
OPP. OPPOSITE
OPNG. OPENING

P OR ⅊ PLATE
PT. PAINT
PJT PRE-MOLDED JOINT FILLER
PLYWD. PLYWOOD
PL PLASTIC LAMINATE
PLAST. PLASTIC
PP POWER POLE (EXISTING)

RAP RETURN AIR PLENUM
R.D. ROOF DRAIN
REINF. REINFORCING
REQ'D REQUIRED
R.O. ROUGH OPENING
ROW RIGHT OF WAY
RM. ROOM

SAC SUSPENDED ACOUSTICAL CEILING
SAG SLAB-ABOVE-GRADE
SC SOLID CORE
SHT. SHEET
SIM. SIMILAR
SPEC. SPECIFICATIONS
SOG SLAB-ON-GRADE
S/S STAINLESS STEEL
STL. STEEL
STRUCT. STRUCTURAL
SUSP. SUSPENDED
SQ SQUARE

TG TEMPERED GLAZING
T.O. TOP OF
TOC TOP OF CONCRETE
TOB TOP OF BLOCK
TOD TOP OF DECK
TOS TOP OF STEEL
TOW TOP OF WALL
TYP. TYPICAL

UG. UNDERGROUND
UNO UNLESS NOTED OTHERWISE

VB VAPOR BARRIER
VCT VINYL COMPOSITE TILE
VENT. VENTILATION

WD. WOOD
WG WIRE GLASS
WP WATERPROOF
WWF WELDED WIRE FABRIC

ABBREVIATIONS LEGEND
CODE ANALYSIS %ASED ON�

2018 INTERNATIONAL E;ISTIN* %8ILDIN* CODE �IE%C�
2018 INTERNATIONAL %8ILDIN* CODE �I%C�
2018 INTERNATIONAL ENER*Y CONSERVATION CODE �IECC�
2017 NATIONAL ELECTRICAL CODE �NEC�
2018 INTERNATIONAL MECHANICAL CODE �IMC�
2017 IDAHO STATE PL8M%IN* CODE
2018 INTERNATIONAL FIRE CODE
200� ICC�ANSI A117.1
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OWNER

AGENCY
700 S. STRATFORD DR.
MERIDIAN, IDAHO 8�642
�208� 565�6012
REPRESENTATIVE�
MARC FRENCH

IDAHO STATE POLICE

PROJECT DESCRIPTION  
THE REMOVAL OF THE EXISTING COATED MODIFIED BITUMEN ROOFING SYSTEM DOWN THE
STRUCTURAL ROOF DECK AND INSTALLING A NEW ROOFING SYSTEM CONSISTING OF (2) LAYERS
OF 2.6” POLYISOCYANURATE INSULATION WITH AN 80-MIL TPO ROOFING MEMBRANE DESIGNED
FOR A 30-YEAR STATE OF IDAHO GUARANTEE.  THE ATTACHED ROOF PLAN HAS IDENTIFIED ONE
ROOF AREA AS THE BASE BID AND TWO ADDITIONAL AREAS TO BE BID AS BID ALTERNATIVES.
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%OISE, IDAHO 8�702
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Approved

State of Idaho
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1997923
6/12/2026

These plans are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.

Andy Rose
Free Text
2023 NEC

Andy Rose
Line

Russ Gardina
Free Text
These plans have been reviewed for code compliance and have been found to be substantially complete for code compliance, all other code compliance requirements shall be completed through field inspections, verifications, and approvals by the field building inspector.
 
The 2018 IEBC, section 705 regulates reroofing of existing buildings. Roof covering replacement, and roof recovering. According to the submitted documents, this is a roof covering replacement project.
 
Section 705.1 of the 2018 IEBC states that materials and methods of application used for recovering or replacing an existing roof covering shall comply with the requirements of Chapter 15 of the International Building Code.
As per section 1507.1 of the 2018 IBC new roof coverings, and associated flashings are to be installed in accordance with the roof covering manufacturer’s installation instructions.
When removal of any roof covering exposes any structural damage to the roof structure, parapet walls, penthouses or any other structure, or any work, other than roof covering is required, the contractor shall inform the building department or inspector for guidance. Amended construction documents may be required, explaining the location and scope of the additional work.
 It is the responsibility of the design professional, contractor, and builder to notify the building department of any alteration, addition, repair, or removal of any building component, whether structural, or not, for inspection and or amended plan review.
 
Demo , framing and insulation inspections are required.
.
Any mechanical, electrical or plumbing that has been removed, disconnected or altered will require permits and inspections
.
Construction safeguards shall be required for any and all demolition and or construction to ensure public safety.
Required exits, existing structural elements, fire protection devices and sanitary safeguards shall be maintained at all times during alterations, repairs or additions to any building or structure.
All applicable construction safeguards from chapter 31 and 33 shall be in place and maintained while any demolition or construction activities are being undertaken.
.
 




±53'-8"(F.V.)

±50'-6"(F.V.)

23
'-0

"

±32'-8"(F.V.)

±93'-6"(F.V.)

UP

6
6

3

3

2

10

10

15 15

10 10 10

10

7

11

12

11

9

7

SL
O

PE
1 2"/

FT

A
709

A
701

A
701

A
703

SL
O

PE
1 2"/

FT

RIDGE

SL
O

PE
1 2"/

FT

SL
O

PE
1 2"/

FT

SL
O

PE
1 2"/

FT

SL
O

PE
1 2"/

FT

13

16

14
'-7

"

16 16

17
'-3

"

8'-
4"

16 16

13
'-9

"
13

'-9
"

16 16

16

16

8

SIM.

±1
06

'-6
"(F

.V
.)

±7
1'-

4"
(F

.V
.)

±1
4'-

1"
(F

.V
.)

±17'-4"(F.V.)

SL
O

PE
1 2"/

FT
SL

O
PE

1 2"/
FT

SL
O

PE
1 2"/

FT
SL

O
PE

1 2"/
FT

BID ALTERNATE #2

7

7

HIGHLOW
HIGH

HIGH

HIGH

LOW

LOW

A
718

A
706

A
707A

707

A
708

A
701

A
704

A
701

A
701

A
701

A
702

A
702

A
717

A
719

A
717

A
718

A
719

A
701

A
701

A
701

±70'-2"(F.V.)±24'-4"(F.V.)±20'-8"(F.V.)±17'-4"(F.V.) ±21'-4"(F.V.) ±20'-6"(F.V.)
±207'-0"(F.V.)

±5
0'-

3"
(F

.V
.)

±2
28

'-1
"(F

.V
.)

±22'-0"(F.V.)

17

BID ALTERNATE #1

±2
1'-

9"
(F

.V
.)

±1
49

'-1
"(F

.V
.)

±6
0'-

0"
(F

.V
.)

4

17
'-3

"

±4
9'-

111 16
"(F

.V
.)

10
'-0

"

14
'-21 4"

11
'-63 4"

101010

±7
'-1

"(F
.V

.) BASE BID

1

±37'-512"(F.V.) ±57'-2"(F.V.) ±19'-9"(F.V.)

±23'-611
16"(F.V.) ±23'-611

16"(F.V.) ±23'-611
16"(F.V.) 9'-

51 4"
8'-

81 2"

14

1818 1515

12
'-91 4"

16
'-0

"

13
'-41 4"

10
'-1

13 4"

11
'-01 2"

12
'-3

"

29
'-21 4"

13
'-9

"

SCALE: 1/16" = 1'-0"

EXISTING RTU AND DUCTWORK TO REMAIN IN PLACE. PROTECT DURING ALL PHASES OF
CONSTRUCTION, SEE DETAIL A/716

EXISTING ROOF TOP CURB AND EXHAUST FAN TO REMAIN, SEE DETAIL A/716 FOR ROOF
AREA '5' OR B/716 FOR ROOF AREA '6'

EXISTING HOT STACK ROOF VENT TO REMAIN.  PROTECT IN PLACE, SEE DETAIL A/715 FOR
ROOF AREA '5' OR B/715 FOR ROOF AREA '6'

EXISTING PLUMBING VENT TO REMAIN. PROTECT IN PLACE, SEE DETAIL A/714 ROOF FOR
AREA '5' OR B/714 FOR ROOF AREA '6'

7. EXISTING CHAIN LINK FENCE ENCLOSURE TO REMAIN IN PLACE., SEE DETAIL A/714 FOR POST FLASHING.
8. EXISTING MECHANICAL EQUIPMENT PRESERVE AND PROTECT DURING ALL PHASES OF CONSTRUCTION.
9. EXISTING ROOF ACCESS STAIRS.  NO WORK REQUIRED.
10. EXISTING SCUPPERS & CONDUCTOR HEAD TO REMAIN, SEE DETAIL A/711.
11. EXISTING ROOF LADDER, TEMPORARILY REMOVE AND RE-INSTALL AS REQUIRED TO INSTALL NEW WALL

FLASHING. CUT OFF BOTTOM L-SHAPED BRACKET BELOW BOTTOM RUNG. INSTALL NEW BRACKET
ABOVE REGLET, SEE DETAIL A501 & A502 .CAULK TOP & SIDES OF WALL ANGLE BRACKETS.

12. EXISTING RTU AND DUCTWORK TO REMAIN IN PLACE SEE DETAIL A722.
13. EXISTING ELECTRICAL CONDUIT , REMOVE AS REQUIRED FOR NEW PARAPET CAP  INSTALLATION, SEE

DETAIL A & B/712.
14. EXISTING ELECTRICAL CONDUIT TO REMAIN. REMOVE AND DISPOSE OF EXISTING SUPPORTS AND

PROVIDE NEW SUPPORTS, "HAYDON" MODEL No. HBM-5-H-164-PG WITH PIPE CLAMPS AT 6'-0" O.C. &
2'-0" MAX. FROM ALL CORNERS AND INTERSECTIONS. INSTALL FULLY ADHERED ROOF PROTECT PADS
UNDER ALL SUPPORTS.

15. EXISTING ROOF SCUPPER AND DOWNSPOUT FROM ABOVE. PROVIDE NEW CONCRETE SPLASH BLOCK
ON ROOF PROTECTION PAD.

16. NEW FULLY ADHERED POLYISOCYANURATE CRICKET, SLOPE 1
2"/FT. MINIMUM PLUS SLOPE OF ROOF DECK

FOR COMPOUND TAPER.
17.  NEW ROOF LADDER, SEE DETAIL A/500.
18.  EXISTING EQUIPMENT SUPPORT, SEE DETAIL A /721.

EXISTING ROOF PENETRATION TO REMAIN.  FIELD WRAP EXISTING CONDUIT/PIPE WITH ROOFING
MEMBRANE FULLY ADHERED, STAINLESS STEEL CLAMPING RING AND SEALANT.  SEE DETAIL A/713

NEW CRICKET, SEE DETAIL A/710
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25512

STATE OF IDAHO
Glenn H. Robinette

LICENSED
ARCHITECT
AR 9847221. CONTRACTOR SHALL VERIFY ALL DIMENSIONS SHOWN AND REQUIRED DIMENSIONS NOT SHOWN

PRIOR TO BIDDING AND FABRICATION OF COMPONENTS.
2. FIELD VERIFY ALL PENETRATIONS QUANTITIES, SIZE AND TYPE PRIOR TO BIDDING.
3. MAINTAIN THE EXISTING BUILDING IN A WEATHERTIGHT CONDITION.
4. THROUGHOUT THE CONSTRUCTION PERIOD, REPAIR DAMAGE CAUSED BY CONSTRUCTION

OPERATIONS.
5. TAKE ALL PRECAUTIONS NECESSARY TO PROTECT BUILDING AND ITS OCCUPANTS DURING THE

CONSTRUCTION PERIOD.
6. COMPENSATE THE OWNER FOR REPLACEMENT OF ANY DAMAGE TO ANY PART OF THE BUILDING,

GROUNDS OR FURNISHINGS.
7. THE CONTRACTOR IS RESPONSIBLE FOR OBSERVING FORECAST OF INCLEMENT WEATHER AND

NOTIFYING AND DISPATCHING PERSONNEL TO THE BUILDING PROJECT TO IMPLEMENT PROTECTIVE
MEASURES.

8. DO NOT SHUT OFF ELECTRICAL POWER WITHOUT 48 HOUR NOTICE.
9. ALL ELECTRICAL WORK SHALL BE IN CONFORMANCE WITH 2023 NEC, STATE & LOCAL CODE PER

AUTHORITY HAVING JURISDICTION.

NEW PRE-MANUFACTURED METAL COPING CAP SYSTEM.

1. ROOF AREA 1 :  (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING
EXISTING (3)-PLY MODIFIED BITUMEN ROOFING SYSTEM OVER 3" POLYISO OVER 1

4" ASPHALT/TAR LAYER
OVER 34" PERLITE OVER EXISTING 3

4" PLYWOOD ROOF DECK OVER 32" TJL/60 @ 32" O.C. TO REMAIN, SEE
DETAIL I/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  12" COVER BOARD FULLY ADHERED OVER/
-  LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF-ADHERED VAPOR BARRIER OVER/
-  EXISTING  34" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL J/700.

2. ROOF AREA 2: (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING (3)-PLY
MODIFIED BITUMEN ROOFING SYSTEM OVER 1" POLYISO OVER 1" PERLITE INSULATION OVER 11

2"  POLYISO
OVER 212" PERLITE OVER EXISTING CONCRETE ROOF DECK TO REMAIN, SEE DETAIL E/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  NEW SELF ADHERED VAPOR BARRIER OVER/
-  EXISTING CONCRETE ROOF DECK TO REMAIN, SEE DETAIL F/700.

3. ROOF AREA 3: (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1

2" MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION
OVER 3" POLYISO OVER 11

2" PERLITE OVER EXISTING 2" ACOUSTICAL FIBER ROOF DECK OVER 22" TJL @ 32"
O.C. TO REMAIN, SEE DETAIL A/700

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF ADHERED VAPOR BARRIER OVER
-  EXISTING 2" ACOUSTICAL ROOF DECK OVER 22" TJL @ 32" O.C. TO REMAIN, SEE DETAIL B/700. SEE

GENERAL NOTE # 5 FOR ADDITIONAL REQUIREMENTS.

4. ROOF AREA 4: (BID ALTERNATE #2)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1

2" MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION
OVER 3" POLYISO OVER 11

2" PERLITE OVER EXISTING 2" ACOUSTICAL FIBER ROOF DECK OVER 44" TJ/60 @
24" O.C. TO REMAIN, SEE DETAIL A/700

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF ADHERED VAPOR BARRIER OVER
-  EXISTING 2" ACOUSTICAL ROOF DECK OVER 44" TJ/60 @ 24" O.C. TO REMAIN, SEE DETAIL B/700. SEE

GENERAL NOTE # 5 FOR ADDITIONAL REQUIREMENTS.

5. ROOF AREA 5:  (BASE BID)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER (3) PLY MODIFIED
BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION OVER 3" POLYISO OVER 1" PERLITE INSULATION
OVER EXISTING 3

4" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL C/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  (2) LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF ADHERED VAPOR BARRIER OVER/
-  12" SUBSTRATE BOARD MECHANICALLY ATTACHED OVER/
-  34" PLYWOOD  DECK OVER 16" TJL'S @ 24" O.C. TO REMAIN, SEE DETAIL D/700.

6. ROOF AREA 6: (BID ALTERNATE #1)
REMOVE AND DISPOSE OF THE EXISTING LIQUID APPLIED MEMBRANE COATING OVER THE EXISTING
EXISTING (3)-PLY MODIFIED BITUMEN ROOFING SYSTEM OVER 1" PERLITE INSULATION OVER 3" POLYISO
OVER 1" PERLITE OVER EXISTING ACOUSTICAL ROOF DECK TO REMAIN, SEE DETAIL G/700.

INSTALL NEW SINGLE-PLY ROOFING SYSTEM AS FOLLOWS:
-  NEW FULLY ADHERED 80 MIL TPO SINGLE PLY ROOFING MEMBRANE OVER/
-  LAYERS 2.6" POLYISOCYANURATE INSULATION FULLY ADHERED OVER/
-  SELF-ADHERED VAPOR BARRIER OVER/
-  EXISTING ACOUSTICAL ROOF DECK TO REMAIN, SEE DETAIL H/700. SEE GENERAL NOTE # 5 FOR

ADDITIONAL REQUIREMENTS.

NEW FULLY ADHERED ROOFING MANUFACTURERS WALK PAD

EXISTING ROOF DRAIN & OVERFLOW TO REMAIN, INSTALL NEW CLAMPING RING & BOLTS., FLASHING
WITH NEW ROOFING MEMBRANE PER MFR'S REQUIREMENTS. REMOV EXISTING HEAT CABLE & INSTALL
NEW DAISY CHAIN HEAT TAPE, SEE DETAIL A/720
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State of Idaho
 DOPL

PA#:
Date:

1997923
6/12/2026

These plans are approved contingent on the compliance with the mark-
ups and notes applied.

This approval shall not be construed to be an approval of any 
violation of, or variance from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.
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Add Alternates, approved in the plan review process, that will be completed under this permit, shall be listed in Oasis under the description of work, to ensure that all required compliance for final inspections and the issuance of certificate of occupancies will be met. Inspectors will inspect only, listed add alternates in the inspection process. Any add alternates that are not listed will require separate permits and inspections.
.
Listing the Add Alternates
On company letter head, the construction manager will sign and date a request for the specific add alternate(s) to be listed in Oasis, to the BCRE permit techs at bcre-permits@dopl.idaho.gov 
At that time the request letter will become a part of the approved plans and the requested alternates added to Oasis.
Certificates of Occupancy will be given only when all permitted work is completed and final inspection approved.
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All electrical work shall be done by a State of Idaho licensed Electrical Contractor and requires an Electrical Permit to be acquired prior to the commencement of any electrical work being done. The Stamped and Approved Drawings and Documentation shall be on-site and made accessible to the Electrical Inspector for all on-site electrical inspections. Ensure that you check with all other applicable Authorities Having Jurisdictions for this project to verify what other permits and inspections shall be required.
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Conduit and wiring on roof to comply with NEC 310.15A&B(1)&(2)
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