






































































































































































































































DPW PROJECT NO. 25512. November 2025
ISP: Dist. 3 HQ Bldgs Training Facility Roof
700 S. Stratford Dr., Meridian, ID 83642

SECTION 011000 - SUMMARY

PART 1 - GENERAL

11 RELATED DOCUMENTS

A.  Drawings and general provisions of the Contract, including Fixed Price Construction
Contract and other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY
A. Section Includes:

Project information.

Work covered by Contract Documents.
Access to site.

Coordination with occupants.

Work restrictions.

Specification and drawing conventions.
Miscellaneous provisions.

General Security Requirements
Permits

©CoNo~wWNE

B.  Related Requirements:
1. Section 015000 "Temporary Facilities and Controls” for limitations and procedures
governing temporary use of Owner's facilities.
13 PROJECT INFORMATION

A.  Project Identification: DPW #25512. ISP: Dist. 3 HQ Bldg. 3 Training Facility Roof.

B. Project Location: 700 S. Stratford Dr., Meridian, ID 83642.

C. Owner: State of ldaho, Division of Public Works.
a. Owner's Representative: DPW Project Manager John Jullian 208-332-1904 and

DPW Field Representative Phil Hobbs 208-332-1619.

D.  Agency: Idaho State Police.
a. Agency's Representative: Mark French, 208-884-7010.

E.  Architect or Engineer (Design Professional): Hutchison Smith Architects, Glenn
Robinette, 208-338-1212.
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14

15

WORK COVERED BY CONTRACT DOCUMENTS

A.  The Work of Project is defined by the Contract Documents and consists of the
following:

1. Remove the existing coated modified bitumen roofing system down to the structural roof
deck and install new fully adhered 80-mil TPO roofing system over (2) layers of 2.6”
Polyiso, over self-adhering vapor barrier over %2” substrate board mechanically attached.

B.  Type of Contract:

1. Project will be constructed under a single prime contract per the Division of Public Works
Fixed Price Construction Contract between Owner and Contractor. (Check the latest
version “BOILERPLT dbb.doc (rev. June 2025)

ACCESS TO SITE

A.  General: Contractor shall have full use of Project site for construction operations
during construction period. Contractor's use of Project site is limited only by Owner's
right to perform work or to retain other contractors on portions of Project, and by use
of facility by building tenants in existing tenant improvement Projects.

B.  Use of Site: Limit use of Project site to work in areas indicated. Do not disturb portions
of Project site beyond areas in which the Work is indicated.

1. Limits: Confine construction operations to project roof areas.

2. Driveways, Walkways and Entrances: Keep driveways loading areas, etc. and entrances
serving premises clear and available to Owner, Owner's employees, and emergency
vehicles at all times. Do not use these areas for parking or storage of materials.

a. Schedule deliveries to minimize use of driveways and entrances by construction
operations.

b. Schedule deliveries to minimize space and time requirements for storage of
materials and equipment on-site.

C. Contractor parking shall be limited to those areas indicated on the Contract
Document and as designed by the Owner.

d. Maintain clear access to project at all times for firefighting equipment. Maintain exit
ways from existing building required by authorities having jurisdiction.

e. Signs: Provide signs adequate to direct visitors.

1) Do not install, or allow to be installed, signs other than specified sign(s)
and signs identifying the principal entities involved in the project.

C.  Condition of Existing Building: Maintain portions of existing building affected by
construction operations in a weathertight condition throughout construction period.
Any damage to the building, due to negligence on behalf of the contractor to not
maintain a weather-tight condition, shall be the responsibility of contractors and they
shall bear the burden for correction and/or repairs for any damage. Repair damage
caused by construction operations.

SUMMARY 011000 - 2
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A.
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Dr., Meridian, 1D 83642

Security: The contractor shall maintain security of the building’s roof areas and any
staging areas throughout the project.

Behavior and Dress: The Contractor and all Contractors representatives, to include
subcontractors, consultants, vendors or other parties hired by the Contractor will
maintain professional behavior and wear appropriate attire that always identifies their
company while on the job site.

ECTION OF BUILDING, CONTENTS, AND GROUNDS.

Construction Site Lay-down and Storage: As per plans.

1.7 COORDINATION WITH OCCUPANTS

A

Full Owner Occupancy: Owner will occupy site and existing and adjacent building(s)
during entire construction period. Cooperate with Owner during construction
operations to minimize conflicts and facilitate Owner usage. Perform the Work so as
not to interfere with Owner's day-to-day operations. Maintain existing exits unless
otherwise indicated.

Maintain access to existing walkways, corridors, and other adjacent occupied or used
facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities
without written permission from Owner and approval of authorities having jurisdiction.

Notify Owner not less than 48 hours in advance of activities that will affect Owner's
operations.

The Owner will take special care not to damage materials or work completed by the
contractor prior to final acceptance. If the contractor occurs any damages, prior to final
acceptance, they need to notify the Owner and Architect immediately for verification of
damages. If the contractor fails to notify the Owner and Architect within 24 hours of the
incident, the contractor shall be responsible for the performance and shall bear the cost of
correction.

Maintain access to existing walkways, corridors, and other adjacent occupied or used
facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities
without written permission from Owner and authorities having jurisdiction.

Provide not less than 48 hours' notice to Owner of activities that will affect Owner's
operations.

18 WORK RESTRICTIONS

A.

1.

SUMMARY

Work Restrictions, General: Comply with restrictions on construction operations.

Comply with limitations on use of public streets and with other requirements of authorities
having jurisdiction.

011000 - 3
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1.

1.9 PERMITS

SUMMARY

B.

C.

D.

A.

On-Site Work Hours: Limit work in the existing building to normal business working
hours of 6:00 a.m. to 6:00 p.m., Monday through Friday, unless otherwise indicated.

Weekend Hours: Not Permitted.
Early Morning or Late Evening Hours Not Permitted.
Hours for Utility Shutdowns: 7 days.

Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by
Owner or others unless permitted under the following conditions and then only after
providing temporary utility services according to requirements indicated:

Notify Owner not less than 7 days in advance of proposed utility interruptions.
Obtain Owner's written permission before proceeding with utility interruptions.

Noise, Vibration, and Odors: Coordinate operations that may result in high levels of
noise and vibration, odors, or other disruption to Owner occupancy with Owner.

Hazardous Materials: Notify the Design Professional and Owner immediately upon
discovery of existing hazardous materials.

Nonsmoking Building: Smoking is not permitted within the building or on ISP
Campus.

Controlled Substances: Use of tobacco products and other controlled substances is not
permitted per Section 72-1717, Idaho Code.

Employee Identification: Provide identification tags for Contractor personnel working
on Project site. Require personnel to use identification tags at all times.

Employee Screening: Comply with Owner's requirements for drug and background
screening of Contractor personnel working on Project site.

Maintain list of approved screened personnel with Owner's representative.

Contractor Parking: Contractor may park in the agency parking lot, area is identified
on plans.

On Owner/Tenant occupied projects, maintain cleanliness in areas adjacent to and
surrounding the construction area to the satisfaction of the Owner at all times.

On Owner/Tenant occupied projects, ensure deliveries and contractor work access are
in accordance with previous agreement with Owner and/or as indicated in the Contract
Documents.

Furnish all necessary permits for construction of the Work.

011000 - 4
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1.10 WASTE DISPOSAL

A.  The contractor is responsible for any and all demolition and/or removal as necessary
and required to fulfill the requirements of the Contract Documents.

1.11 SPECIFICATION AND DRAWING CONVENTIONS

A.  Specification Content: The Specifications use certain conventions for the style of
language and the intended meaning of certain terms, words, and phrases when used in
particular situations. These conventions are as follows:

1. Imperative mood and streamlined language are generally used in the Specifications. The
words "shall,” "shall be,” or "shall comply with," depending on the context, are implied
where a colon () is used within a sentence or phrase.

2. Specification requirements are to be performed by Contractor unless specifically stated
otherwise.

B.  Division 01 General Requirements: Requirements of Sections in Division 01 apply to
the Work of all Sections in the Specifications.

C. Drawing Coordination: Requirements for materials and products identified on
Drawings are described in detail in the Specifications. One or more of the following
are used on Drawings to identify materials and products:
1. Terminology: Materials and products are identified by the typical generic terms used in the
individual Specifications Sections.
2. Abbreviations: Materials and products are identified by abbreviations published as part of
the U.S. National CAD Standard and scheduled on Drawings.
3. Keynoting: Materials and products are identified by reference keynotes referencing
Specification Section numbers found in this Project Manual.
112 MISCELLANEOUS PROVISIONS
A. Idaho State Police Background Check.
1.17 GENERAL SECURITY REQUIREMENTS
A. This Section specifies:
1. Security Program
2. Entry Control
3. Miscellaneous Restrictions

B. This Section includes:

1. Facility Background

SUMMARY 011000 - 5
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PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 011000

SUMMARY

November 2025
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SECTION 012300 - ADD ALTERNATES

PART 1 - GENERAL

11

1.2

13

A

A

A

B.

C.

SUMMARY

Section includes administrative and procedural requirements for alternates.

DEFINITIONS

Add Alternate: An amount proposed by bidders and stated on the Bid Form for certain work
defined in the bidding requirements that may be added to the base bid amount if the Owner
decides to accept a corresponding change either in the amount of construction to be completed or
in the products, materials, equipment, systems, or installation methods described in the Contract
Documents.

1. Alternates described in this Section are part of the Work only if enumerated in the
Agreement.

2. The cost for each alternate is the net addition to the Contract Sum to incorporate alternates
into the Work. No other adjustments are made to the Contract Sum.

PROCEDURES

Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work
of the alternate into Project.

1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar
items incidental to or required for a complete installation whether or not indicated as part
of alternate.

Execute accepted alternates under the same conditions as other work of the Contract.
Schedule: A schedule of alternates is included at the end of this Section. Specification Sections

referenced in schedule contain requirements for materials necessary to achieve the work described
under each alternate.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A.

SCHEDULE OF ALTERNATES

Alternate No. 1: Roof Area “6”.

ALTERNATES 012300 -1
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1. Base Bid: Roof Area “1” “2” “3” & “5” as indicated A1.0 Roof Plan.
2. Alternate: Reroof of Roof Area “6” as indicated on A1.0 Roof Plan.

B. Alternate No. 2: Roof Area “4”.

1. Base Bid: Roof Areas “1” “2” “3” & “5”as indicated A1.0 Roof Plan.
2. Alternate: Reroof of Roof Area “4” as indicated on A1.0 Roof Plan.

END OF SECTION 012300

ALTERNATES

November 2025

012300 - 2



DPW PROJECT NO. 25512. January 2026
ISP: Dist. 3 HQ Bldgs Training Facility Roof
700 S. Stratford Dr., Meridian, ID 83642

SECTION 012500 - SUBSTITUTION PROCEDURES

PART 1 - GENERAL

11 SUMMARY
A.  Section includes administrative and procedural requirements for substitutions.
B.  Related Requirements:

1. Section 016000 "Product Requirements" for requirements for submitting comparable
product submittals for products by listed manufacturers.

1.2 DEFINITIONS

A.  Substitutions: Changes in products, materials, equipment, and methods of construction from
those required by the Contract Documents and proposed by Contractor.

1. Substitutions for Cause: Changes proposed by Contractor that are required due to
changed Project conditions, such as unavailability of product, regulatory changes, or
unavailability of required warranty terms.

2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not
required in order to meet other Project requirements but may offer advantage to
Contractor or Owner.

13 ACTION SUBMITTALS

A.  Substitution Requests: Submit three copies of each request for consideration. Identify product or
fabrication or installation method to be replaced. Include Specification Section number and title
and Drawing numbers and titles.

1. Documentation: Show compliance with requirements for substitutions and the following,
as applicable:

a. Statement indicating why specified product or fabrication or installation method
cannot be provided, if applicable.

b. Coordination of information, including a list of changes or revisions needed to
other parts of the Work and to construction performed by Owner and separate
contractors that will be necessary to accommodate proposed substitution.

C. Detailed comparison of significant qualities of proposed substitutions with those of
the Work specified. Include annotated copy of applicable Specification Section.
Significant qualities may include attributes, such as performance, weight, size,
durability, visual effect, sustainable design characteristics, warranties, and specific

SUBSTITUTION PROCEDURES 012500 - 1
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features and requirements indicated. Indicate deviations, if any, from the Work
specified.

d. Product Data, including drawings and descriptions of products and fabrication and

installation procedures.

Samples, where applicable or requested.

Certificates and qualification data, where applicable or requested.

List of similar installations for completed projects, with project names and

addresses as well as names and addresses of architects and owners.

h. Material test reports from a qualified testing agency, indicating and interpreting
test results for compliance with requirements indicated.

i Research reports evidencing compliance with building code in effect for Project,
from ICC-ES.

J. Detailed comparison of Contractor's construction schedule using proposed
substitutions with products specified for the Work, including effect on the overall
Contract Time. If specified product or method of construction cannot be provided
within the Contract Time, include letter from manufacturer, on manufacturer's
letterhead, stating date of receipt of purchase order, lack of availability, or delays
in delivery.

k. Cost information, including a proposal of change, if any, in the Contract Sum.

Contractor's certification that proposed substitution complies with requirements in

the Contract Documents, except as indicated in substitution request, is compatible

with related materials and is appropriate for applications indicated.

m.  Contractor's waiver of rights to additional payment or time that may subsequently
become necessary because of failure of proposed substitution to produce indicated
results.

«Q —h o

2. Architect's Action: If necessary, Architect will request additional information or
documentation for evaluation within seven days of receipt of a request for substitution.
Architect will notify Contractor of acceptance or rejection of proposed substitution within
15 days of receipt of request, or seven days of receipt of additional information or
documentation, whichever is later.

a. Forms of Acceptance: Change Order, Construction Change Directive, or
Architect's Supplemental Instructions for minor changes in the Work.
b. Use product specified if Architect does not issue a decision on use of a proposed
substitution within time allocated.
1.4 QUALITY ASSURANCE
A.  Compatibility of Substitutions: Investigate and document compatibility of proposed substitution
with related products and materials. Engage a qualified testing agency to perform compatibility
tests recommended by manufacturers.

15 PROCEDURES

A.  Coordination: Revise or adjust affected work as necessary to integrate work of the approved
substitutions.

SUBSTITUTION PROCEDURES 012500 - 2



DPW PROJECT NO. 25512. January 2026
ISP: Dist. 3 HQ Bldgs Training Facility Roof
700 S. Stratford Dr., Meridian, ID 83642

1.6 SUBSTITUTIONS

A.  Substitutions for Cause: Submit requests for substitution immediately on discovery of need for
change, but not later than 15 days prior to time required for preparation and review of related

submittals.

1. Conditions: Architect will consider Contractor's request for substitution when the
following conditions are satisfied. If the following conditions are not satisfied, Architect
will return requests without action, except to record noncompliance with these
requirements:

a.

oo

SQ = o

Requested substitution is consistent with the Contract Documents and will produce
indicated results.

Substitution request is fully documented and properly submitted.

Requested substitution will not adversely affect Contractor's construction schedule.
Requested substitution has received necessary approvals of authorities having
jurisdiction.

Requested substitution is compatible with other portions of the Work.

Requested substitution has been coordinated with other portions of the Work.
Requested substitution provides specified warranty.

If requested substitution involves more than one contractor, requested substitution
has been coordinated with other portions of the Work, is uniform and consistent, is
compatible with other products, and is acceptable to all contractors involved.

B. Substitutions for Convenience: Not allowed.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 012500
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SECTION 012600 - CONTRACT MODIFICATION PROCEDURES

PART 1 - GENERAL

11

1.2

13

14

A

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including Fixed Price Construction Contract
and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for handling and processing
Contract modifications.

MINOR CHANGES IN THE WORK

Architect will issue supplemental instructions authorizing minor changes in the Work, not
involving adjustment to the Contract Sum or the Contract Time, through Owner’s web-based
management software (OMS). ASI may be completed on AIA Document G710, "Architect's
Supplemental Instructions" and attached into OMS.

PROPOSAL REQUESTS

Owner-Initiated Proposal Requests: Architect will issue a detailed description of proposed
changes in the Work that may require adjustment to the Contract Sum or the Contract Time. If
necessary, the description will include supplemental or revised Drawings and Specifications.

1. Work Change Proposal Requests issued by Architect are not instructions either to stop
work in progress or to execute the proposed change.

2. Within time specified in Proposal Request after receipt of Proposal Request, submit a
guotation estimating cost adjustments to the Contract Sum and the Contract Time necessary
to execute the change.

a. Include a list of quantities of products required or eliminated and unit costs, with
total amount of purchases and credits to be made. If requested, furnish survey data
to substantiate quantities.

b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade
discounts.

C. Include costs of labor and supervision directly attributable to the change.

d. Include an updated Contractor's construction schedule that indicates the effect of the

change, including, but not limited to, changes in activity duration, start and finish
times, and activity relationship. Use available total float before requesting an
extension of the Contract Time.

e. Quotation Form: Use forms acceptable to Architect.

CONTRACT MODIFICATION PROCEDURES 012600 - 1
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15

1.6

B.

Contractor-Initiated Work Change Proposals: If latent or changed conditions require
modifications to the Contract, Contractor may initiate a claim by submitting a request for a change
to Architect.

1. Include a statement outlining reasons for the change and the effect of the change on the
Work. Provide a complete description of the proposed change. Indicate the effect of the
proposed change on the Contract Sum and the Contract Time.

2. Include a list of quantities of products required or eliminated and unit costs, with total
amount of purchases and credits to be made. If requested, furnish survey data to
substantiate quantities.

3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade
discounts.

4, Include costs of labor and supervision directly attributable to the change.

5. Include an updated Contractor's construction schedule that indicates the effect of the

change, including, but not limited to, changes in activity duration, start and finish times,
and activity relationship. Use available total float before requesting an extension of the
Contract Time.

6. Comply with requirements in Section 012500 "Substitution Procedures"” if the proposed
change requires substitution of one product or system for product or system specified.

7. Work Change Proposal Request Form: Use form acceptable to Architect.

CHANGE ORDER PROCEDURES

On Owner's approval of a Work Changes Proposal Request, the Architect will complete the
Owner’s Change Order Form and attach the Proposal Request and back-up. The Architect will
then forward this documentation to the Owner’s Project Manager who will create a Change Order
through OMS for approval of the Owner and Contractor. Note approval is determined after
Change Order is approved through OMS.

CONSTRUCTION CHANGE DIRECTIVE

Construction Change Directive: Architect may issue a Construction Change Directive on
AIA Document G714. Construction Change Directive instructs Contractor to proceed with a
change in the Work, for subsequent inclusion in a Change Order.

1. Construction Change Directive contains a complete description of change in the Work. It
also designates method to be followed to determine change in the Contract Sum or the
Contract Time.

Documentation: Maintain detailed records on a time and material basis of work required by the
Construction Change Directive.

1. After completion of change, submit an itemized account and supporting data necessary to
substantiate cost and time adjustments to the Contract.

CONTRACT MODIFICATION PROCEDURES 012600 - 2
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PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 012600
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SECTION 012900 - PAYMENT PROCEDURES

PART 1 - GENERAL

11 SUMMARY

A.  Section includes administrative and procedural requirements necessary to prepare and process
Applications for Payment on DPW’s Owners web-based management software (OMS).

1.2 SCHEDULE OF VALUES (SOV)

A.  Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's
construction schedule.

1.

Coordinate line items in the schedule of values with items required to be
indicated as separate activities in Contractor's construction schedule.

B. Format and Content: Use Project Manual table of contents as a guide to establish line items for
the schedule of values. Provide at least one line item for each Specification Section.

PAYMENT PROCEDURES

Submit the schedule of values on Owner’s or other approved “schedule of
values” form to Division of Public Works seven days after contract is
approved.

Provide a breakdown of the Contract Sum in enough detail to facilitate
continued evaluation of Applications for Payment and progress reports.
Provide multiple line items for principal subcontract amounts where needed.
Provide a separate line item in the SOV for each part of the Work where
Applications for Payment may include materials or equipment purchased or
fabricated and stored, but not yet installed.

a. Differentiate between items stored on-site and items stored off-site.

Allowances: Provide a separate line item in the SOV for each allowance.
Show line-item value of unit-cost allowances, as a product of the unit cost,
multiplied by measured quantity. Use information indicated in the Contract
Documents to determine quantities.

Overhead Costs: Include total cost and proportionate share of general
overhead and profit for each line item.

Overhead Costs: Show cost of temporary facilities and other major cost
items that are not direct cost of actual work-in-place as separate line items.
Closeout Costs. Include separate line items under Contractor and principal
subcontracts for Project closeout requirements in an amount totaling 5%
percent of the Contract Sum and subcontract amount.

012900 - 1
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1.3

8. Review and approval by the Architect and Owner (DPW’s Project Manager
and DPW’s Field Representative) is required prior to the first payment
application.

PAYMENT APPLICATIONS

Each Pay Application or Invoice shall be submitted via the OMS under the ‘Cost
Tracking/Contract Mgmt.” module where they will be electronically approved by the Contractor,
Architect, and Owner (DPW Field Representative, DPW Project Manager, and DPW Senior Field
Representative). The Schedule of VValue must be included and attached in OMS with the Invoice.

Payment Application Times: The date for each progress payment is indicated in the Agreement
between Owner and Contractor. The period of construction work covered by each Payment
Application is the period indicated in the Agreement.

Payment Application Times: Create Pay Applications on the Owners web-based management
software by the 25" of the month and electronically submit for approval. The period covered by
each Payment Application is one month, ending on the last day of the month.

Initial Payment Application: Administrative actions and submittals that must precede or coincide
with submittal of first Payment Application include the following:

1. List of subcontractors.

2. Contractor's construction schedule (preliminary if not final).

3. Products list (preliminary if not final).

4, Schedule of unit prices.

5. Submittal schedule (preliminary if not final).

6. Copies of building permits.

7. Copies of authorizations and licenses from authorities having jurisdiction for
performance of the Work.

8. Initial progress report.

9. Data needed to acquire Owner's insurance. (or Builders Risk from the

Contractor)

Payment Application at Substantial Completion: After Architect issues the Certificate of
Substantial Completion, upload a Payment Application showing 100 percent completion for
portion of the Work claimed as substantially complete. Retainage will still be held by the Owner.

Final Payment Application: After completing Project closeout requirements, submit final
Payment Application with releases and supporting documentation not previously submitted and
accepted, including, but not limited, to the following:
1. Evidence of completion of Project closeout requirements per Conditions
Precedent to Final Payment Form.
2. Marked up Record Drawings and Specifications.
3. Insurance certificates for products and completed operations where required
and proof that taxes, fees, and similar obligations were paid.
4, Contractor’s Affidavit of Payment of Debts and Claims Form.
AIlA Document G706.
5. Consent of Surety to Final Payment. AIA Document G707.

PAYMENT PROCEDURES 012900 - 2
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6.
7.

© ©

10.
11.

12.

END OF SECTION 012900

PAYMENT PROCEDURES

Release of Claims form, Exhibit H. Evidence that claims have been settled.
Confirmation of all required training, product warranties, operating manuals,
instruction manuals and other record documents, drawings and items
customarily required of the Contractor.

Public Works Contract Tax Release from the ldaho Tax Commission.

Final meter readings for utilities, a measured record of stored fuel, and
similar data as of date of Substantial Completion or when Owner took
possession of and assumed responsibility for corresponding elements of the
Work.

Final liquidated damages settlement statement.

Authority Having Jurisdiction/Division of Building Safety (AHJ/DBS)
inspection approval/occupancy permit.

Any and all other items required by the Owner (DPW) under the applicable
contract requirements.

012900 - 3
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SECTION 013100 - PROJECT MANAGEMENT AND COORDINATION

PART 1 - GENERAL

11

1.2

13

14

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including Fixed Price Construction Contract
and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative provisions for coordinating construction operations on Project
including, but not limited to, the following:

1. General coordination procedures.

2. RFIs.

3. Digital project management procedures.
4, Project meetings.

Related Requirements:
1. Section 017300 "Execution” for procedures for coordinating general installation and field-
engineering services, including establishment of benchmarks and control points.

DEFINITIONS
BIM: Building Information Modeling.

RFI: Request for Information. Request from Owner, Design Professional, or Contractor seeking
information required by or clarifications of the Contract Documents.

INFORMATIONAL SUBMITTALS

Key Personnel Names: Within seven (7) days of starting construction operations, submit a list of
key personnel assignments, including superintendent and other personnel in attendance at Project
site. Identify individuals and their duties and responsibilities; list addresses and telephone
numbers, including home, office, and cellular telephone numbers and e-mail addresses. Provide
names, addresses, and telephone numbers of individuals assigned as alternates in the absence of
individuals assigned to Project.

1. Post copies of list in project meeting room, in temporary field office. Keep list current at
all times.

PROJECT MANAGEMENT AND COORDINATION 013100 -1
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15

A

1.6

GENERAL COORDINATION PROCEDURES

Coordination: Coordinate construction operations included in different Sections of the
Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate
construction operations included in different Sections that depend on each other for proper
installation, connection, and operation.

1. Schedule construction operations in sequence required to obtain the best results where
installation of one part of the Work depends on installation of other components, before or
after its own installation.

2. Coordinate installation of different components to ensure maximum performance and
accessibility for required maintenance, service, and repair.

3. Make adequate provisions to accommodate items scheduled for later installation.

Administrative Procedures: Coordinate scheduling and timing of required administrative
procedures with other construction activities and scheduled activities of other contractors to avoid
conflicts and to ensure orderly progress of the Work. Such administrative activities include, but
are not limited to, the following:

Preparation of Contractor's construction schedule.
Preparation of the schedule of values.

Installation and removal of temporary facilities and controls.
Processing of submittals.

Progress meetings.

Pre-installation conferences.

Project closeout activities.

Startup and adjustment of systems.

NN E

REQUEST FOR INFORMATION (RFI)

General: Immediately on discovery of the need for additional information, clarification, or
interpretation of the Contract Documents, Contractor shall prepare and upload an RFI in the
Owners web-based management software (OMS).

1. Design Professional will approve RFIs with any comments through OMS.

2. Design Professional shall notify DPW of the Design Professional’s Representative who
will receive and respond to RFIs.

3. Contractor to upload RFIs in a prompt manner so as to avoid delays in the work or work
of subcontractors.

4. Contractor and Design Professional can copy any Team members the question and/or
response within OMS.

Content of the RFI: Include a detailed, legible description of item needing information or
interpretation and the following:

1. Input information required by OMS.
2. Specification Section number and title and related paragraphs, as appropriate.
3. Drawing number and detail references, as appropriate.
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4. Field dimensions and conditions, as appropriate.

5 Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract
Time or the Contract Sum, Contractor shall state impact in the RFI.

6. Attachments: Upload sketches, descriptions, measurements, photos, Product Data, Shop
Drawings, coordination drawings, and other information necessary to fully describe items
needing interpretation.

C.  Design Professional's Action: Design Professional will review each RFI, determine action
required, and respond. Allow seven (7) working days for Design Professional's response for each
RFI. RFIs received by Design Professional after 1:00 p.m. will be considered as received the
following working day.

1. The following Contractor-generated RFIs will be returned without action:

Requests for approval of submittals.

Requests for approval of substitutions.

Requests for approval of Contractor's means and methods.

Requests for coordination information already indicated in the Contract Documents.
Requests for adjustments in the Contract Time or the Contract Sum.

Requests for interpretation of Design Professional's actions on submittals.
Incomplete RFIs or inaccurately prepared RFIs.
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2. Design Professional's action may include a request for additional information, in which
case Design Professional's time for response will date from time of receipt by Design
Professional of additional information.

3. Design Professional's action on RFIs that may result in a change to the Contract Time or
the Contract Sum in which case the Contractor may submit a Proposal Request to the
Design Professional.

a. If Contractor believes the RFI response warrants change in the Contract Time or the
Contract Sum, notify Design Professional in writing within seven (7) days of receipt
of the RFI response.

D.  Onreceipt of Design Professional's action, review response and notify Design Professional within
seven (7) days if Contractor disagrees with response.

E.  Web-Based Project Software: Use Owner's web-based management software site (OMS) for
purposes of hosting and managing Project communication and documentation until Final
Completion.

1. Web-based Project software site includes the following features for:

a. Compilation of Project data, including Contractor, subcontractors, Design
Professional, Design Professional's consultants, Owner, and other entities involved
in Project.

b. Access control for each entity for each workflow process, to determine entity's
digital rights to create, modify, view, and print documents. The ‘My Team’ module
Includes names of individuals and contact information.

C. Document workflow planning, allowing customization of workflow between project
entities.
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d. Creation, logging, tracking, and notification for Project communications required in
other Specification Sections, including, but not limited to, RFIs, submittals, Minor
Changes in the Work, Construction Change Directives, and Change Orders.

e. Tracking status of each Project communication in real time, and log time and date
when responses are provided.

f. Handling PDFs or similar file formats, allowing markups by each entity. Provide

security features to lock markups against changes once submitted.

Processing and tracking of payment applications.

Processing and tracking of contract modifications.

Creating and distributing meeting minutes.

Document management for Drawings, Specifications, and coordination drawings,

including revision control.

Management of Daily Field Reports

Management of construction progress photographs.

Mobile device compatibility, including smartphones and tablets.

o Sa
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PDF Document Preparation: Where PDFs are required to be submitted to Design Professional,
prepare as follows:

1.

N

Assemble complete submittal package into a single indexed file incorporating submittal
requirements of a single Specification Section and transmittal form with links enabling
navigation to each item.

Name file with submittal number or other unique identifier, including revision identifier.
Certifications: Where digitally submitted certificates and certifications are required,
provide a digital signature with digital certificate on where indicated.

PROJECT MEETINGS

General: The Design Professional will schedule and conduct monthly meetings at the Project site
unless otherwise indicated.

Preconstruction Conference: The Owner will schedule and conduct a preconstruction conference
before starting construction, at a time convenient to Owner and Design Professional.

1.

N

Attendees: Authorized representatives of Owner, Contractor and its superintendent, and
major subcontractors shall attend the conference. Participants at the conference shall be
familiar with Project and authorized to conclude matters relating to the Work.

Agenda: Owner’s standard preconstruction agenda will be used.

Minutes: The Design Professional will be responsible for the meeting minutes and will
record and distribute via the OMS.

Pre-installation Conferences: Conduct a pre-installation conference at Project site before each
construction activity when required by other sections and when required for coordination with
other construction.

1.

Attendees: Installer and representatives of manufacturers and fabricators involved in or
affected by the installation and its coordination or integration with other materials and
installations that have preceded or will follow, shall attend the meeting. Advise Design
Professional, Owner, of scheduled meeting dates.
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2.

Agenda: Review progress of other construction activities and preparations for the particular
activity under consideration, including requirements for the following:

Contract Documents.

Options.

Related RFls.

Related Change Orders.

Purchases.

Deliveries.

Submittals.

Sustainable design requirements.
Review of mockups.

Possible conflicts.

Compatibility requirements.

Time schedules.

Weather limitations.

Manufacturer's written instructions.
Warranty requirements.
Compatibility of materials.
Acceptability of substrates.
Temporary facilities and controls.
Space and access limitations.
Regulations of authorities having jurisdiction.
Testing and inspecting requirements.
Installation procedures.
Coordination with other work.
Required performance results.
Protection of adjacent work.
Protection of construction and personnel.

NS XS<SCrm9 TQDOS3I—RATTSQHR0o00T

Record significant conference discussions, agreements, and disagreements, including
required corrective measures and actions.

Reporting: Distribute minutes of the meeting to each party present and to other parties
requiring information.

Do not proceed with installation if the conference cannot be successfully concluded.
Initiate whatever actions are necessary to resolve impediments to performance of the Work
and reconvene the conference at earliest feasible date.

D.  Construction Progress Meetings: The Contractor will conduct construction progress meetings at
monthly intervals.

1.
2.

Coordinate dates of meetings with preparation of payment requests.

Attendees: In addition to representatives of Owner, Agency, and Design Professional, each
contractor, subcontractor, supplier, and other entity concerned with current progress or
involved in planning, coordination, or performance of future activities shall be represented
at these meetings. All participants at the meeting shall be familiar with Project and
authorized to conclude matters relating to the Work.

Agenda: Review and correct or approve minutes of previous progress meeting. Review
other items of significance that could affect progress. Include topics for discussion as
appropriate to status of Project.
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a. Contractor's Construction Schedule: Review progress since the last meeting.
Determine whether each activity is on time, ahead of schedule, or behind schedule,
in relation to Contractor's construction schedule. Determine how construction
behind schedule will be expedited; secure commitments from parties involved to do
so. Discuss whether schedule revisions are required to ensure that current and
subsequent activities will be completed within the Contract Time.

1)

Review schedule for next period.

b. Review present and future needs of each entity present, including the following:

1)
2)
3)
4)
5)
6)
7)
8)
9)
10)
11)
12)
13)
14)
15)
16)
17)
18)
19)
20)
21)

Interface requirements.

Sequence of operations.

Resolution of BIM component conflicts.
Status of submittals.

Status of sustainable design documentation.
Deliveries.

Off-site fabrication.

Access.

Site use.

Temporary facilities and controls.
Progress cleaning.

Quality and work standards.

Status of correction of deficient items.
Field observations.

Status of RFIs.

Status of Proposal Requests.

Pending changes.

Status of Change Orders.

As-Built Updates.

Pending claims and disputes.
Documentation of information for payment requests.

4. Minutes: Contractor is responsible for conducting any construction progress meeting and
will record and distribute the meeting minutes to each party present and to parties requiring

information.

a. Schedule Updating: Contractor shall revise Contractor's construction schedule after
each progress meeting where revisions to the schedule have been made or
recognized. Issue revised schedule concurrently with the report of each meeting.

END OF SECTION 013100
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SECTION 013300 - SUBMITTAL PROCEDURES

PART 1 - GENERAL

11

A

1.2

13

14

SUMMARY
Section Includes:

1. Submittal schedule requirements.
2. Administrative and procedural requirements for submittals.

DEFINITIONS

Action Submittals: Written and graphic information and physical samples that require Design
Professional's responsive action. Action submittals are those submittals indicated in individual
Specification Sections as "action submittals."”

Informational Submittals: Written and graphic information and physical samples that do not
require Design Professional's responsive action. Submittals may be rejected for not complying
with requirements. Informational submittals are those submittals indicated in individual
Specification Sections as "informational submittals."

SUBMITTAL SCHEDULE

Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged in chronological
order by dates required by construction schedule. Include time required for review, ordering,
manufacturing, fabrication, and delivery when establishing dates. Include additional time required
for making corrections or revisions to submittals noted by Design Professional and additional
time for handling and reviewing submittals required by those corrections.

SUBMITTAL FORMATS
Submittal Information: Include the following information in each submittal:

Project name.

Date.

Name of Design Professional.

Name of Construction Manager.

Name of Contractor.

Name of firm or entity that prepared submittal.

Names of subcontractor, manufacturer, and supplier.

Unique submittal number, including revision identifier. Include Specification Section
number with sequential alphanumeric identifier; and alphanumeric suffix for resubmittals.
Category and type of submittal.

NG~ E
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10.  Submittal purpose and description.

11.  Number and title of Specification Section, with paragraph number and generic name for
each of multiple items.

12.  Drawing number and detail references, as appropriate.

13. Indication of full or partial submittal.

14.  Location(s) where product is to be installed, as appropriate.

15.  Other necessary identification.

16. Remarks.

17.  Signature of transmitter.

Options: Identify options requiring selection by Design Professional.

Deviations and Additional Information: On each submittal, clearly indicate deviations from
requirements in the Contract Documents, including minor variations and limitations; include
relevant additional information and revisions, other than those requested by Design Professional
on previous submittals. Indicate by highlighting on each submittal or noting on attached separate
sheet.

Submittals:

1.  Upload Submittals on Owners web-based management software (OMS). Contractor to
initiate the process via “Construction Management”, then “Submittal” tab within the
website.

Submittals for Web-Based Project Software: Prepare submittals as PDF files, or other format
indicated by Project software website.

SUBMITTAL PROCEDURES

Prepare and submit submittals required by individual Specification Sections. Types of submittals

are indicated in individual Specification Sections.

1. Web-Based Project Software: Prepare submittals in PDF form, and upload to OMS. Enter
required data in web-based software site to fully identify submittal.

2. Samples: Prepare submittals and deliver to Design Professional.

Coordination: Coordinate preparation and processing of submittals with performance of
construction activities.

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals,
and related activities that require sequential activity.

2. Submit all submittal items required for each Specification Section concurrently unless
partial submittals for portions of the Work are indicated on approved submittal schedule.

3. Submit action submittals and informational submittals required by the same Specification
Section as separate packages under separate transmittals.

Processing Time: Allow time for submittal review, including time for resubmittals, as follows.
Time for review shall commence on Design Professional's receipt of submittal. No extension of
the Contract Time will be authorized because of failure to transmit submittals enough in advance
of the Work to permit processing, including resubmittals.
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1. Initial Review: Allow seven (7) days for initial review of each submittal. Allow additional
time if coordination with subsequent submittals is required. Design Professional will advise
Contractor when a submittal being processed must be delayed for coordination.

2. Resubmittal Review: Allow seven (7) days for review of each resubmittal.

Resubmittals: Make resubmittals in same form as initial submittal.

Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers,
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of
construction activities. Show distribution on transmittal forms.

Use for Construction: Retain complete copies of submittals on Project site, as needed. Use only
final action submittals that are marked with approval notation from Design Professional's action
stamp.

SUBMITTAL REQUIREMENTS

Product Data: Collect information into a single submittal for each element of construction and
type of product or equipment.

1. If information must be specially prepared for submittal because standard published data
are unsuitable for use, submit as Shop Drawings, not as Product Data.

2. Mark each copy of each submittal to show which products and options are applicable.

3. Include the following information, as applicable:

Manufacturer's catalog cuts.

Manufacturer's product specifications.

Standard color charts.

Statement of compliance with specified referenced standards.
Testing by recognized testing agency.

Application of testing agency labels and seals.

Notation of coordination requirements.

Availability and delivery time information.

Se o a0 o

4. For equipment, include the following in addition to the above, as applicable:

Wiring diagrams that show factory-installed wiring.

Printed performance curves.

Operational range diagrams.

Clearances required to other construction, if not indicated on accompanying Shop
Drawings.

coope

5. Submit Product Data before Shop Drawings, and before or concurrent with Samples.

Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base
Shop Drawings on reproductions of the Contract Documents or standard printed data.

1. Preparation: Fully illustrate requirements in the Contract Documents. Include the following
information, as applicable:
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Identification of products.

Schedules.

Compliance with specified standards.

Notation of coordination requirements.

Notation of dimensions established by field measurement.

Relationship and attachment to adjoining construction clearly indicated.
Seal and signature of professional engineer if specified.

@mooo0 o

C. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these
characteristics with other materials.

1.

2.

Transmit Samples that contain multiple, related components such as accessories together
in one submittal package.

Identification: Permanently attach label on unexposed side of Samples that includes the
following:

Project name and submittal number.

Generic description of Sample.

Product name and name of manufacturer.

Sample source.

Number and title of applicable Specification Section.
Specification paragraph number and generic name of each item.

hO o0 o

Transmittal: Upload PDF transmittal to the Owners web based management software under
submittals. Include digital image file illustrating Sample characteristics, and identification
information for record.

Web-Based Project Software: Prepare submittals in PDF form, and upload to Owners web-
based Project software website. Enter required data in web-based software site to fully
identify submittal.

Paper Transmittal: Include paper transmittal including complete submittal information
indicated for samples delivered to the Design Professional.

Disposition: Maintain sets of approved Samples at Project site, available for quality-control
comparisons throughout the course of construction activity. Sample sets may be used to
determine final acceptance of construction associated with each set.

a. Samples that may be incorporated into the Work are indicated in individual
Specification Sections. Such Samples must be in an undamaged condition at time of
use.

b. Samples not incorporated into the Work, or otherwise designated as Owner's
property, are the property of Contractor.

Samples for Initial Selection: Submit manufacturer's color charts consisting of units or
sections of units showing the full range of colors, textures, and patterns available.

a. Number of Samples: Submit two (2) full set(s) of available choices where color,
pattern, texture, or similar characteristics are required to be selected from
manufacturer's product line. Design Professional will return submittal with options
selected.
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8. Samples for Verification: Submit full-size units or Samples of size indicated, prepared from
same material to be used for the Work, cured and finished in manner specified, and
physically identical with material or product proposed for use, and that show full range of
color and texture variations expected. Samples include, but are not limited to, the
following: partial sections of manufactured or fabricated components; small cuts or
containers of materials; complete units of repetitively used materials; swatches showing
color, texture, and pattern; color range sets; and components used for independent testing
and inspection.

a. Number of Samples: Submit three (3) sets of Samples. Design Professional will
retain two Sample sets; remainder will be returned.

1)  Submit a single Sample where assembly details, workmanship, fabrication
techniques, connections, operation, and other similar characteristics are to be
demonstrated.

2) If variation in color, pattern, texture, or other characteristic is inherent in
material or product represented by a Sample, submit at least three sets of
paired units that show approximate limits of variations.

D.  Product Schedule: As required in individual Specification Sections, prepare a written summary
indicating types of products required for the Work and their intended location. Include the
following information in tabular form:

E.  Qualification Data: Prepare written information that demonstrates capabilities and experience of
firm or person. Include lists of completed projects with project names and addresses, contact
information of Design Professionals and owners, and other information specified.

F. Design Data: Prepare and submit written and graphic information indicating compliance with
indicated performance and design criteria in individual Specification Sections. Include list of
assumptions and summary of loads. Include load diagrams if applicable. Provide name and
version of software, if any, used for calculations. Number each page of submittal.

G. Certificates:

1. Certificates and Certifications Submittals: Submit a statement that includes signature of
entity responsible for preparing certification. Certificates and certifications shall be signed
by an officer or other individual authorized to sign documents on behalf of that entity.
Provide a notarized signature where indicated.

2. Installer Certificates: Submit written statements on manufacturer's letterhead certifying
that Installer complies with requirements in the Contract Documents and, where required,
is authorized by manufacturer for this specific Project.

3. Manufacturer Certificates: Submit written statements on manufacturer's letterhead
certifying that manufacturer complies with requirements in the Contract Documents.
Include evidence of manufacturing experience where required.

4. Material Certificates: Submit written statements on manufacturer's letterhead certifying
that material complies with requirements in the Contract Documents.

5. Product Certificates: Submit written statements on manufacturer's letterhead certifying that
product complies with requirements in the Contract Documents.

6. Welding Certificates: Prepare written certification that welding procedures and personnel
comply with requirements in the Contract Documents. Submit record of Welding
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Procedure Specification and Procedure Qualification Record on AWS forms. Include
names of firms and personnel certified.

Test and Research Reports:

1. Comepatibility Test Reports: Submit reports written by a qualified testing agency, on testing
agency's standard form, indicating and interpreting results of compatibility tests performed
before installation of product. Include written recommendations for primers and substrate
preparation needed for adhesion.

2. Field Test Reports: Submit written reports indicating and interpreting results of field tests
performed either during installation of product or after product is installed in its final
location, for compliance with requirements in the Contract Documents.

3. Material Test Reports: Submit reports written by a qualified testing agency, on testing
agency's standard form, indicating and interpreting test results of material for compliance
with requirements in the Contract Documents.

4, Preconstruction Test Reports: Submit reports written by a qualified testing agency, on
testing agency's standard form, indicating and interpreting results of tests performed before
installation of product, for compliance with performance requirements in the Contract
Documents.

5. Product Test Reports: Submit written reports indicating that current product produced by
manufacturer complies with requirements in the Contract Documents. Base reports on
evaluation of tests performed by manufacturer and witnessed by a qualified testing agency,
or on comprehensive tests performed by a qualified testing agency.

6. Research Reports: Submit written evidence, from a model code organization acceptable to
authorities having jurisdiction, that product complies with building code in effect for
Project. Include the following information:

Name of evaluation organization.
Date of evaluation.

Time period when report is in effect.
Product and manufacturers' names.
Description of product.

Test procedures and results.
Limitations of use.

@me o0 o

CONTRACTOR'S REVIEW

Action Submittals and Informational Submittals: Review each submittal and check for
coordination with other Work of the Contract and for compliance with the Contract Documents.
Note corrections and field dimensions. Mark with approval stamp before uploading to the Owners
web based management software.

Contractor's Approval: Indicate Contractor's approval for each submittal with a uniform approval
stamp that is indicated on the web-based submittal. Include name of reviewer, date of Contractor's
approval, and statement certifying that submittal has been reviewed, checked, and approved for
compliance with the Contract Documents.

1. Design Professional will not review submittals received from Contractor that do not have
Contractor's review and approval.
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DESIGN PROFESSIONAL'S REVIEW

Action Submittals: Design Professional — will review each submittal, indicate corrections or
revisions required, and return it - within the “Comment” box on the web site.

1. Submittals by Web-Based Project Software: Design Professional will indicate, on Project
software website, the appropriate action.

a. Actions taken by indication on Project software website have the following
meanings:

1)  Approved, No Exceptions Taken, Pending, Overdue, Complete, or Rejected.

Informational Submittals: Design Professional will review each submittal and will not return it,
or will return it if it does not comply with requirements. Design Professional will forward each
submittal to appropriate party.

Partial submittals prepared for a portion of the Work will be reviewed when use of partial
submittals has received prior approval from Design Professional .

Incomplete submittals are unacceptable, will be considered nonresponsive, and will be rejected
for resubmittal without review.

Submittals not required by the Contract Documents will be returned by Design Professional
without action.

END OF SECTION 013300
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SECTION 014000 - QUALITY REQUIREMENTS

PART 1 - GENERAL
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1.2

13

A

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including Fixed Price Construction Contract
and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for quality assurance and quality
control.

Testing and inspecting services are required to verify compliance with requirements specified or
indicated. These services do not relieve Contractor of responsibility for compliance with the
Contract Document requirements.

1. Specific quality-assurance and -control requirements for individual construction activities
are specified in the Sections that specify those activities. Requirements in those Sections
may also cover production of standard products.

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and -control procedures that facilitate compliance with the Contract Document
requirements.

3. Requirements for Contractor to provide quality-assurance and -control services required
by Design Professional, or Owner, or authorities having jurisdiction are not limited by
provisions of this Section.

4. Specific test and inspection requirements are not specified in this Section.

DEFINITIONS

Quality-Assurance Services: Activities, actions, and procedures performed before and during
execution of the Work to guard against defects and deficiencies and substantiate that proposed
construction will comply with requirements.

Quality-Control Services: Tests, inspections, procedures, and related actions during and after
execution of the Work to evaluate that actual products incorporated into the Work and completed
construction comply with requirements. Services do not include contract enforcement activities
performed by the Design Professional.

Mockups: Full-size physical assemblies that are constructed on-site. Mockups are constructed to
verify selections made under Sample submittals; to demonstrate aesthetic effects and, where
indicated, qualities of materials and execution; to review coordination, testing, or operation; to
show interface between dissimilar materials; and to demonstrate compliance with specified
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installation tolerances. Mockups are not Samples. Unless otherwise indicated, approved mockups
establish the standard by which the Work will be judged.

1. Laboratory Mockups: Full-size physical assemblies constructed at testing facility to verify
performance characteristics.

2. Integrated Exterior Mockups: Mockups of the exterior envelope erected separately from
the building but on Project site, consisting of multiple products, assemblies, and
subassemblies.

3. Room Mockups: Mockups of typical interior spaces complete with wall, floor, and ceiling
finishes, doors, windows, millwork, casework, specialties, furnishings and equipment, and
lighting.

Preconstruction Testing: Tests and inspections performed specifically for Project before products
and materials are incorporated into the Work, to verify performance or compliance with specified
criteria.

Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing
agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to
establish product performance and compliance with specified requirements.

Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g., plant,
mill, factory, or shop.

Field Quality-Control Testing: Tests and inspections that are performed on-site for installation of
the Work and for completed Work.

Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing
laboratory shall mean the same as testing agency.

Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an employee,
Subcontractor, or Sub-subcontractor, to perform a particular construction operation, including
installation, erection, application, and similar operations.

1. Use of trade-specific terminology in referring to a trade or entity does not require that
certain construction activities be performed by accredited or unionized individuals, or that
requirements specified apply exclusively to specific trade(s).

Experienced: When used with an entity or individual, "experienced" means having successfully
completed a minimum of five previous projects similar in nature, size, and extent to this Project;
being familiar with special requirements indicated; and having complied with requirements of
authorities having jurisdiction.

CONFLICTING REQUIREMENTS

Referenced Standards: If compliance with two or more standards is specified and the standards
establish different or conflicting requirements for minimum quantities or quality levels, comply
with the most stringent requirement. Refer conflicting requirements that are different, but
apparently equal, to Design Professional for a decision before proceeding.
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1.6

B.

Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be
the minimum provided or performed. The actual installation may comply exactly with the
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits.
To comply with these requirements, indicated numeric values are minimum or maximum, as
appropriate, for the context of requirements. Refer uncertainties to Design Professional for a
decision before proceeding.

INFORMATIONAL SUBMITTALS
Schedule of Tests and Inspections: Prepare in tabular form and include the following:

Specification Section number and title.

Entity responsible for performing tests and inspections.
Description of test and inspection.

Identification of applicable standards.

Identification of test and inspection methods.

Number of tests and inspections required.

Time schedule or time span for tests and inspections.
Requirements for obtaining samples.

Unique characteristics of each quality-control service.

©CoOoNOR~wWNE

CONTRACTOR'S QUALITY-CONTROL PLAN

Quality-Control Personnel Qualifications: Engage qualified full-time personnel trained and
experienced in managing and executing quality-assurance and quality-control procedures similar
in nature and extent to those required for Project.

1. Project quality-control manager may also serve as Project superintendent.

Submittal Procedure: Describe procedures for ensuring compliance with requirements through
review and management of submittal process. Indicate qualifications of personnel responsible for
submittal review.

Continuous Inspection of Workmanship: Describe process for continuous inspection during
construction to identify and correct deficiencies in workmanship in addition to testing and
inspection specified. Indicate types of corrective actions to be required to bring work into
compliance with standards of workmanship established by Contract requirements and approved
mockups.

Monitoring and Documentation: Maintain testing and inspection reports including log of
approved and rejected results. Include work Design Professional has indicated as nonconforming
or defective. Indicate corrective actions taken to bring nonconforming work into compliance with
requirements. Comply with requirements of authorities having jurisdiction.

QUALITY REQUIREMENTS 014000 - 3
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1.7

1.8

A

REPORTS AND DOCUMENTS

Test and Inspection Reports: Prepare and submit certified written reports specified in other
Sections. Include the following:

Date of issue.

Project title and number.

Name, address, and telephone number of testing agency.

Dates and locations of samples and tests or inspections.

Names of individuals making tests and inspections.

Description of the Work and test and inspection method.

Identification of product and Specification Section.

Complete test or inspection data.

Test and inspection results and an interpretation of test results.

0. Record of temperature and weather conditions at time of sample taking and testing and
inspecting.

11. Comments or professional opinion on whether tested or inspected Work complies with the

Contract Document requirements.
12. Name and signature of laboratory inspector.
13. Recommendations on retesting and re-inspecting.

Boo~Noar~ONOE

Manufacturer's Technical Representative's Field Reports: Prepare written information
documenting manufacturer's technical representative's tests and inspections specified in other
Sections. Include the following:

Name, address, and telephone number of technical representative making report.

Statement on condition of substrates and their acceptability for installation of product.

Statement that products at Project site comply with requirements.

Summary of installation procedures being followed, whether they comply with

requirements and, if not, what corrective action was taken.

5. Results of operational and other tests and a statement of whether observed performance
complies with requirements.

6. Statement whether conditions, products, and installation will affect warranty.

7. Other required items indicated in individual Specification Sections.

el N =

Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses,
certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee
payments, judgments, correspondence, records, and similar documents, established for
compliance with standards and regulations bearing on performance of the Work.

QUALITY ASSURANCE

General: Qualifications paragraphs in this article establish the minimum qualification levels
required; individual Specification Sections specify additional requirements.

Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar
to those indicated for this Project and with a record of successful in-service performance, as well
as sufficient production capacity to produce required units.

QUALITY REQUIREMENTS 014000 - 4
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1.9

C.

D.

E.

A

B.

C.

Fabricator Qualifications: A firm experienced in producing products similar to those indicated for
this Project and with a record of successful in-service performance, as well as sufficient
production capacity to produce required units.

Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling
work similar in material, design, and extent to that indicated for this Project, whose work has
resulted in construction with a record of successful in-service performance.

Manufacturer's Technical Representative Qualifications: An authorized representative of
manufacturer who is trained and approved by manufacturer to observe and inspect installation of
manufacturer's products that are similar in material, design, and extent to those indicated for this
Project.

QUALITY CONTROL

Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are
Contractor's responsibility. Perform additional quality-control activities required to verify that the
Work complies with requirements, whether specified or not.

1. Unless otherwise indicated, provide quality-control services specified and those required
by authorities having jurisdiction. Perform quality-control services required of Contractor
by authorities having jurisdiction, whether specified or not.

2. Testing and inspecting requested by Contractor and not required by the Contract
Documents are Contractor's responsibility.

Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical
representative to observe and inspect the Work. Manufacturer's technical representative's services
include participation in pre-installation conferences, examination of substrates and conditions,
verification of materials, observation of Installer activities, inspection of completed portions of
the Work, and submittal of written reports.

Retesting/Re-inspecting: Regardless of whether original tests or inspections were Contractor's
responsibility, provide quality-control services, including retesting and re-inspecting, for
construction that replaced Work that failed to comply with the Contract Documents.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A.

TEST AND INSPECTION LOG
Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
1. Date test or inspection was conducted.

2. Description of the Work tested or inspected.
3. Date test or inspection results were transmitted to Architect.

QUALITY REQUIREMENTS 014000 - 5
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4. Identification of testing agency or special inspector conducting test or inspection.
B.  Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and
inspection log for Owner and Design Professional’s reference during normal working hours.

3.2 REPAIR AND PROTECTION

A.  General: On completion of testing, inspecting, sample taking, and similar services, repair
damaged construction and restore substrates and finishes.

1. Provide materials and comply with installation requirements specified in other
Specification Sections or matching existing substrates and finishes. Restore patched areas
and extend restoration into adjoining areas with durable seams that are as invisible as
possible. Comply with the Contract Document requirements for cutting and patching in
Section 017300 "Execution."

B.  Protect construction exposed by or for quality-control service activities.
C. Repair and protection are Contractor's responsibility, regardless of the assignment of
responsibility for quality-control services.

END OF SECTION 014000
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SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS

PART 1 - GENERAL

11

A

B.

1.2

A

B.

SUMMARY

Section includes requirements for temporary utilities, support facilities, and security and
protection facilities.

Related Requirements:

1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions.

USE CHARGES

Water Service: Owner will pay water-service use charges for water used by all entities for
construction operations.

Water and Sewer Service from Existing System: Water from Owner's existing water system is
available for use without metering and without payment of use charges. Provide connections and
extensions of services as required for construction operations.

PART 2 - PRODUCTS

2.1

A

EQUIPMENT

Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by locations
and classes of fire exposures.

PART 3 - EXECUTION

3.1

A

B.

TEMPORARY UTILITY INSTALLATION

Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of
construction personnel. Comply with requirements of authorities having jurisdiction for type,
number, location, operation, and maintenance of fixtures and facilities.

Electric Power Service: Provide electric power service and distribution system of sufficient size,
capacity, and power characteristics required for construction operations.

1. Install electric power service overhead and underground unless otherwise indicated.

TEMPORARY FACILITIES AND CONTROLS 015000 - 1
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3.2

3.3

SUPPORT FACILITIES INSTALLATION
Parking: Use designated areas of Owner's existing parking areas for construction personnel.

Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste
from construction operations. Comply with requirements of authorities having jurisdiction.

Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.

1. Truck cranes and similar devices used for hoisting materials are considered "tools and
equipment” and not temporary facilities.

Existing Stair Usage: Use of Owner's existing stairs will be permitted, provided stairs are cleaned
and maintained in a condition acceptable to Owner. At Substantial Completion, restore stairs to
condition existing before initial use.

1. Provide protective coverings, barriers, devices, signs, or other procedures to protect stairs
and to maintain means of egress. If stairs become damaged, restore damaged areas so no
evidence remains of correction work.

SECURITY AND PROTECTION FACILITIES INSTALLATION

Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and
other improvements at Project site and on adjacent properties, except those indicated to be
removed or altered. Repair damage to existing facilities.

END OF SECTION 015000
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SECTION 016000 - PRODUCT REQUIREMENTS

PART 1 - GENERAL

11

1.2

13

A

SUMMARY

Section includes administrative and procedural requirements for selection of products for use in
Project; product delivery, storage, and handling; manufacturers' standard warranties on products;
special warranties; and comparable products.

Related Requirements:

1. Section 012500 "Substitution Procedures™ for requests for substitutions.

DEFINITIONS

Products: Items obtained for incorporating into the Work, whether purchased for Project or taken
from previously purchased stock. The term "product” includes the terms "material,” "equipment,"
"system," and terms of similar intent.

1. Named Products: Items identified by manufacturer's product name, including make or
model number or other designation shown or listed in manufacturer's published product
literature that is current as of date of the Contract Documents.

2. New Products: Items that have not previously been incorporated into another project or
facility. Products salvaged or recycled from other projects are not considered new products.

3. Comparable Product: Product that is demonstrated and approved by Design Professional
through submittal process to have the indicated qualities related to type, function,
dimension, in-service performance, physical properties, appearance, and other
characteristics that equal or exceed those of specified product.

Basis-of-Design Product Specification: A specification in which a single manufacturer's product
is named and accompanied by the words "basis-of-design product,” including make or model
number or other designation. In addition to the basis-of-design product description, product
attributes and characteristics may be listed to establish the significant qualities related to type,
function, in-service performance and physical properties, weight, dimension, durability, visual
characteristics, and other special features and requirements for purposes of evaluating comparable
products of additional manufacturers named in the specification.

ACTION SUBMITTALS

Comparable Product Request Submittal: Submit request for consideration of each comparable
product. Identify basis-of-design product or fabrication or installation method to be replaced.
Include Specification Section number and title and Drawing numbers and titles.

PRODUCT REQUIREMENTS 016000 - 1
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14

15

B.

1. Include data to indicate compliance with the requirements specified in "Comparable
Products" Article.

2. Design Professional's Action: If necessary, Design Professional will request additional
information or documentation for evaluation within seven (7) days of receipt of a
comparable product request. Design Professional will notify Contractor of approval or
rejection of proposed comparable product request within seven (7) days of receipt of
request, or seven (7) days of receipt of additional information or documentation, whichever
is later.

a. Form of Design Professional's Approval of Submittal: As specified in
Section 013300 "Submittal Procedures.”

b. Use product specified if Design Professional does not issue a decision on use of a
comparable product request within time allocated.

Basis-of-Design Product Specification Submittal: Comply with requirements in Section 013300
"Submittal Procedures.” Show compliance with requirements.

QUALITY ASSURANCE

Compatibility of Options: If Contractor is given option of selecting between two or more products
for use on Project, select product compatible with products previously selected, even if previously
selected products were also options.

PRODUCT DELIVERY, STORAGE, AND HANDLING

Deliver, store, and handle products using means and methods that will prevent damage,
deterioration, and loss, including theft and vandalism. Comply with manufacturer's written
instructions.

Delivery and Handling:

1. Schedule delivery to minimize long-term storage at Project site and to prevent
overcrowding of construction spaces.

2. Coordinate delivery with installation time to ensure minimum holding time for items that
are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other
losses.

3. Deliver products to Project site in an undamaged condition in manufacturer's original
sealed container or other packaging system, complete with labels and instructions for
handling, storing, unpacking, protecting, and installing.

4. Inspect products on delivery to determine compliance with the Contract Documents and to
determine that products are undamaged and properly protected.

Storage:

1. Store products to allow for inspection and measurement of quantity or counting of units.

2. Store materials in a manner that will not endanger Project structure.

3. Store products that are subject to damage by the elements, under cover in a weathertight
enclosure above ground, with ventilation adequate to prevent condensation.

PRODUCT REQUIREMENTS 016000 - 2
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1.6

A

B.

4. Protect foam plastic from exposure to sunlight, except to extent necessary for period of
installation and concealment.

5. Comply with product manufacturer's written instructions for temperature, humidity,
ventilation, and weather-protection requirements for storage.

6. Protect stored products from damage and liquids from freezing.

PRODUCT WARRANTIES

Warranties specified in other Sections shall be in addition to, and run concurrent with, other
warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on
product warranties do not relieve Contractor of obligations under requirements of the Contract
Documents.

1. Manufacturer's Warranty: Written warranty furnished by individual manufacturer for a
particular product and specifically endorsed by manufacturer to Owner.

2. Special Warranty: Written warranty required by the Contract Documents to provide
specific rights for Owner.

Special Warranties: Prepare a written document that contains appropriate terms and identification,
ready for execution.

1. Manufacturer's Standard Form: Modified to include Project-specific information and
properly executed.

2. Specified Form: When specified forms are included with the Specifications, prepare a
written document using indicated form properly executed.

3. See other Sections for specific content requirements and particular requirements for
submitting special warranties.

PART 2 - PRODUCTS

2.1

A

PRODUCT SELECTION PROCEDURES

General Product Requirements: Provide products that comply with the Contract Documents, are
undamaged and, unless otherwise indicated, are new at time of installation.

1. Provide products complete with accessories, trim, finish, fasteners, and other items needed
for a complete installation and indicated use and effect.

2. Standard Products: If available, and unless custom products or nonstandard options are
specified, provide standard products of types that have been produced and used
successfully in similar situations on other projects.

3. Owner reserves the right to limit selection to products with warranties meeting
requirements of the Contract Documents.

4. Where products are accompanied by the term "as selected," Design Professional will make
selection.

5. Descriptive, performance, and reference standard requirements in the Specifications
establish salient characteristics of products.

PRODUCT REQUIREMENTS 016000 - 3
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B. Product Selection Procedures:

1.

Sole Product: Where Specifications name a single manufacturer and product, provide the
named product that complies with requirements. Comparable products or substitutions for
Contractor's convenience will not be considered.

a. Sole product may be indicated by the phrase: "Subject to compliance with
requirements, provide the following: ..."

Sole Manufacturer/Source: Where Specifications hame a single manufacturer or source,
provide a product by the named manufacturer or source that complies with requirements.
Comparable products or substitutions for Contractor's convenience will not be considered.

a. Sole manufacturer/source may be indicated by the phrase: "Subject to compliance
with requirements, provide products by the following: ..."

Limited List of Products: Where Specifications include a list of names of both
manufacturers and products, provide one of the products listed that complies with
requirements. Comparable products or substitutions for Contractor's convenience will not
be considered.

a. Limited list of products may be indicated by the phrase: "Subject to compliance with
requirements, provide one of the following: ..."

Non-Limited List of Products: Where Specifications include a list of names of both
available manufacturers and products, provide one of the products listed, or an unnamed
product, which complies with requirements.

a. Non-limited list of products is indicated by the phrase: "Subject to compliance with
requirements, available products that may be incorporated in the Work include, but
are not limited to, the following: ..."

Limited List of Manufacturers: Where Specifications include a list of manufacturers'
names, provide a product by one of the manufacturers listed that complies with
requirements. Comparable products or substitutions for Contractor's convenience will not
be considered

a. Limited list of manufacturers is indicated by the phrase: "Subject to compliance with
requirements, provide products by one of the following: ..."

Non-Limited List of Manufacturers: Where Specifications include a list of available
manufacturers, provide a product by one of the manufacturers listed, or a product by an
unnamed manufacturer, which complies with requirements.

a. Non-limited list of manufacturers is indicated by the phrase: "Subject to compliance
with requirements, available manufacturers whose products may be incorporated in
the Work include, but are not limited to, the following: ..."

Basis-of-Design Product: Where Specifications name a product, or refer to a product
indicated on Drawings, and include a list of manufacturers, provide the specified or

PRODUCT REQUIREMENTS 016000 - 4
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2.2

indicated product or a comparable product by one of the other named manufacturers.
Drawings and Specifications indicate sizes, profiles, dimensions, and other characteristics
that are based on the product named. Comply with requirements in "Comparable Products"
Acrticle for consideration of an unnamed product by one of the other named manufacturers.

a. For approval of products by unnamed manufacturers, comply with requirements in
Section 012500 "Substitution Procedures™ for substitutions for convenience.

Visual Matching Specification: Where Specifications require "match Design Professional's
sample,” provide a product that complies with requirements and matches Design Professional's
sample. Design Professional's decision will be final on whether a proposed product matches.

1. If no product available within specified category matches and complies with other specified
requirements, comply with requirements in Section 012500 "Substitution Procedures" for
proposal of product.

Visual Selection Specification: Where Specifications include the phrase "as selected by Design
Professional from manufacturer's full range" or similar phrase, select a product that complies with
requirements. Design Professional will select color, gloss, pattern, density, or texture from
manufacturer's product line that includes both standard and premium items.

COMPARABLE PRODUCTS

Conditions for Consideration of Comparable Products: Design Professional will consider
Contractor's request for comparable product when the following conditions are satisfied. If the
following conditions are not satisfied, Design Professional may return requests without action,
except to record noncompliance with these requirements:

1. Evidence that proposed product does not require revisions to the Contract Documents, is

consistent with the Contract Documents, will produce the indicated results, and is

compatible with other portions of the Work. Detailed comparison of significant qualities

of proposed product with those named in the Specifications. Significant product qualities

include attributes such as type, function, in-service performance and physical properties,

weight, dimension, durability, visual characteristics, and other specific features and

requirements.

Evidence that proposed product provides specified warranty.

3. List of similar installations for completed projects with project names and addresses and
names and addresses of Design Professionals and owners, if requested.

4. Samples, if requested.

N

END OF SECTION 016000
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SECTION 017300 - EXECUTION

PART 1 - GENERAL

11 SUMMARY

A.  Section includes general administrative and procedural requirements governing execution of the
Work including, but not limited to, the following:

arwbdE

Installation of the Work.

Cutting and patching.

Progress cleaning.

Starting and adjusting.

Protection of installed construction.

B.  Related Requirements:

=

Section 011000 "Summary" for limits on use of Project site.

Section 017700 "Closeout Procedures™ for submitting final property survey with Project
Record Documents, recording of Owner-accepted deviations from indicated lines and
levels, replacing defective work, and final cleaning.

1.2 QUALITY ASSURANCE

A.  Cutting and Patching: Comply with requirements for and limitations on cutting and patching of
construction elements.

1.

EXECUTION

Structural Elements: When cutting and patching structural elements, notify Design
Professional of locations and details of cutting and await directions from Design
Professional before proceeding. Shore, brace, and support structural elements during
cutting and patching. Do not cut and patch structural elements in a manner that could
change their load-carrying capacity or increase deflection.

Operational Elements: Do not cut and patch operating elements and related components in
a manner that results in reducing their capacity to perform as intended or that results in
increased maintenance or decreased operational life or safety.

Other Construction Elements: Do not cut and patch other construction elements or
components in a manner that could change their load-carrying capacity, that results in
reducing their capacity to perform as intended, or that results in increased maintenance or
decreased operational life or safety. Other construction elements include but are not limited
to the following:

Water, moisture, or vapor barriers.

Membranes and flashings.

Equipment supports.

Piping, ductwork, vessels, and equipment.

Noise- and vibration-control elements and systems.

®PoooTe
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B.

4. Visual Elements: Do not cut and patch construction in a manner that results in visual
evidence of cutting and patching. Do not cut and patch exposed construction in a manner
that would, in Design Professional's opinion, reduce the building's aesthetic qualities.
Remove and replace construction that has been cut and patched in a visually unsatisfactory
manner.

Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written
recommendations and instructions for installation of products and equipment.

PART 2 - PRODUCTS

21

A

B.

MATERIALS
General: Comply with requirements specified in other Sections.

In-Place Materials: Use materials for patching identical to in-place materials. For exposed
surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent possible.

1. If identical materials are unavailable or cannot be used, use materials that, when installed,
will provide a match acceptable to Design Professional for the visual and functional
performance of in-place materials.

PART 3 - EXECUTION

3.1

A

B.

EXAMINATION

Examination and Acceptance of Conditions: Before proceeding with each component of the
Work, examine substrates, areas, and conditions, with Installer or Applicator present where
indicated, for compliance with requirements for installation tolerances and other conditions
affecting performance. Record observations.

1. Examine roughing-in for mechanical and electrical systems to verify actual locations of
connections before equipment and fixture installation.

2. Examine walls, floors, and roofs for suitable conditions where products and systems are to
be installed.

3. Verify compatibility with and suitability of substrates, including compatibility with
existing finishes or primers.

Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding
with the Work indicates acceptance of surfaces and conditions.

EXECUTION 017300 - 2
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3.2

A

3.3

PREPARATION

Field Measurements: Take field measurements as required to fit the Work properly. Recheck
measurements before installing each product. Where portions of the Work are indicated to fit to
other construction, verify dimensions of other construction by field measurements before
fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the
Work.

Space Requirements: Verify space requirements and dimensions of items shown
diagrammatically on Drawings.

Review of Contract Documents and Field Conditions: Immediately on discovery of the need for
clarification of the Contract Documents caused by differing field conditions outside the control
of Contractor, submit a request for information to Design Professional according to requirements
in Section 013100 "Project Management and Coordination."

INSTALLATION

General: Locate the Work and components of the Work accurately, in correct alignment and
elevation, as indicated.

1. Make vertical work plumb and make horizontal work level.

2. Where space is limited, install components to maximize space available for maintenance
and ease of removal for replacement.

3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.

4. Maintain minimum headroom clearance of in occupied spaces and in unoccupied spaces,
or as required by authorities having jurisdiction.

Comply with manufacturer's written instructions and recommendations for installing products in
applications indicated.

Install products at the time and under conditions that will ensure the best possible results. Maintain
conditions required for product performance until Substantial Completion.

Conduct construction operations so no part of the Work is subjected to damaging operations or
loading in excess of that expected during normal conditions of occupancy.

Sequence the Work and allow adequate clearances to accommodate movement of construction
items on site and placement in permanent locations.

Tools and Equipment: Where possible, select tools or equipment that minimize production of
excessive noise levels.

Templates: Obtain and distribute to the parties involved templates for work specified to be factory
prepared and field installed. Check Shop Drawings of other portions of the Work to confirm that
adequate provisions are made for locating and installing products to comply with indicated
requirements.
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3.4

H.

Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size
and number to securely anchor each component in place, accurately located and aligned with
other portions of the Work. Where size and type of attachments are not indicated, verify size and
type required for load conditions.

1. Mounting Heights: Where mounting heights are not indicated, mount components at
heights directed by Design Professional.

2. Allow for building movement, including thermal expansion and contraction.

3. Coordinate installation of anchorages. Furnish setting drawings, templates, and directions
for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with
integral anchors, that are to be embedded in concrete or masonry. Deliver such items to
Project site in time for installation.

Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated,
arrange joints for the best visual effect. Fit exposed connections together to form hairline joints.

Remove and replace damaged, defective, or non-conforming Work.

CUTTING AND PATCHING

Cutting and Patching, General: Employ skilled workers to perform cutting and patching. Proceed
with cutting and patching at the earliest feasible time, and complete without delay.

1. Cut in-place construction to provide for installation of other components or performance
of other construction, and subsequently patch as required to restore surfaces to their
original condition.

Protection: Protect in-place construction during cutting and patching to prevent damage. Provide
protection from adverse weather conditions for portions of Project that might be exposed during
cutting and patching operations.

Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar
operations, including excavation, using methods least likely to damage elements retained or
adjoining construction. If possible, review proposed procedures with original Installer; comply
with original Installer's written recommendations.

1. In general, use hand or small power tools designed for sawing and grinding, not hammering
and chopping. Cut holes and slots neatly to minimum size required, and with minimum
disturbance of adjacent surfaces. Temporarily cover openings when not in use.

2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.

Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations
following performance of other work. Patch with durable seams that are as invisible as
practicable. Provide materials and comply with installation requirements specified in other
Sections, where applicable.

1. Inspection: Where feasible, test and inspect patched areas after completion to demonstrate
physical integrity of installation.
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3.5

2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration
into retained adjoining construction in a manner that will minimize evidence of patching
and refinishing.

a. Clean piping, conduit, and similar features before applying paint or other finishing
materials.
b. Restore damaged pipe covering to its original condition.

3. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane
surface of uniform appearance.

4. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a
weathertight condition and ensures thermal and moisture integrity of building enclosure.

Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint,
mortar, oils, putty, and similar materials from adjacent finished surfaces.

PROGRESS CLEANING

General: Clean Project site and work areas daily, including common areas. Enforce requirements
strictly. Dispose of materials lawfully.

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and
debris.

2. Do not hold waste materials more than seven days during normal weather or three days if
the temperature is expected to rise above 80 deg F.

3. Containerize hazardous and unsanitary waste materials separately from other waste. Mark
containers appropriately and dispose of legally, according to regulations.

a. Use containers intended for holding waste materials of type to be stored.

4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors
are working concurrently.

Site: Maintain Project site free of waste materials and debris.

Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for proper
execution of the Work.

1. Remove liquid spills promptly.
2. Where dust would impair proper execution of the Work, broom-clean or vacuum the entire
work area, as appropriate.

Installed Work: Keep installed work clean. Clean installed surfaces according to written
instructions of manufacturer or fabricator of product installed, using only cleaning materials
specifically recommended. If specific cleaning materials are not recommended, use cleaning
materials that are not hazardous to health or property and that will not damage exposed surfaces.

Concealed Spaces: Remove debris from concealed spaces before enclosing the space.
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F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure
freedom from damage and deterioration at time of Substantial Completion.

G.  Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials down
sewers or into waterways. Comply with waste disposal requirements in Section 015000
"Temporary Facilities and Controls”

H.  During handling and installation, clean and protect construction in progress and adjoining
materials already in place. Apply protective covering where required to ensure protection from
damage or deterioration at Substantial Completion.

l. Clean and provide maintenance on completed construction as frequently as necessary through the
remainder of the construction period. Adjust and lubricate operable components to ensure
operability without damaging effects.

J. Limiting Exposures: Supervise construction operations to ensure that no part of the construction,
completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious
exposure during the construction period.

3.6 STARTING AND ADJUSTING

A.  Adjust equipment for proper operation. Adjust operating components for proper operation
without binding.

B.  Test each piece of equipment to verify proper operation. Test and adjust controls and safeties.
Replace damaged and malfunctioning controls and equipment.

C.  Manufacturer's Field Service: Comply with qualification requirements in Section 014000
"Quality Requirements."
3.7 PROTECTION OF INSTALLED CONSTRUCTION

A.  Provide final protection and maintain conditions that ensure installed Work is without damage or
deterioration at time of Substantial Completion.

B.  Protection of Existing ltems: Provide protection and ensure that existing items to remain
undisturbed by construction are maintained in condition that existed at commencement of the
Work.

C.  Comply with manufacturer's written instructions for temperature and relative humidity.

END OF SECTION 017300
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SECTION 017419 - CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL

PART 1 - GENERAL

11

A

1.2

A

D.

SUMMARY

Section includes administrative and procedural requirements for the following:

1. Disposing of nonhazardous waste.

DEFINITIONS

Construction Waste: Building and site improvement materials and other solid waste resulting
from construction, remodeling, renovation, or repair operations. Construction waste includes

packaging.

Demolition Waste: Building and site improvement materials resulting from demolition or
selective demolition operations.

Disposal: Removal off-site of demolition and construction waste and subsequent sale, recycling,
reuse, or deposit in landfill or incinerator acceptable to authorities having jurisdiction.

Recycle: Recovery of demolition or construction waste for subsequent processing in preparation
for reuse.

Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another
facility.

Salvage and Reuse: Recovery of demolition or construction waste and subsequent incorporation
into the Work.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A

B.

PLAN IMPLEMENTATION

General: Implement approved waste management plan. Provide handling, containers, storage,
signage, transportation, and other items as required to implement waste management plan during
the entire duration of the Contract.

Waste Management Coordinator: Engage a waste management coordinator to be responsible for
implementing, monitoring, and reporting status of waste management work plan.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 017419-1
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C.

3.2

Training: Train workers, subcontractors, and suppliers on proper waste management procedures,
as appropriate for the Work occurring at Project site.

Site Access and Temporary Controls: Conduct waste management operations to ensure minimum
interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities.

1. Comply with Section 015000 "Temporary Facilities and Controls" for controlling dust and
dirt, environmental protection, and noise control.

DISPOSAL OF WASTE

General: Except for items or materials to be salvaged, recycled, or otherwise reused, remove

waste materials from Project site and legally dispose of them in a landfill or incinerator acceptable

to authorities having jurisdiction.

1. Except as otherwise specified, do not allow waste materials that are to be disposed of
accumulate on-site.

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces
and areas.

Burning: Do not burn waste materials.

Disposal: Remove waste materials from Owner's property and legally dispose of them.

END OF SECTION 017419
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SECTION 017700 - CLOSEOUT PROCEDURES

PART 1 - GENERAL

11

A

1.2

SUMMARY

Drawings and general provisions of the Contract, including Fixed Price Construction Contract
and other Division 01 Specification Sections, apply to this Section.

Section includes administrative and procedural requirements for contract closeout, including, but
not limited to, the following:

Substantial Completion procedures.
Final completion procedures.
Warranties.

Final cleaning.

Repair of the Work.

agrwbdE

Related Requirements:

1. Section 017823 "Operation and Maintenance Data" for additional operation and
maintenance manual requirements.

2. Section 017839 "Project Record Documents™ for submitting Record Drawings, Record
Specifications, and Record Product Data.

ACTION SUBMITTALS

Product Data: For each type of cleaning agent.

Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.

Certified List of Incomplete Items: Final submittal at final completion.

CLOSEOUT SUBMITTALS
Certificates of Release: From authorities having jurisdiction.
Idaho Division of Public Works Close-Out requirements, including “Conditions Precedent to

Final Payment” list. The “Project Finalization” form is required unless specifications indicate
otherwise.

CLOSEOUT PROCEDURES 017700 -1
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A

15

SUBSTANTIAL COMPLETION PROCEDURES

Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and
corrected (Contractor's punch list), indicating the value of each item on the list and reasons why
the Work is incomplete.

Submittals Prior to Substantial Completion: Complete the following a minimum of seven (7) days
prior to requesting inspection for determining date of Substantial Completion. List items below
that are incomplete at time of request.

1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction
permitting Owner unrestricted use of the Work and access to services and utilities. Include
occupancy permits, operating certificates, and similar releases.

2. Submit closeout submittals specified in other Division 01 Sections, including as-built
documents which indicate any field revisions made to the construction documents,
operation and maintenance manuals, damage or settlement surveys, property surveys, and
similar final record information.

3. Submit closeout submittals specified in individual Sections, including specific warranties,
workmanship bonds, maintenance service agreements, final certifications, and similar
documents. (Verify if hard and/or electronic copies are required from the Agency.)

4. Submit O&M Manuals for compliance with the contract documents.

Procedures Prior to Substantial Completion: Complete the following a minimum of seven (7)
days prior to requesting inspection for determining date of Substantial Completion. List items
below that are incomplete at time of request.

1. Complete final cleaning requirements.
2. Touch up paint and otherwise repair and restore marred exposed finishes to eliminate visual
defects.

Inspection: Submit a written request for inspection to determine Substantial Completion a
minimum of ten (10) days prior to date the Work will be completed and ready for final inspection
and tests. On receipt of request, Design Professional will either proceed with inspection or notify
Contractor of unfulfilled requirements. Design Professional will prepare the Certificate of
Substantial Completion after inspection or will notify Contractor of items, either on Contractor's
list or additional items identified by Design Professional, that must be completed or corrected
before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.
2. Results of completed inspection will form the basis of requirements for final completion.

FINAL COMPLETION PROCEDURES

Submittals Prior to Final Completion: Before requesting final inspection for determining final
completion, complete the following:

1. Submit final Application for Payment according to Section 012900 "Payment Procedures”
via the OMS.

CLOSEOUT PROCEDURES 017700 - 2
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1.6

1.7

2. Certified List of Incomplete Items: Submit certified copy of Design Professional's
Substantial Completion inspection list of items to be completed or corrected (punch list),
endorsed and dated by Design Professional. Certified copy of the list shall state that each
item has been completed or otherwise resolved for acceptance.

3. Idaho Division of Public Works Close-Out requirements.

Inspection: Submit a written request for final inspection to determine acceptance a minimum of
10 days prior to date the work will be completed and ready for final inspection and tests. On
receipt of request, Design Professional will either proceed with inspection or notify Contractor of
unfulfilled requirements. Design Professional will approve/initial punch list after inspection or
will notify Contractor of construction that must be completed or corrected before final documents
will be signed. .

LIST OF INCOMPLETE ITEMS (PUNCH LIST)
Organization of List: Include name and identification of each space and area affected by
construction operations for incomplete items and items needing correction including, if necessary,

areas disturbed by Contractor that are outside the limits of construction.

1. Organize list of spaces in sequential order
2. Submit list of incomplete items in the following format:

a. Design Professional will return annotated file.

b. PDF electronic file. Design Professional will return annotated file.
SUBMITTAL OF PROJECT WARRANTIES
Time of Submittal: Submit written warranties on request of Design Professional for designated
portions of the Work where warranties are indicated to commence on dates other than date of
Substantial Completion, or when delay in submittal of warranties might limit Owner's rights under

warranty.

Organize warranty documents into an orderly sequence based on the table of contents of Project
Manual.

Warranty Electronic File: Provide warranties and bonds in PDF format. Assemble complete
warranty and bond submittal package into a single electronic PDF file with bookmarks enabling
navigation to each item. Provide bookmarked table of contents at beginning of document.

1. Submit by uploading to web-based project software site] [by email to Design Professional.

Provide additional copies of each warranty to include in operation and maintenance manuals.
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PART 2 - PRODUCTS

2.1 MATERIALS

A.  Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator
of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health
or property or that might damage finished surfaces.

PART 3 - EXECUTION

3.1 FINAL CLEANING

A.  General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply with
local laws and ordinances and Federal and local environmental and antipollution regulations.

B.  Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each
surface or unit to condition expected in an average commercial building cleaning and maintenance
program. Comply with manufacturer's written instructions.

1. Complete the following cleaning operations before requesting inspection for certification
of Substantial Completion for entire Project or for a designated portion of Project:

a.

Clean Project site, yard, and grounds, in areas disturbed by construction activities,
including landscape development areas, of rubbish, waste material, litter, and other
foreign substances.

Sweep paved areas broom clean. Remove petrochemical spills, stains, and other
foreign deposits.

Rake grounds that are neither planted nor paved to a smooth, even-textured surface.
Remove tools, construction equipment, machinery, and surplus material from
Project site.

Remove snow and ice to provide safe access to building.

Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition,
free of stains, films, and similar foreign substances. Avoid disturbing natural
weathering of exterior surfaces. Restore reflective surfaces to their original
condition.

Remove debris and surface dust from limited access spaces, including roofs,
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces.
Sweep concrete floors broom clean in unoccupied spaces.

Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean
according to manufacturer's recommendations if visible soil or stains remain.
Clean transparent materials, including mirrors and glass in doors and windows.
Remove glazing compounds and other noticeable, vision-obscuring materials.
Polish mirrors and glass, taking care not to scratch surfaces.

Remove labels that are not permanent.

Wipe surfaces of mechanical and electrical equipment and similar equipment.
Remove excess lubrication, paint and mortar droppings, and other foreign
substances
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3.2

m.  Clean plumbing fixtures to a sanitary condition, free of stains, including stains
resulting from water exposure.

n. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces
of diffusers, registers, and grills.

0. Clean ducts, blowers, and coils if units were operated without filters during
construction or that display contamination with particulate matter on inspection.

1)  Clean HVAC system in compliance with NADCA Standard 1992-01. Provide
written report on completion of cleaning.
p. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency.
g. Leave Project clean and ready for occupancy.

Construction Waste Disposal: Comply with waste disposal requirements in Section 017419
"Construction Waste Management."

REPAIR OF THE WORK

Complete repair and restoration operations, as well as any damage to surrounding areas. Repair
includes replacing defective parts, refinishing damaged surfaces, touching up with matching
materials, and properly adjusting operating equipment. Where damaged or worn items cannot be
repaired or restored, provide replacements. Remove and replace operating components that
cannot be repaired. Restore damaged construction and permanent facilities used during
construction to specified condition before requesting inspection for determination of Substantial

Completion.

1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other
damaged transparent materials.

2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces.

Replace finishes and surfaces that that already show evidence of repair or restoration.

a. Do not paint over "UL" and other required labels and identification, including
mechanical and electrical nameplates. Remove paint applied to required labels and
identification.

3. Replace parts subject to operating conditions during construction that may impede
operation or reduce longevity.
4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and

noisy starters in fluorescent and mercury vapor fixtures to comply with requirements for
new fixtures.

Repair, or remove and replace, defective construction.

END OF SECTION 017700
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SECTION 017823 - OPERATION AND MAINTENANCE DATA

PART 1 - GENERAL

11

1.2

13

A

SUMMARY

Section includes administrative and procedural requirements for preparing operation and
maintenance manuals, including the following:

1. Operation and maintenance documentation directory manuals.
2. Product maintenance manuals.

CLOSEOUT SUBMITTALS

Submit operation and maintenance manuals indicated. Provide content for each manual as
specified in individual Specification Sections, and as reviewed and approved at the time of
Section submittals. Submit reviewed manual content formatted and organized as required by this
Section.

1. Design Professional will comment on whether content of operation and maintenance
submittals is acceptable.

2. Where applicable, clarify and update reviewed manual content to correspond to revisions
and field conditions.

Format: Submit operation and maintenance manuals in the following format:

1. Submit by uploading to web-based project software site. Enable reviewer comments on
draft submittals.

Final Manual Submittal: Submit each manual in final form prior to requesting inspection for
Substantial Completion and at least 7 (seven) days before commencing demonstration and
training. Design Professional will return copy with comments.

1. Correct or revise each manual to comply with Design Professional's comments. Submit
copies of each corrected manual within 15 days of receipt of Design Professional's
comments and prior to commencing demonstration and training.

Comply with Section 017700 "Closeout Procedures” for schedule for submitting operation and

maintenance documentation.

FORMAT OF OPERATION AND MAINTENANCE MANUALS

Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic
PDF file for each manual type required.

OPERATION AND MAINTENANCE DATA 017823 -1
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1. Electronic Files: Use electronic files prepared by manufacturer where available. Where
scanning of paper documents is required, configure scanned file for minimum readable file
size.

2. File Names and Bookmarks: Bookmark individual documents based on file names. Name
document files to correspond to system, subsystem, and equipment names used in manual
directory and table of contents. Group documents for each system and subsystem into
individual composite bookmarked files, then create composite manual, so that resulting
bookmarks reflect the system, subsystem, and equipment names in a readily navigated file
tree. Configure electronic manual to display bookmark panel on opening file.

REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS

Organization of Manuals: Unless otherwise indicated, organize each manual into a separate
section for each system and subsystem, and a separate section for each piece of equipment not
part of a system. Each manual shall contain the following materials, in the order listed:

1. Title page.
2. Table of contents.
3. Manual contents.

Title Page: Include the following information:

Subject matter included in manual.

Name and address of Project.

Name and address of Owner.

Date of submittal.

Name and contact information for Contractor.

Name and contact information for Construction Manager.

Name and contact information for Design Professional.

Name and contact information for Commissioning Authority.

Names and contact information for major consultants to the Design Professional that
designed the systems contained in the manuals.

10.  Cross-reference to related systems in other operation and maintenance manuals.

©CoNok~whE

Table of Contents: List each product included in manual, identified by product name, indexed to
the content of the volume, and cross-referenced to Specification Section number in Project
Manual.

Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by
system, subsystem, and equipment. If possible, assemble instructions for subsystems, equipment,
and components of one system into a single binder.

Identification: In the documentation directory and in each operation and maintenance manual,
identify each system, subsystem, and piece of equipment with same designation used in the
Contract Documents. If no designation exists, assign a designation according to
ASHRAE Guideline 4, "Preparation of Operating and Maintenance Documentation for Building
Systems.”
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PRODUCT MAINTENANCE MANUALS

Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and
maintenance of each product, material, and finish incorporated into the Work.

Content: Organize manual into a separate section for each product, material, and finish. Include
source information, product information, maintenance procedures, repair materials and sources,
and warranties and bonds, as described below.

Product Information: Include the following, as applicable:

Product name and model number.

Manufacturer's name.

Color, pattern, and texture.

Material and chemical composition.

Reordering information for specially manufactured products.

agrwnE

Maintenance Procedures: Include manufacturer's written recommendations and the following:

Inspection procedures.

Types of cleaning agents to be used and methods of cleaning.

List of cleaning agents and methods of cleaning detrimental to product.
Schedule for routine cleaning and maintenance.

Repair instructions.

agrwdE

Repair Materials and Sources: Include lists of materials and local sources of materials and related
services.

Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and
conditions that would affect validity of warranties or bonds.

1. Include procedures to follow and required notifications for warranty claims.

END OF SECTION 017823
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SECTION 017839 — PROJECT AS-BUILT DOCUMENTS

PART 1 - GENERAL

11

A

12

SUMMARY

Section includes administrative and procedural requirements for as-built documents, including
the following:

1. As-Built Drawings.
2. As-Built Specifications.
3. As-Built Product Data.

Related Requirements:

1. Section 017300 "Execution™ for final property survey.
2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual
requirements.

CLOSEOUT SUBMITTALS

As-Built Drawings: Comply with the following:
1. Number of Copies: Submit copies of as-built Drawings as follows:

a. Initial Submittal:
1)  Upload PDF electronic files of scanned as-built prints and one of file prints
onto DPW’s Owners Web-based Management Software.
2)  Architect will indicate whether general scope of changes, additional
information recorded, and quality of drafting are acceptable.

b. Final Submittal:

1) Submit one paper-copy set of marked-up as-built prints.

2) Upload PDF electronic files of scanned as-built prints onto DPW’s Owners
Web-based Management Software.

3)  Architect will review for completeness.

As-Built Specifications: Submit annotated PDF electronic files of Project's Specifications,
including addenda and contract modifications.
As-Built Product Data: Submit annotated PDF electronic files and directories of each submittal.

1. Where As-Built Product Data are required as part of operation and maintenance manuals,
submit duplicate marked-up Product Data as a component of manual.

PROJECT AS-BUILT DOCUMENTS 017839 -1
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1.3

A

AS-BUILT DRAWINGS

As-Built Prints: Maintain one set of marked-up paper or electronic copies of the Contract
Drawings and Shop Drawings, incorporating new and revised drawings as modifications are
issued.

1.

Preparation: Mark as-built prints to show the actual installation where installation varies
from that shown originally. Require individual or entity who obtained as-built data,
whether individual or entity is Installer, subcontractor, or similar entity, to provide
information for preparation of corresponding marked-up as-built prints.

a. Give particular attention to information on concealed elements that would be
difficult to identify or measure and record later.

Accurately record information in an acceptable drawing technique.

Record data as soon as possible after obtaining it.

Record and check the markup before enclosing concealed installations.
Cross-reference as-built prints to corresponding photographic documentation.

o0 o

Content: Types of items requiring marking include, but are not limited to, the following:

Dimensional changes to Drawings.

Revisions to details shown on Drawings.

Depths of foundations.

Locations and depths of underground utilities.

Revisions to routing of piping and conduits.

Revisions to electrical circuitry.

Actual equipment locations.

Duct size and routing.

Locations of concealed internal utilities.

Changes made by Change Order or Construction Change Directive.
Changes made following Architect's written orders.

Details not on the original Contract Drawings.

Field records for variable and concealed conditions.

Record information on the Work that is shown only schematically.

S3—AToSQ@hoo0oTe

Mark the Contract Drawings and Shop Drawings completely and accurately. Use personnel
proficient at recording graphic information in production of marked-up as-built prints.
Mark as-built sets with colors to distinguish between changes for different categories of
the Work at same location.

Mark important additional information that was either shown schematically or omitted
from original Drawings.

Note Construction Change Directive numbers, alternate numbers, Change Order numbers,
and similar identification, where applicable.

Format: ldentify and date each record Drawing; include the designation "AS-BUILT
DRAWING" in a prominent location.

1.

2.

As-built Prints: Organize as-built prints into manageable sets. If required, bind each set
with durable paper cover sheets. Include identification on cover sheets.
Format: Annotated PDF electronic file with comment function enabled.

PROJECT AS-BUILT DOCUMENTS 017839 -2
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3. As-Build Digital Data Files: Organize digital data information into separate electronic files
that correspond to each sheet of the Contract Drawings. Name each file with the sheet
identification. Include identification in each digital data file.

4, Identification: As follows:
a. Project name.
b. Date.
C. Designation "AS-BUILT DRAWINGS."
d. Name of Architect.
e. Name of Contractor.

AS-BUILT SPECIFICATIONS

Preparation: Mark Specifications to indicate the actual product installation where installation
varies from that indicated in Specifications, addenda, and contract modifications.

1. Give particular attention to information on concealed products and installations that cannot
be readily identified and recorded later.

2. Mark copy with the proprietary name and model number of products, materials, and
equipment furnished, including substitutions and product options selected.

3. Record the name of manufacturer, supplier, Installer, and other information necessary to
provide a record of selections made.

4, For each principal product, indicate whether record Product Data has been submitted in
operation and maintenance manuals instead of submitted as As-Built Product Data.

5. Note related Change Orders, as-built Product Data, and as-built Drawings where
applicable.

Format: Submit as-built Specifications as copy scanned PDF electronic file(s) of marked-up paper
copy of Specifications.

AS-BUILT PRODUCT DATA

Recording: Maintain one copy of each submittal during the construction period for project as-
built document purposes. Post changes and revisions to project as-built documents as they occur;
do not wait until end of Project.

Preparation: Mark Product Data to indicate the actual product installation where installation
varies substantially from that indicated in Product Data submittal.

1. Give particular attention to information on concealed products and installations that cannot
be readily identified and recorded later.

2. Include significant changes in the product delivered to Project site and changes in
manufacturer's written instructions for installation.

3. Note related Change Orders, record Specifications, and As-built Drawings where
applicable.

Format: Submit As-built Product Data as scanned PDF electronic file(s) of marked-up paper copy
of Product Data.
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1. Include as-built Product Data directory organized by Specification Section number and
title, electronically linked to each item of as-built Product Data.

1.6 MAINTENANCE OF AS-BUILT DOCUMENTS

A.  Maintenance of As-Built Documents: Store as-built documents in the field office apart from the
Contract Documents used for construction. Do not use project as-built documents for construction
purposes. Maintain as-built documents in good order and in a clean, dry, legible condition,
protected from deterioration and loss. Provide access to project as-built documents for Architect's
reference during normal working hours.

PART 2 - PRODUCTS

PART 3 - EXECUTION

END OF SECTION 017839
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SECTION 061000 - ROUGH CARPENTRY

PART 1- GENERAL

11

A

1.2

13

14

SUMMARY

Section Includes:

1. Wood products.

2. Wood-preservative-treated lumber.
3. Miscellaneous lumber.
DEFINITIONS

Boards or Strips: Lumber of less than 2 inches nominal size in least dimension.

Dimension Lumber: Lumber of 2 inches nominal size or greater but less than 5 inches nominal
size in least dimension.

Exposed Framing: Framing not concealed by other construction.
Lumber grading agencies, and abbreviations used to reference them, include the following:

NeLMA: Northeastern Lumber Manufacturers' Association.
NLGA: National Lumber Grades Authority.

SPIB: The Southern Pine Inspection Bureau.

WCLIB: West Coast Lumber Inspection Bureau.

WWPA: Western Wood Products Association.

agrwdE

ACTION SUBMITTALS

Product Data: For each type of process and factory-fabricated product. Indicate component
materials and dimensions and include construction and application details.

1. Include data for wood-preservative treatment from chemical treatment manufacturer and
certification by treating plant that treated materials comply with requirements. Indicate
type of preservative used and net amount of preservative retained.

2. For products receiving a waterborne treatment, include statement that moisture content of
treated materials was reduced to levels specified before shipment to Project site.

INFORMATIONAL SUBMITTALS

Material Certificates:

1. For dimension lumber specified to comply with minimum allowable unit stresses.
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Indicate species and grade selected for each use and design values approved by the ALSC
Board of Review.

2. For preservative-treated wood products. Indicate type of preservative used and net
amount of preservative retained.

DELIVERY, STORAGE, AND HANDLING

Stack wood products flat with spacers beneath and between each bundle to provide air
circulation. Protect wood products from weather by covering with waterproof sheeting, securely
anchored. Provide for air circulation around stacks and under coverings.

PART 2 - PRODUCTS

2.1

2.2

A

B.

A

WOOD PRODUCTS

Lumber: Comply with DOC PS 20 and applicable rules of grading agencies indicated. If no
grading agency is indicated, comply with the applicable rules of any rules-writing agency
certified by the ALSC Board of Review. Grade lumber by an agency certified by the ALSC
Board of Review to inspect and grade lumber under the rules indicated.

1. Factory mark each piece of lumber with grade stamp of grading agency.

2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for
moisture content specified. Where actual sizes are indicated, they are minimum dressed
sizes for dry wood products.

3. Dress lumber, S4S, unless otherwise indicated.

Maximum Moisture Content:

1. Boards: 19 percent.

2. Dimension Lumber: 19 percent unless otherwise indicated.

WOOD-PRESERVATIVE-TREATED LUMBER

Preservative Treatment by Pressure Process: AWPA U1, Use categories as follows:

1. UC3A (Commodity Specification A): Coated sawn products in exterior construction not
in contact with ground but exposed to all weather cycles including intermittent wetting.
Include all rough carpentry.

a. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and
similar members in connection with roofing, flashing, vapor barriers, and
waterproofing.

2. UC3A (All Other Commodity Specifications): Coated products excluding sawn products

in exterior construction not in contact with ground, exposed to all weather cycles but
protected from liquid water. Include the following items:
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2.3

a. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and
similar members in connection with roofing, flashing, vapor barriers, and
waterproofing.

3. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no
arsenic or chromium.
4. After treatment, redry dimension lumber to 19 percent maximum moisture content.

Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use
material that is warped or that does not comply with requirements for untreated material.

Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board
of Review.

Application: Treat items indicated on Drawings, and the following:

1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar
members in connection with roofing, flashing, vapor barriers, and waterproofing.

MISCELLANEOUS LUMBER

Provide miscellaneous lumber indicated and lumber for support or attachment of other
construction, including the following:

1. Blocking.
2. Nailers.
3. Rooftop equipment bases and support curbs.

Dimension Lumber Items: Construction or No. 2 grade lumber of any of the following species:

Hem-fir (north); NLGA.

Mixed southern pine or southern pine; SPIB.
Spruce-pine-fir; NLGA.

Hem-fir; WCLIB or WWPA.

Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
Western woods; WCLIB or WWPA.

Northern species; NLGA.

Eastern softwoods; NeLMA.

N~ LNE

Concealed Boards: 19 percent maximum moisture content and any ofthe following species and
grades:

1. Mixed southern pine or southern pine; No. 2 grade; SPIB.

2. Hem-fir or hem-fir (north); Construction or No. 2 Common grade; NLGA, WCLIB, or
WWPA.

3. Spruce-pine-fir (south) or spruce-pine-fir; Construction or No. 2 Common grade;

NeLMA, NLGA, WCLIB, or WWPA.

Eastern softwoods; No. 2 Common grade; NeLMA.

Northern species; No. 2 Common grade; NLGA.

Western woods; Construction or No. 2 Common grade; WCLIB or WWPA.

o ok
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D. Roofing Nailers: Structural- or No. 2-grade lumber or better; kiln-dried Douglas fir, southern
pine, or wood having similar decay-resistant properties.

E. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber
of any species may be used provided that it is cut and selected to eliminate defects that will
interfere with its attachment and purpose.

F. For furring strips for installing plywood or hardboard paneling, select boards with no knots
capable of producing bent-over nails and damage to paneling.
2.4 FASTENERS
A.  General: Fasteners are to be of size and type indicated and comply with requirements specified
in this article for material and manufacture. Provide nails or screws, in sufficient length, to
penetrate not less than 1-1/2 inches into wood substrate.
B. Nails, Brads, and Staples: ASTM F1667.
C.  Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities
having jurisdiction, based on ICC-ES AC70.
2.5 MISCELLANEOUS MATERIALS
A.  Water-Repellent Preservative: NWWDA-tested and -accepted formulation containing 3-iodo-2-

propynyl butyl carbamate, combined with an insecticide containing chloropyrifos as its active
ingredient.

PART 3 - EXECUTION

3.1 INSTALLATION

A.  Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame
Construction," unless otherwise indicated.

B. Set work to required levels and lines, with members plumb, true to line, cut, and fitted. Fit
rough carpentry accurately to other construction. Locate nailers, blocking, and similar supports
to comply with requirements for attaching other construction.

C. Install metal framing anchors to comply with manufacturer's written instructions. Install
fasteners through each fastener hole.

D.  Provide blocking and framing as indicated and as required to support facing materials, fixtures,
specialty items, and trim.

E. Sort and select lumber so that natural characteristics do not interfere with installation or with

fastening other materials to lumber. Do not use materials with defects that interfere with
function of member or pieces that are too small to use with minimum number of joints or
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3.2

3.3

optimum joint arrangement.

Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated
lumber.

1. Use inorganic boron for items that are continuously protected from liquid water.
2. Use copper naphthenate for items not continuously protected from liquid water.

Where wood-preservative-treated lumber is installed adjacent to metal decking, install
continuous flexible flashing separator between wood and metal decking.

Securely attach rough carpentry work to substrate by anchoring and fastening as indicated,
complying with the following:

1. Table 2304.10.1, "Fastening Schedule," in ICC's International Building Code (IBC).

Securely attach roofing nailers to substrates by anchoring and fastening to withstand bending,
shear, or other stresses imparted by Project wind loads and fastener-resistance loads as designed
in accordance with ASCE/SEI 7.

Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully
penetrate members where opposite side will be exposed to view or will receive finish materials.
Make tight connections between members. Install fasteners without splitting wood. Drive nails
snug but do not countersink nail heads unless otherwise indicated.

INSTALLATION OF WOOD BLOCKING AND NAILERS

Install where indicated and where required for attaching other work. Form to shapes indicated
and cut as required for true line and level of attached work. Coordinate locations with other
work involved.

Attach wood roofing nailers securely to substrate to resist the designed outward and upward
wind loads indicated on Drawings and in accordance with ANSI/SPRI ED-1, Tables A6 and A7.
PROTECTION

Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite

protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment.
Apply borate solution by spraying to comply with EPA-registered label.

END OF SECTION 061000
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SECTION 070150.19 - PREPARATION FOR REROOFING

PART 1- GENERAL

11

A

1.2

13

SUMMARY
The Work of This Section Includes:

Full roof tear-off.

Base flashing removal.
Fastener pull-out testing.
Disposal.

PoObdE

Related Requirements:

1. Section 011000 "Summary" for use of premises and for phasing requirements.
2. Section 015000 "Temporary Facilities and Controls” for temporary construction and
environmental-protection measures for reroofing preparation.

DEFINITIONS

EPS: Molded (expanded) polystyrene.

Full Roof Tear-off: Removal of existing roofing system down to existing roof deck.
OSB: Oriented strand board.

Roofing Terminology: Definitions in ASTM D1079 and glossary of NRCA's "The NRCA
Roofing Manual: Membrane Roof Systems™ apply to work of this Section.

PREINSTALLATION MEETINGS

Preliminary Roofing Conference: Before starting removal Work, conduct conference at Project
site.

1. Meet with Owner, Architect, Owner's insurer if applicable, testing and inspecting agency
representative, roofing Installer, and installers whose work interfaces with or affects
roofing, including installers of roof accessories and roof-mounted equipment.

2. Review methods and procedures related to roofing tear-off, including, but not limited to,
the following:

a. Reroofing preparation, including roofing system manufacturer's written
instructions.

b. Temporary protection requirements for existing roofing system components that
are to remain.

C. Existing roof drains and roof drainage during each stage of reroofing, and roof-
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1.6

drain plugging and plug removal.

d. Construction schedule and availability of materials, Installer's personnel,
equipment, and facilities needed to avoid delays.

e. Condition and acceptance of existing roof deck and base flashing substrate for
reuse.

f. Base flashings, special roofing details, drainage, penetrations, equipment curbs,

and condition of other construction that affect reroofing.

HVAC shutdown and sealing of air intakes.

Governing regulations and requirements for insurance and certificates if

applicable.

i. Existing conditions that may require Architect notification before proceeding.

=@

INFORMATIONAL SUBMITTALS

Field Test Reports: Fastener pull-out test report.

Photographs or Video: Show existing conditions of adjoining construction and site
improvements, including exterior and interior finish surfaces, that might be misconstrued as

having been damaged by reroofing operations.

1. Submit before Work begins.

QUALITY ASSURANCE

Regulatory Requirements:

1. Comply with governing EPA notification regulations before beginning roofing removal.

2. Comply with hauling and disposal regulations of authorities having jurisdiction.

FIELD CONDITIONS

Existing Roofing System: SBS-modified bituminous Fluid-applied protected membrane roofing.

Owner will occupy portions of building immediately below reroofing area.

1. Conduct reroofing so Owner's operations are not disrupted.

2. Provide Owner with not less than 72 hours' written notice of activities that may affect
Owner's operations.

3. Coordinate work activities daily with Owner so Owner has adequate advance notice to
place protective dust and water-leakage covers over sensitive equipment and furnishings,
shut down HVAC and fire-alarm or -detection equipment if needed, and evacuate

occupants from below work area.

Protect building to be reroofed, adjacent buildings, walkways, site improvements, exterior
plantings, and landscaping from damage or soiling from reroofing operations.

Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.
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E.

F.

G.

Conditions existing at time of inspection for bidding will be maintained by Owner as far as
practical.

1. The results of an analysis of test cores from existing roofing system are available for
Contractor's reference.

Weather Limitations: Proceed with reroofing preparation only when existing and forecasted
weather conditions permit Work to proceed without water entering existing roofing system or
building.

1. Remove only as much roofing in one day as can be made watertight in the same day.

Hazardous Materials:

1. It is not expected that hazardous materials, such as asbestos-containing materials, will be
encountered in the Work.

a. Hazardous materials will be removed by Owner before start of the Work.
b. Existing roof will be left no less watertight than before removal.

2. If materials suspected of containing hazardous materials are encountered, do not disturb;
immediately notify Architect and Owner.

a. Hazardous materials will be removed by Owner under a separate contract.

PART 2 - PRODUCTS

21

A

B.

C.

2.2

A.

TEMPORARY PROTECTION MATERIALS
EPS Insulation: ASTM C578.
Plywood: DOC PS 1, Grade CD, Exposure 1.

OSB: DOC PS 2, Exposure 1.

AUXILIARY REROOFING MATERIALS

General: Use auxiliary reroofing preparation materials recommended by roofing system
manufacturer for intended use and compatible with components of existing andnew roofing
system.

PART 3 - EXECUTION

3.1

A

PREPARATION

Protection of In-Place Conditions:
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3.2

1. Protect existing roofing system that is not to be reroofed.
2. Loosely lay 1-inch- minimum thick, EPS insulation over existing roofing in areas not to
be reroofed.

a. Loosely lay 15/32-inch plywood or OSB panels over EPS. Extend EPS past edges
of plywood or OSB panels a minimum of 1 inch.

3. Limit traffic and material storage to areas of existing roofing that have been protected.

4. Maintain temporary protection and leave in place until replacement roofing has been
completed. Remove temporary protection on completion of reroofing.

5. Comply with requirements of existing roof system manufacturer's warranty requirements.

Seal or isolate windows that may be exposed to airborne substances created in removal of
existing materials.

Shut off rooftop utilities and service piping before beginning the Work.

Test existing roof drains to verify that they are not blocked or restricted.

1. Immediately notify Architect of any blockages or restrictions.

Coordinate with Owner to shut down air-intake equipment in the vicinity of the Work.

1. Cover air-intake louvers before proceeding with reroofing work that could affect indoor
air quality or activate smoke detectors in the ductwork.

During removal operations, have sufficient and suitable materials on-site to facilitate rapid
installation of temporary protection in the event of unexpected rain.

Maintain roof drains in functioning condition to ensure roof drainage at end of each workday.
1. Prevent debris from entering or blocking roof drains and conductors.
a. Use roof-drain plugs specifically designed for this purpose.
b. Remove roof-drain plugs at end of each workday, when no work is taking place, or
when rain is forecast.

2. If roof drains are temporarily blocked or unserviceable due to roofing system removal or
partial installation of new roofing system, provide alternative drainage method to remove
water and eliminate ponding.

a. Do not permit water to enter into or under existing roofing system components that
are to remain.

ROOF TEAR-OFF

Full Roof Tear-off: Where indicated on Drawings, remove existing roofing and other roofing
system components down to the existing roof deck.

1. Remove base flashings and counter flashings.
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3.3

3.4

3.5

Remove perimeter edge flashing and gravel stops.

Remove copings.

Remove flashings at pipes, curbs, mechanical equipment, and other penetrations.
Remove fasteners from deck.

agrwn

DECK PREPARATION
Inspect deck after tear-off of roofing system.

If broken or loose fasteners that secure deck panels to one another or to structure are observed,
or if deck appears or feels inadequately attached, immediately notify Architect.

1. Do not proceed with installation until directed by Architect.

If deck surface is unsuitable for receiving new roofing or if structural integrity of deck is
suspect, immediately notify Architect.

1. Do not proceed with installation until directed by Architect.

BASE FLASHING REMOVAL

Remove existing base flashings.

1. Clean substrates of contaminants, such as asphalt, sheet materials, dirt, and debris.
Do not damage metal counterflashings that are to remain.

1. Replace metal counterflashings damaged during removal with counterflashings specified
in Section 076200 "Sheet Metal Flashing and Trim."

Inspect parapet sheathing, wood blocking, curbs, and nailers for deterioration and damage.

1. If parapet sheathing, wood blocking, curbs, or nailers have deteriorated, immediately
notify Architect.

When directed by Architect, replace parapet framing, wood blocking, curbs, and nailers to
comply with Section 061000 "Rough Carpentry."
FASTENER PULL-OUT TESTING

Perform fastener pull-out tests according to SPRI FX-1, and submit test report to roofing
manufacturer before installing new roofing system.

1. Obtain roofing manufacturer's approval to proceed with specified fastening pattern.

a. Roofing manufacturer may furnish revised fastening pattern commensurate with
pull-out test results.
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3.6 DISPOSAL
A.  Collect demolished materials and place in containers.
1. Promptly dispose of demolished materials.
2. Do not allow demolished materials to accumulate on-site.

3. Storage or sale of demolished items or materials on-site is not permitted.

B.  Transport and legally dispose of demolished materials off Owner's property.

END OF SECTION 070150.19
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SECTION 075423 - THERMOPLASTIC-POLYOLEFIN (TPO) ROOFING

PART 1- GENERAL

11

A

12

13

SUMMARY
Section Includes:

Thermoplastic polyolefin (TPO) roofing system.
Accessory roofing system materials.

Substrate board.

Roof insulation and accessories.

Cover board.

Walkways.

oghrwbdE

Related Requirements:

1. Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking; and for wood-
based, structural-use roof deck panels.
2. Section 077100 "Roofing Specialties™ for metal roof flashings and counter flashings.

DEFINITIONS

Roofing Terminology: Definitions in ASTM D1079 and glossary in NRCA's " Roofing Manual:
Membrane Roof Systems™ apply to Work of this Section.

PREINSTALLATION MEETINGS
Preinstallation Roofing Conference: Conduct conference at Project site .

1. Meet with Owner, Architect, Owner's insurer if applicable, testing and inspecting agency
representative, roofing system Installer, roofing system manufacturer's representative,
deck Installer, air barrier Installer, and installers whose work interfaces with or affects
roofing, including installers of roof accessories and roof-mounted equipment.

2. Review methods and procedures related to roofing installation, including manufacturer's
written instructions.

3. Review and finalize construction schedule, and verify availability of materials, Installer's
personnel, equipment, and facilities needed to make progress and avoid delays.

4, Examine deck substrate conditions and finishes for compliance with requirements,
including flatness and fastening.

5. Review structural loading limitations of roof deck during and after roofing.

6. Review base flashings, special roofing details, roof drainage, roof penetrations,
equipment curbs, and condition of other construction that affects roofing system.

7. Review governing regulations and requirements for insurance and certificates if
applicable.

8. Review temporary protection requirements for roofing system during and after
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installation.
9. Review roof observation and repair procedures after roofing installation.

ACTION SUBMITTALS
Product Data: For each type of product.

Shop Drawings: Include roof plans, sections, details, and attachments to other work, including
the following:

Layout and thickness of insulation.

Base and sheet flashings and membrane termination details.

Flashing details at penetrations.

Tapered insulation layout, thickness, and slopes.

Roof plan showing orientation of roof deck and orientation of roofing membrane,
fastening spacings, and pattern for corner, perimeter, and field-of-roof locations.
Insulation fastening patterns for corner, perimeter, and field-of-roof locations.

7. Crickets, saddles, and tapered edge strips, including slopes.

8. Tie-in with adjoining wall system air barrier.

aogrwbdE

o

Wind-Uplift-Resistance Submittal: For roofing system indicating compliance with wind-uplift

performance requirements.

INFORMATIONAL SUBMITTALS

Manufacturer Certificates:

1. Performance Requirement Certificate: Signed by roofing membrane manufacturer,
certifying that roofing system complies with requirements specified in "Performance
Requirements" Article.

a. Submit evidence of compliance with specified performance requirements.

2. Special Warranty Certificate: Signed by roofing membrane manufacturer, certifying that
all materials supplied under this Section are acceptable for special warranty.

Product Test Reports: For roofing membrane and insulation, tests performed by an independent
qualified testing agency indicating compliance with specified requirements.

Research Reports: For components of roofing system, from ICC-ES showing compliance with
specified performance requirements.

Field Test Reports:

1. Fastener-pullout test results and manufacturer's revised requirements for fastener
patterns.

Field quality control reports.
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F. Qualification Statements: For roofing system Installer .

G.  Sample warranties.

1.6 CLOSEOUT SUBMITTALS
A.  Maintenance Data: For roofing system.

B.  Certified statement from existing roofing system manufacturer stating that existing roof
warranty has not been affected by the Work performed under this Section.

1.7 QUALITY ASSURANCE

A.  Manufacturer Qualifications: A qualified manufacturer that is listed in FM Approvals' RoofNav
for roofing system identical to that used for this Project.

B.  Roofing System Installer Qualifications: A qualified firm that is approved, authorized, or
licensed by roofing system manufacturer to install manufacturer's product and that is eligible to
receive manufacturer's special warranty.

1. Certified Roofing System Installer: Entity that employs a supervisor who is an NRCA
ProCertified Roofing Foreman or installers who are NRCA ProCertified thermoplastic
system installers .

1.8 DELIVERY, STORAGE, AND HANDLING

A.  Deliver roofing system materials to Project site in original containers with seals unbroken and
labeled with manufacturer's name, product brand name and type, date of manufacture, approval
or listing agency markings, and directions for storing and mixing with other components.

B.  Store liquid materials in their original undamaged containers in a clean, dry, protected location
and within the temperature range required by roofing system manufacturer.

1. Protect stored liquid material from direct sunlight.
2. Discard and legally dispose of liquid material that cannot be applied within its stated
shelf life.

C.  Protect roof insulation materials from physical damage and from deterioration by sunlight,
moisture, soiling, and other sources.

1. Store in a dry location.
2. Comply with insulation manufacturer's written instructions for handling, storing, and
protecting during installation.

D.  Handle and store roofing system materials, and place equipment in a manner to avoid
permanent deflection of deck.
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1.9

11

A

0

A

B.

FIELD CONDITIONS

Weather Limitations: Proceed with installation only when existing and forecasted weather
conditions permit roofing system to be installed in accordance with manufacturer's written
installation instructions and warranty requirements.

WARRANTY

Special Warranty: Manufacturer agrees to repair or replace components of roofing system that
fail in materials or workmanship within specified warranty period.

1. Special warranty to include all components of roofing system, such as substrate board,
vapor retarder, roof insulation, fasteners, adhesives, cover board, roofing membrane,
base flashing sheet, walkways, and other components of roofing system.

2. Warranty Period: 30 years from date of Substantial Completion.

Roofing System Installer's Warranty: Submit roofing system Installer's warranty, on warranty
form at end of this Section, signed by roofing system Installer, covering the Work of this
Section, including all components of roofing system, such as substrate board, vapor retarder,
roof insulation, fasteners, adhesives, cover board, roofing membrane, base flashing sheet,
walkways, and other components of roofing system.

1. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1

2.2

A

A

B.

SOURCE LIMITATIONS

Obtain components for roofing system from manufacturer approved by roofing membrane
manufacturer .

PERFORMANCE REQUIREMENTS

General Performance: Installed roofing system and flashings to withstand specified uplift
pressures, thermally induced movement, and exposure to weather without failure due to
defective manufacture, fabrication, installation, or other defects in construction. Roofing system
and flashings to remain watertight.

1. Accelerated Weathering: Roofing membrane to withstand 2000 hours of exposure when
tested in accordance with ASTM G152, ASTM G154, or ASTM G155.

2. Impact Resistance: Roofing membrane to resist impact damage when tested in
accordance with ASTM D3746/D3746M, ASTM D4272/D4272M, or the Resistance to
Foot Traffic Test in FM Approvals 4470.

Material Compatibility: Roofing system materials to be compatible with one another and
adjacent materials under conditions of service and application required, as demonstrated by
roofing membrane manufacturer based on testing and field experience.
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C.

Wind-Uplift Resistance: Design roofing system to resist the following wind-uplift pressures
when tested in accordance with FM Approvals 4474, UL 580, or UL 1897:

Roof Area(s) “1”’ “3”, “5”’ & “6”
Roof Area “1”
1. Zone 1' (Roof Area Interior): 13.0 Ibf/sq. ft.
2. Zone 1 (Roof Area Field): 22.6 Ibf/sq. ft.
3. Zone 2 (Roof Area Perimeter): 29.8 Ibf/sq. ft.> .
a. Location: From roof edge to 21°-0” inside roof edge.
4, Zone 3 (Roof Area Corners): 40.6 Ibf/sq. ft.

a. Location: 7°-0” X 21°-0” in each direction from each building corner

Roof Area “2”

o

Zone 1' (Roof Area Interior): 11.9 Ibf/sq. ft.
Zone 1 (Roof Area Field): 20.7 Ibf/sq. ft.
7. Zone 2 (Roof Area Perimeter): 27.3 Ibf/sq. ft.> .

o

a. Location: From roof edge to 15’-0" inside roof edge.
8. Zone 3 (Roof Area Corners): 37.2 Ibf/sq. ft.

a. Location: 5°-0” X 15°-0” in each direction from each building corner
9.

FM Approvals' RoofNav Listing: Roofing membrane, base flashings, and component materials

to comply with requirements in FM Approvals 4450 or FM Approvals 4470 as part of a roofing
system and are listed in FM Approvals' RoofNav for Class 1 or noncombustible construction, as
applicable. Identify materials with FM Approvals Certification markings.

1. Fire/Windstorm Classification: Class 1A-90 .
2. Hail-Resistance Rating: FM Global Property Loss Prevention Data Sheet 1-34 MH .

SPRI's "Directory of Roof Assemblies" Listing: Roofing membrane, base flashings, and
component materials to comply with requirements in FM Approvals 4450 or FM Approvals
4470 as part of a roofing system and are listed in SPRI's "Directory of Roof Assemblies” for
roof assembly identical for that specified for this Project.

1. Wind-Uplift Load Capacity: 90 psf .

Cool Roof Rating Council (CRRC): Roofing system to be listed by the CRRC for low-slope
roof products.

Energy Performance: Roofing system to have an initial solar reflectance index (SRI) of not less
than 0.70 and an emissivity of not less than 0.75 when tested in accordance with CRRC S100.
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2.3

24

H.

Exterior Fire-Test Exposure: Class A ; for application and roof slopes indicated; when tested by
a qualified testing agency in accordance with ASTM E108 or UL 790.

1. Identify products with appropriate markings of applicable testing agency.
Fire-Resistance Ratings: Comply with fire-resistance-rated assembly designs indicated.

1. Identify products with appropriate markings of applicable testing agency.

THERMOPLASTIC POLYOLEFIN (TPO) ROOFING SYSTEM

TPO Roofing Membrane Sheet: ASTM D6878/D6878M, internally fabric- or scrim-reinforced,
TPO sheet.

1. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following :

a. Carlisle SynTec Systems; a Carlisle Company

b. GAF

C. Johns Manville; a Berkshire Hathaway company
d. Versico Roofing Systems; a Carlisle Company

N

Thickness: 80 mils , nominal.
3. Exposed Face Color: White .
ACCESSORY ROOFING SYSTEM MATERIALS

General: Accessory materials as recommended in writing by roofing membrane manufacturer
for intended use and compatible with other roofing system components.

1. Adhesive and Sealants: Comply with VOC limits of authorities having jurisdiction.

Base and Sheet Flashings: Manufacturer's standard sheet flashing of same material, type,
reinforcement, thickness, and color as roofing membrane.

Prefabricated Pipe Flashings: As recommended in writing by roofing membrane manufacturer.
Bonding Adhesive: Roofing membrane manufacturer's standard .

Metal Termination Bars: Manufacturer's standard, predrilled stainless steel or aluminum bars,
approximately 1 by 1/8 inch thick; with anchors.

Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-
resistance provisions in FM Approvals 4470, designed for fastening roofing system components
to substrate; tested for required pullout strength, and acceptable to roofing membrane
manufacturer.

Miscellaneous Accessories: As recommended in writing by roofing membrane manufacturer.
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25 SUBSTRATE BOARD

A.  Glass-Mat Gypsum Roof Substrate Board: ASTM C1177/C1177M, water-resistant gypsum
board.

1. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following :

a. Georgia-Pacific Gypsum LLC
b. USG Corporation

2. Thickness: 1/2 inch .
3. Surface Finish: Unprimed .

B.  Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-
resistance provisions in FM Approvals 4470, designed for fastening substrate board to roof
deck.

C.  Bonding Adhesive: Manufacturer's standard, designed for adhering substrate board to roof deck.

2.6 VAPOR RETARDER

A.  Rubberized-Asphalt-Sheet Vapor Retarder, Self-Adhering: ASTM D1970/D1970M,
polyethylene film laminated to layer of rubberized asphalt adhesive, minimum 40-mil total
thickness; maximum permeance rating of 0.1 perm; cold applied, with slip-resisting surface and
release paper backing. Provide primer when recommended by vapor retarder manufacturer.

2.7 ROOF INSULATION AND ACCESSORIES

A.  General: Preformed roof insulation boards manufactured or approved by roofing membrane
manufacturer, approved for use in FM Approvals' RoofNav listed roof assemblies.

B.  Polyisocyanurate Board Insulation: ASTM C1289, Type Il, Class 2 coated glass-fiber facer on
both major surfaces.

1. Compressive Strength: Grade 2, 20 psi .
2. Size: 48 by 96 inches .
3. Thickness:

a. Base Layer: 2.6 inches .
b. Upper Layer: 2.6 inches .

C.  Tapered Insulation: Provide factory-tapered insulation boards.
1. Material: Match roof insulation .

2. Minimum Thickness: 1 inch.
3. Slope:
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a. Roof Field: 1/4 inch per foot unless otherwise indicated on Drawings.
b. Saddles and Crickets: unless otherwise indicated on Drawings.

D.  Roof Insulation Accessories, General: As recommended in writing by insulation manufacturer
for intended use and compatibility with other roofing system components.

1. Insulation Adhesive: Insulation manufacturer's recommended adhesive formulated to
attach roof insulation to substrate and to another insulation layer as follows:

a. Bead-applied, low-rise, one-component or multicomponent urethane adhesive.
b. Full-spread, spray-applied, low-rise, two-component urethane adhesive.
2.8 COVER BOARD

A.  General: Cover board as recommended in writing by roofing membrane manufacturer for
intended use and compatible with other roofing system components.

B.  Glass-Mat Gypsum Cover Board: ASTM C1177/C1177M, water-resistant gypsum board.
C.  High-Density Polyisocyanurate Cover Board: ASTM C1289 Type Il, Class 4, Grade 1, 1/2 inch
thick, with a minimum compressive strength of 80 psi.
2.9 WALKWAYS
A.  Flexible Walkways: Factory-formed, nonporous, heavy-duty, slip-resisting, surface-textured
walkway pads or rolls , approximately 3/16 inch thick and acceptable to roofing system

manufacturer.

1. Size: Approximately 36 by 60 inches.
2. Color: Contrasting with roofing membrane.

B.  Walkway Roof Pavers: Heavyweight, hydraulically pressed concrete units, with top edges
beveled 3/16 inch , factory cast for use as roof pavers; absorption not greater than 5 percent,
ASTM C140/C140M; no breakage and maximum 1 percent mass loss when tested for freeze-
thaw resistance, ASTM C67/C67M; and as follows:

PART 3 - EXECUTION

3.1 EXAMINATION

A.  Examine substrates, areas, and conditions, with roofing system Installer present, for compliance
with requirements and other conditions affecting performance of the Work.

1. Verify that roof openings and penetrations are in place, curbs are set and braced, and
roof-drain bodies are securely clamped in place.

2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at
penetrations and terminations and that nailers match thicknesses of insulation.
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3. Verify that deck is securely fastened with no projecting fasteners and with no adjacent
units in excess of 1/16 inch out of plane relative to adjoining deck.

B.  Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing system
installation in accordance with roofing system manufacturer's written instructions. Remove
sharp projections.

B.  Prevent materials from entering and clogging roof drains and conductors and from spilling or
migrating onto surfaces of other construction. Remove roof-drain plugs when no work is taking
place or when rain is forecast.

C. Perform fastener-pullout tests in accordance with roofing system manufacturer's written
instructions.

1. Submit test result within 24 hours after performing tests.
a. Include manufacturer's requirements for any revision to previously submitted
fastener patterns required to achieve specified wind uplift requirements.
3.3 INSTALLATION OF THERMOPLASTIC-POLYOLEFIN (TPO) ROOFING SYSTEM,

GENERAL

A. Install roofing system materials and components in accordance with roofing system
manufacturer's written installation instructions, FM Approvals' RoofNav listed roof assembly
requirements, and FM Global Property Loss Prevention Data Sheet 1-29.

B.  Complete terminations and base flashings and provide temporary seals to prevent water from
entering completed sections of roofing system at end of workday or when rain is forecast.

Remove and discard temporary seals before beginning Work on adjoining roofing.

C. Install roofing membrane and auxiliary materials to tie in to existing roofing to maintain
weathertightness of transition and to not void warranty for existing roofing system .

D.  Substrate-Joint Penetrations: Prevent adhesives from penetrating substrate joints, entering
building, or damaging roofing system components or adjacent building construction.
34 INSTALLATION OF SUBSTRATE BOARD

A. Install substrate board with long joints in continuous straight lines, with end joints staggered not
less than 24 inches in adjacent rows.

1. Tightly butt substrate boards together.

2. Cut substrate board to fit tight around penetrations and projections, and to fit tight to
intersecting sloping roof decks.
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3. Fasten substrate board to top flanges of steel deck in accordance with manufacturer's
written installation instructions and FM Approvals' RoofNav listed roof assembly
requirements for specified Windstorm Resistance Classification and FM Global Property
Loss Prevention Data Sheet 1-29.

3.5 INSTALLATION OF ROOF INSULATION AND ACCESSORIES

A.  Coordinate installation of roofing system components so insulation is not exposed to
precipitation or left exposed at end of workday.

B.  Comply with roofing system and insulation manufacturer's written installation instructions.
Install minimum of two layers of insulation under area of roofing to achieve required thickness.

C. Install each layer of insulation with joints staggered not less than 24 inches in adjacent rows and
offset not less than 12 inches from previous layer.

1. Trim insulation neatly to fit around penetrations and projections, and to fit tightly to
intersecting sloping roof decks.
2. Make joints between adjacent insulation boards not more than 1/4 inch in width.

3. At internal roof drains, slope insulation to create a square drain sump, with each side
equal to the diameter of the drain bowl plus 24 inches.

4. Trim insulation, so that water flow is unrestricted.

5. Fill gaps exceeding 1/4 inch with insulation.

6. Cut and fit insulation within 1/4 inch of nailers, projections, and penetrations.

7. Secure insulation in accordance with FM Approvals' RoofNav for specified Windstorm
Resistance Classification .

8. Secure insulation to resist specified uplift pressure at corners, perimeter, and field of roof.

9. Place plates on insulation in required fastening patterns and secure in accordance with
manufacturer's instructions.

a. Install plates and fasteners tight and flat to substrate with no dimpling, and with
fastener extending 1 inch minimum into roof deck; do not overdrive fasteners.

3.6 INSTALLATION OF COVER BOARD
A.  Install cover board over insulation with long joints in continuous straight lines with end joints
staggered between rows. Offset joints of insulation below a minimum of 6 inches in each
direction.

1. Trim cover board neatly to fit around penetrations and projections, and to fit tight to
intersecting sloping roof decks.
2. At internal roof drains, conform to slope of drain sump.

a. Trim cover board so that water flow is unrestricted.
3. Cut and fit cover board tight to nailers, projections, and penetrations.
4, Adhere cover board to substrate in accordance with FM Approvals' RoofNav listed roof

assembly requirements for specified Windstorm Resistance Classification and FM Global
Property Loss Prevention Data Sheet 1-29.
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3.7

A

3.8

INSTALLATION OF TPO ROOFING MEMBRANE

Install roofing membrane over roof area for adhered application method in accordance with
roofing system manufacturer's written installation instructions.

Unroll roofing membrane and allow it to relax before installing.
Start installation in presence of roofing system manufacturer's technical personnel .

Accurately align roofing membrane and maintain uniform side and end laps of minimum
dimensions required by manufacturer. Stagger end laps. Apply roofing membrane with side laps
shingled with slope of roof deck where possible.

Adhered Application: Apply bonding adhesive to substrate and underside of roofing membrane
at rate required by manufacturer and allow to partially dry before installing roofing membrane.
Do not apply to splice area of roofing membrane.

1. In addition to adhering, mechanically fasten roofing membrane securely at terminations,
penetrations, and perimeter of roof area.

Seams and End Laps: Clean seam areas, overlap membrane, and hot-air-weld side seams and
end laps of roofing membrane and sheet flashings to ensure a watertight installation.

1. Test lap edges with probe to verify seam weld continuity. Apply lap sealant to seal cut
edges of roofing membrane and sheet flashings.

2. Verify field strength of seams a minimum of twice daily, and repair seam sample areas.

3. Repair tears, voids, and lapped seams in roofing membrane that do not comply with
requirements.

Spread sealant bed over deck-drain flange at roof drains, and securely seal roofing membrane in
place with clamping ring.
INSTALLATION OF BASE AND SHEET FLASHINGS

General: Install and adhere base and sheet flashing and preformed flashing accessories to
substrates in accordance with roofing system manufacturer's written installation instructions.

Apply bonding adhesive to substrate and underside of flashings at required rate and allow to
partially dry. Do not apply to seam area of flashing.

Flash penetrations and field-formed inside and outside corners.

Clean seam areas, overlap, and firmly roll flashings into the adhesive. Hot-air-weld side seams
and end laps to ensure a watertight installation.

Terminate and seal top of flashings and mechanically anchor to substrate through termination
bars.
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3.9

A

3.10

3.11

INSTALLATION OF WALKWAYS

Flexible Walkways: Install walkway products in accordance with manufacturer's written
installation instructions.

1. Install flexible walkways at the following locations:

a. Locations indicated on Drawings.
b. As required by roofing membrane manufacturer's warranty requirements.

N

Provide 6-inch clearance between adjoining pads.

3. Heat weld to substrate or adhere walkway products to substrate with compatible adhesive
in accordance with roofing system manufacturer's written instructions.

FIELD QUALITY CONTROL

Tests and Inspections:

Final Roof Inspection: Arrange for roofing system manufacturer's technical personnel to inspect
roofing installation on completion, in presence of Architect, and to prepare inspection report.

1. Notify Architect and Owner 48 hours in advance of date and time of inspection.

Repair or remove and replace components of roofing system where inspections indicate that
they do not comply with specified requirements.

Additional testing and inspecting, at Contractor's expense, will be performed to determine if
replaced or additional work complies with specified requirements.

1. Roofing system will be considered defective if it does not pass tests and inspections.

Prepare test and inspection reports.

PROTECTING AND CLEANING

Protect roofing system from damage and wear during remainder of construction period. When
remaining construction does not affect or endanger roofing system, inspect roofing system for
deterioration and damage, describing its nature and extent in a written report, with copies to
Architect and Owner.

Correct deficiencies in or remove roofing system that does not comply with requirements, repair
substrates, and repair or reinstall roofing system to a condition free of damage and deterioration
at time of Substantial Completion and according to warranty requirements.

Clean overspray and spillage from adjacent construction using cleaning agents and procedures
recommended by manufacturer of affected construction.

END OF SECTION 075423
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5YR
ROOFING WARRANTY

WHEREAS

of (Address)

herein called the “Roofing Contractor’, has performed roofing and associated (“work”)
on following project:

Owner:

DPW PROJECT NO:

Address:

Name and Type of Building:

Address:
Area of Work: Date of Acceptance:
Warranty Period: Five (5) years Date of Expiration:

AND WHEREAS Roofing Contractor has contracted (either directly with Owner or
indirectly as a subcontractor) to warrant said work against leaks and faulty or defective
materials and workmanship for designated Warranty Period.

NOW THEREFORE Roofing Contractor hereby warrants, subject to terms and
conditions herein set forth, that during Warranty Period he will at his own cost

and expense, make or cause to be made such repairs to or replacements of said work
as are necessary to correct faulty and defective work, and as are necessary to maintain
said work in watertight condition. In addition to making the work watertight, the Roofing
Contractor shall remove and/or repair blisters, ridges, flashings, splits and other
irregularities which in the opinion of the Roofing Manufacturer’s technical representative
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do not conform to acceptable roofing practices and conditions. These repairs shall be
made prior to expiration of the five (5) year Warranty Period and to the satisfaction of
the Roofing Manufacturer’s technical representative.

This Warranty is made subject to the following terms and conditions:

1. Specifically excluded from this Warranty are damages to work and other parts of
the building, and to building contents, caused by: a) lightning, windstorm; b) fire; c)
failure of roofing system substrate including cracking, settlement, excessive deflection,
deterioration, and decomposition; d) faulty construction of parapet walls, copings,
chimneys, skylights, vents, equipment supports, and other edge conditions and
penetrations of the work; and e) activity on roofing by others including construction
contractors, maintenance personnel, other persons, and animals whether authorized or
unauthorized by Owner.

When work has been damaged by any of foregoing causes, Warranty shall be null and
void until such damage has been repaired by Roofing Contractor, and until cost and
expense thereof has been paid by Owner or by another responsible party so
designated.

2. The Roofing Contractor is responsible for damage to work covered by this
Warranty, but is not liable for consequential damages to building or building contents,
resulting from leaks or faults or defects of work.

3. During Warranty Period, if Owner allows alteration of work by anyone other than
Roofing Contractor, including cutting, patching and maintenance in connection with
penetrations, attachment of other work, and positioning of anything on roof, this
Warranty shall become null and void upon date of said alterations, but only to extent
said alterations affect work covered by this Warranty. If Owner engages Roofing
Contractor to perform said alterations, Warranty shall not become null and void, unless
Roofing Contractor, prior to proceeding with said work, shall claim that said alterations
would like damage or deteriorate work, thereby reasonably justifying a limitation or
termination of this warranty.

4. During Warranty Period, if original use of roof is changed and it becomes used
for, but was not originally specified for, a promenade, work deck, spray cooled surface,
flooded basin, or other use or service more severe than originally specified, this
Warranty shall become null and void upon date of said change, but only to extent said
change affects work covered by this Warranty.
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5. The Owner shall promptly notify Roofing Contractor of observed, known or
suspected leaks, defect or deterioration, and shall afford reasonable opportunity for
Roofing Contractor to inspect work, and to examine evidence of such leaks, defects or
deterioration.

6. This Warranty is recognized to be the only Warranty of Roofing Contractor on
said work, and is in addition to the Roofing Guarantee furnished by the Roofing
Manufacturer, and shall not operate to restrict or cut off Owner from other remedies and
resources lawfully available to him in cases of roofing failure. Specifically, this Warranty
shall not operate to relieve Roofing Contractor of responsibility for performance of
original work in accordance with requirements of the Contract Documents, regardless of
whether Contract was a contract directly with Owner or a subcontract with Owner’s
General Contractor.

IN WITNESS THEREOF, this instrument has been duly executed this

day of , 20

Cosigned by General Contractor by:

(General Contractor) (Roofing Contractor)
(Business Address) (Business Address)
(Signature) (Signature)
(Title) (Title)
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30 YEAR
GUARANTY FOR SINGLE-PLY ROOFING

WHEREAS, , corporation whose

address is , hereinafter

Telephone (208) 332-1900
www.dpw.idaho.gov

called the Manufacturer, has manufactured and sold and caused to have applied, pursuant
to the specifications and inspection, the necessary roofing materials to construct a

roof of approximately square feet, and

associated roof flashing of approximately linear feet on the building

described below:

OWNER: State of Idaho, Division of Public Works

DPW PROJECT NO:

BUILDING:

LOCATION:

DATE OF COMPLETION OF ROOFING: , 20

ROOFING CONTRACTOR:

ADDRESS:

ROOFING SPECIFICATION:

MANUFACTURER’S GUARANTEE NO:

AND WHEREAS, by careful examination of said roof by the Manufacturer’'s representative, it
has been determined that required quantities of roofing materials have been used and that
roofing materials have been applied in conformance with contract documents;

AND WHEREAS, Manufacturer represents and wishes to guarantee, subject to the limits stated

herein, that its roofing when so applied is effectively watertight for a period of thirty (30) years

502 North 4™ Street, P.O. Box 83720 Boise, Idaho 83720 Telephone (208) 332-1900
30 Year Guaranty for Single Ply Roofing February 3, 2025 Page 1 of 3




despite normal wear and tear by the elements, as well as guaranteeing it against defects in
workmanship or materials; which result in leaks.

NOW THEREFORE, said Manufacturer guarantees to the said Owner that, as set forth below,
during a period of thirty (30) years from the date of substantial completion of said single-ply
roofing described above, Manufacturer will at its own expense, make or cause to be made, any
repairs that may be necessary, as a result of defects in workmanship or materials supplied by
the Manufacturer which results in leaks or of normal wear and tear by the elements which results
in leaks, and will maintain said roof in water tight condition free from all leaks arising from such
causes. For purposes of this Guaranty, damage to the roof caused by hurricanes, lightning,
tornadoes, gales, hailstorms or other unusual natural phenomena shall not be deemed to be
“‘normal wear and tear by the elements”.

INCLUSIONS: This Guaranty does cover, and Manufacturer shall be liable for the following:
1. Roofing membrane, membrane flashings, metal flashings, mechanical fastening system,
anchors, adhesives, seaming materials, slip sheets, fabrics, insulations, underlayments, and

accessories furnished by the Manufacturer as incorporated into the roof membrane system.

2. Replacement of roof insulation and vapor barrier damages by any leakage and/or failure of
the roof membrane assembly;

3. Repair of blisters, buckles, splits, breaks, cracks, and seam failures in membrane system.

EXCLUSIONS: This Guaranty does not cover, and Manufacturer shall not be liable for the
following:

1. Metal work, including metal counter flashings, not a part of the roof membrane system and
such damage as may result from application of these materials;

2. Any damage to the roof caused by structural defect in, or failure of, the building or defects in,
or failure of, any structural roof deck, or other sheathing materials, used as the base over
which the roof and roof insulation is applied;

3. Roof damage from special chemical conditions not disclosed to Manufacturer;

4. Any damage to the building or contents thereof, except replacement of damaged roof
insulation and vapor barrier as noted under “INCLUSION” above;

5. Roof damage through use of materials after original installation not furnished by
Manufacturer;

6. Damage to the roof due to mechanical abrasion or abuse not caused by the Manufacturer.
7. Reasonable care and maintenance will be the responsibility of the Owner.

INSPECTION AND REPAIR: During the term of this Guarantee, Manufacturer, its agents or
employees, shall have free access to the roof during regular business hours. Upon written notice

30 Year Guaranty for Single Ply Roofing February 3, 2025 Page 2 of 3



by Owner to Manufacturer within four days of the discovery of any leaks in the roofing system,
or need of repair of roof, the Manufacturer shall have ten (10) days to inspect the roof. Following
such inspection:

1.

Manufacturer, at its own expense shall make such repairs to thereof as are required by the
Guaranty.

In case owner or his agent has notified Manufacturer in writing that repairs are required and
such repairs are not covered by the Guaranty (including repairs required by owner’'s
alteration, extension or addition to the roof) Owner, after having obtained Manufacturer’s
consent thereto, in writing, shall make or cause to be made, such repairs at Owner’s expense
in accordance with specifications and procedures as established by Manufacturer and this
Guaranty shall thereupon remain in effect for the un-expired portion of its original term. If
Owner fails to obtain authorization from Manufacturer or if repairs are made by one other
than the Manufacturer’s authorized designee, this Guaranty with respect to such area shall
be automatically terminated.

In the event the (1) Owner notifies Manufacturer and has confirmed in writing the need of
repair of roof and (2) Manufacturer is unable to promptly inspect and repair same, and (3) an
emergency condition exists which requires prompt repair in order to avoid substantial
damage to owner, then owner may make such temporary repairs as may be essential and
any such action shall not be a breach of the provision of this Guaranty. Owner will bear
emergency repair expenses.

INSPECTION SERVICE: Manufacturer agrees to re-inspect the completed roof not earlier than
12 nor later than 24 months after completion of the roofing, and if it is determined that there are
leaks in the roofing, then Manufacturer shall make, or cause to be made at its own expense,
such repairs as are necessary in the opinion of the Manufacturer, to assure watertight integrity
of the roof within the scope of its’ responsibility under the terms of this Guaranty.

IN WITNESS WHEREOF, Manufacturer has caused this instrument to be signed and sealed by
its duly authorized officer this day of , 20

BY:

TITLE:

CORPORATION:

Dale Reynolds, Administrator
Division of Public Works
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SECTION 077100 - ROOF SPECIALTIES

PART 1- GENERAL

11

1.2

13

A

SUMMARY
Section Includes: Manufactured units for the following applications:

1. Copings.
2. Reglets and counterflashings.

Related Requirements:

1. Section 061000 "Rough Carpentry” for wood nailers, curbs, and blocking.

PREINSTALLATION MEETINGS
Preinstallation Conference: Conduct conference at Project site .

1. Meet with Owner, Architect, Owner's insurer if applicable, roofing-system testing and
inspecting agency representative, roofing Installer, roofing-system manufacturer's
representative, Installer, structural-support Installer, and installers whose work interfaces
with or affects roof specialties, including installers of roofing materials and accessories.

2. Examine substrate conditions for compliance with requirements, including flatness and
attachment to structural members.

3. Review special roof details, roof drainage, and condition of other construction that will
affect roof specialties.

ACTION SUBMITTALS

Product Data: For each type of roof specialty.

1. Include construction details, material descriptions, dimensions of individual components
and profiles, and finishes.

Shop Drawings: For roof specialties.

1. Plans, expansion-joint locations, keyed details, and attachments to other work.
Distinguish between factory pre manufactured- and field-assembled installation.

2. Details for expansion and contraction; locations of expansion joints, including direction
of expansion and contraction.

3. Indicate profile and pattern of seams and layout of fasteners, cleats, clips, and other
attachments.

4, Details of termination points and assemblies, including fixed points.

5. Details of special conditions.

ROOF SPECIALTIES 077100 -1
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C.

D.

14

15

1.6

1.7

1.8

19

Samples: For each type of roof specialty and for each color and texture specified.

Samples for Initial Selection: For each type of roof specialty indicated with factory-applied
color finishes.

INFORMATIONAL SUBMITTALS

Product Certificates: For each type of roof specialty copings that is ANSI/SPRI/FM 4435/ES-1
tested and FM Approvals approved .

Product Test Reports: For copings , for tests performed by a qualified testing agency.

Research Reports: For copings , from ICC-ES showing compliance with ANSI/SPRI/FM
4435/ES-1.

Qualification Statements: For manufacturer.

Sample warranties.

CLOSEOUT SUBMITTALS

Maintenance Data: For roof specialties.

QUALITY ASSURANCE

Manufacturer Qualifications: A qualified manufacturer offering products that are FM Approvals
listed for specified class and ANSI/SPRI/FM 4435/ES-1 tested to specified design pressure .
DELIVERY, STORAGE, AND HANDLING

Do not store roof specialties in contact with other materials that might cause staining, denting,
or other surface damage. Store roof specialties away from uncured concrete and masonry.

Protect strippable protective covering on roof specialties from exposure to sunlight and high
humidity, except to extent necessary for the period of roof-specialty installation.

FIELD CONDITIONS

Field Measurements: Verify profiles and tolerances of roof-specialty substrates by field
measurements before fabrication, and indicate measurements on Shop Drawings.
COORDINATION

Coordinate roof specialties with roofing system, exterior wall system, air barrier, flashing, trim,
and construction of parapets, roof deck, roof and wall panels, and other adjoining work to

ROOF SPECIALTIES 077100 - 2
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B.

C.

1.10

A

B.

provide a leakproof, weathertight, secure, and noncorrosive installation.

1. Performance Coordination: Coordinate with the Work of roofing and exterior wall
Sections to ensure that roof specialties provided under the Work of this Section meet or
exceed specified roofing and exterior wall design performance requirements.

Confirm and coordinate compatibility of materials and comply with warranty requirements of
roofing system manufacturer.

Coordinate roof specialties layout and seams with sizes and locations of joints and seams in
adjacent materials.

WARRANTY

Roofing-System Warranty: Roof specialties are included in warranty provisions in Section
077100 " Thermoplastic Polyolefin (TPO) Roofing ."

Special Warranty on Painted Finishes: Manufacturer agrees to repair finishes or replace roof
specialties that show evidence of deterioration of factory-applied finishes within specified
warranty period.

1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following:

a. Color fading more than 5 Delta E units when tested in accordance with ASTM
D2244,

b. Chalking in excess of a No. 8 rating when tested in accordance with ASTM
D4214.

C. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

2. Finish Warranty Period: 20 years from date of Substantial Completion.

PART 2 - PRODUCTS

21

A

2.2

A.

B.

SOURCE LIMITATIONS

Obtain roof specialties from single manufacturer providing roofing-system warranty specified in
Section 075423 " Thermoplastic Polyolefin (TPO) Roofing ."

PERFORMANCE REQUIREMENTS

General Performance: Roof specialties to withstand exposure to weather and resist thermally
induced movement without failure, rattling, leaking, or fastener disengagement due to defective
manufacture, fabrication, installation, or other defects in construction.

FM Approvals' Listing: Manufacture and install copings roof-edge specialties that are listed in
FM Approvals' "Approval Guide" and approved for windstorm classification, Class 1-90 .
Identify materials with FM Approvals' markings.

ROOF SPECIALTIES 077100 - 3
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2.3

24

C.

Thermal Movements: Allow for thermal movements from ambient and surface temperature
changes to prevent buckling, opening of joints, hole elongation, overstressing of components,
failure of joint sealants, failure of connections, and other detrimental effects. Provide clips that
resist rotation and avoid shear stress as a result of thermal movements. Base calculations on
surface temperatures of materials due to both solar heat gain and nighttime-sky heat loss.

1. Temperature Change: 120 deg F, ambient; 180 deg F, material surfaces .

COPINGS

Metal Copings: Manufactured coping system consisting of metal coping cap in section lengths
not exceeding 12 ft. , concealed anchorage; with corner units, end cap units, and concealed
splice plates with finish matching coping caps.

1. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following :

a. Hickman; a Carlisle Company
b. Metal-Era, Inc.; a Carlisle Company

2. Metallic-Coated Steel Coping Caps: Zinc-coated thickness as required to meet
performance requirements .

a. Surface: Smooth, flat finish.
b. Finish: Two-coat fluoropolymer .
C. Color: As selected by Architect from manufacturer's full range .

w

Corners: Factory mitered and continuously welded .
4, Coping-Cap Attachment Method: Snap-on or face leg hooked to continuous cleat with
back leg fastener exposed , fabricated from coping-cap material.

a. Snap-on Coping Anchor Plates: Concealed, galvanized-steel sheet, 12 inches wide,
with integral cleats.
b. Face-Leg Cleats: Concealed, continuous galvanized-steel sheet .

REGLETS AND COUNTERFLASHINGS

Basis-of-Design Product: Subject to compliance with requirements, provide Fry Reglet
Corporation; SM or comparable product by one of the following:

1. Fry Reglet Corporation

Reglets: Manufactured units formed to provide secure interlocking of separate reglet and
counterflashing pieces, from the following exposed metal:

1. Metallic-Coated Steel Sheet: Nominal 0.022-inch thickness.
2. Surface-Mounted Type: Provide reglets with slotted holes for fastening to substrate, with
neoprene or other suitable weatherproofing washers, and with channel for sealant at top

ROOF SPECIALTIES 077100 - 4
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2.5

2.7

edge.
Counterflashings: Manufactured units of heights to overlap top edges of base flashings by
4 inches and in lengths not exceeding 12 ft. designed to shap into reglets and compress against
base flashings with joints lapped, from the following exposed metal:
1. Metallic-Coated Steel Sheet: Nominal 0.022-inch thickness.
Finishes:

1. Metallic-Coated Steel: Two-coat fluoropolymer .

a. Color: As selected by Architect from manufacturer's full range .

UNDERLAYMENT
Felt: ASTM D226/D226M, Type Il (No. 30), asphalt-saturated organic felt, nonperforated.

Slip Sheet: Rosin-sized building paper, 3-1b/100 sqg. ft. minimum.

MISCELLANEOUS MATERIALS

Provide materials and types of fasteners, protective coatings, sealants, and other miscellaneous
items required by manufacturer for a complete installation.

Fasteners: Roof specialty manufacturer's recommended fasteners, designed to meet performance
requirements, suitable for application and metals being fastened. Match finish of exposed
fasteners with finish of material being fastened. Provide nonremovable fastener heads to
exterior exposed fasteners. Furnish the following unless otherwise indicated:

1. Fasteners for Metallic-Coated Steel Sheet: Series 300 stainless steel or hot-dip zinc-
coated steel in accordance with ASTM A153/A153M or ASTM F2329/F2329M.

Elastomeric Sealant: ASTM C920, elastomeric polyurethane polymer sealant of type, grade,
class, and use classifications required by roofing-specialty manufacturer for each application.
GENERAL FINISH REQUIREMENTS

Comply with NAAMM/NOMMA AMP 500, "Metal Finishes Manual for Architectural and
Metal Products,” for recommendations for applying and designating finishes.

Protect mechanical and painted finishes on exposed surfaces from damage by applying a
strippable, temporary protective covering before shipping.

Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations
in appearance of adjoining components are acceptable if they are within the range of approved
Samples and are assembled or installed to minimize contrast.

ROOF SPECIALTIES 077100 - 5
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PART 3- EXECUTION

3.1

A

3.2

EXAMINATION

Examine substrates, areas, and conditions, with Installer present, to verify actual locations,
dimensions, and other conditions affecting performance of the Work.

Examine walls, roof edges, and parapets for suitable conditions for roof specialties.

Verify that substrate is sound, dry, smooth, clean, sloped for drainage where applicable, and
securely anchored.

Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION, GENERAL

Install roof specialties in accordance with manufacturer's written instructions. Anchor roof
specialties securely in place, with provisions for thermal and structural movement. Use
fasteners, solder, protective coatings, separators, underlayments, sealants, and other
miscellaneous items as required to complete roof-specialty systems.

1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning
and without warping, jogs in alignment, buckling, or tool marks.

2. Provide uniform, neat seams with minimum exposure of solder and sealant.

3. Install roof specialties to fit substrates and to result in weathertight performance. Verify

shapes and dimensions of surfaces to be covered before manufacture.
4, Torch cutting of roof specialties is not permitted.
5 Do not use graphite pencils to mark metal surfaces.

Expansion Provisions: Allow for thermal expansion of exposed roof specialties.

1. Space movement joints at a maximum of 12 ft. with no joints within 18 inches of corners
or intersections unless otherwise indicated on Drawings.

2. When ambient temperature at time of installation is between 40 and 70 deg F, set joint
members for 50 percent movement each way. Adjust setting proportionately for
installation at higher ambient temperatures.

Fastener Sizes: Use fasteners of sizes that penetrate substrate not less than recommended in
writing by fastener manufacturer to achieve maximum pull-out resistance .

Seal concealed joints with butyl sealant as required by roof specialty manufacturer.

Seal joints as required for weathertight construction. Place sealant to be completely concealed in
joint. Do not install sealants at temperatures below 40 deg F.

Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges
of sheets to be soldered to a width of 1-1/2 inches; however, reduce pre-tinning where pre-
tinned surface would show in completed Work. Tin edges of uncoated copper sheets using
solder for copper. Do not use torches for soldering. Heat surfaces to receive solder and flow

ROOF SPECIALTIES 077100 - 6
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3.3

3.4

3.5

solder into joint. Fill joint completely. Completely remove flux and spatter from exposed
surfaces.

INSTALLATION OF COPINGS

Install cleats, anchor plates, and other anchoring and attachment accessories and devices with
concealed fasteners.

Anchor copings with manufacturer's required devices, fasteners, and fastener spacing to meet
performance requirements.

1. Interlock face and back leg drip edges of snap-on coping cap into cleated anchor plates
anchored to substrate at manufacturer's required spacing that meets performance
requirements .

2. Interlock face-leg drip edge into continuous cleat anchored to substrate at manufacturer's
required spacing that meets performance requirements . Anchor back leg of coping with
screw fasteners and elastomeric washers at manufacturer's required spacing that meets
performance requirements .

INSTALLATION OF REGLETS AND COUNTERFLASHINGS

Coordinate installation of reglets and counterflashings with installation of base flashings.

Surface-Mounted Reglets: Install reglets to receive flashings where flashing without embedded
reglets is indicated on Drawings. Install at height so that inserted counterflashings overlap
4 inches over top edge of base flashings.

Counterflashings: Insert counterflashings into reglets or other indicated receivers; ensure that
counterflashings overlap 4 inches over top edge of base flashings. Lap counterflashing joints a
minimum of 4 inches and bed with butyl sealant. Fit counterflashings tightly to base flashings.

CLEANING AND PROTECTION

Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair
galvanizing in accordance with ASTM A780/A780M.

Touch up factory-primed surfaces with compatible primer ready for field painting in accordance
with Section 099113 "Exterior Painting."

Clean and neutralize flux materials. Clean off excess solder and sealants.

Remove temporary protective coverings and strippable films as roof specialties are installed. On
completion of installation, clean finished surfaces, including removing unused fasteners, metal
filings, pop rivet stems, and pieces of flashing. Maintain roof specialties in a clean condition
during construction.

Replace roof specialties that have been damaged or that cannot be successfully repaired by
finish touchup or similar minor repair procedures, as determined by Architect.

ROOF SPECIALTIES 077100 - 7
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	017839 SF - PROJECT AS-BUILT DOCUMENTSmk.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for as-built documents, including the following:
	1. As-Built Drawings.
	2. As-Built Specifications.
	3. As-Built Product Data.

	B. Related Requirements:
	1. Section 017300 "Execution" for final property survey.
	2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual requirements.


	1.2 CLOSEOUT SUBMITTALS
	A.  As-Built Drawings: Comply with the following:
	1. Number of Copies: Submit copies of as-built Drawings as follows:
	a. Initial Submittal:
	1) Upload PDF electronic files of scanned as-built prints and one of file prints onto DPW’s Owners Web-based Management Software.
	2) Architect will indicate whether general scope of changes, additional information recorded, and quality of drafting are acceptable.

	b. Final Submittal:
	1) Submit one paper-copy set of marked-up as-built prints.
	2) Upload PDF electronic files of scanned as-built prints onto DPW’s Owners Web-based Management Software.
	3) Architect will review for completeness.



	B. As-Built Specifications: Submit annotated PDF electronic files of Project's Specifications, including addenda and contract modifications.
	C. As-Built Product Data: Submit annotated PDF electronic files and directories of each submittal.
	1. Where As-Built Product Data are required as part of operation and maintenance manuals, submit duplicate marked-up Product Data as a component of manual.


	1.3 AS-BUILT DRAWINGS
	A. As-Built Prints: Maintain one set of marked-up paper or electronic copies of the Contract Drawings and Shop Drawings, incorporating new and revised drawings as modifications are issued.
	1. Preparation: Mark as-built prints to show the actual installation where installation varies from that shown originally. Require individual or entity who obtained as-built data, whether individual or entity is Installer, subcontractor, or similar en...
	a. Give particular attention to information on concealed elements that would be difficult to identify or measure and record later.
	b. Accurately record information in an acceptable drawing technique.
	c. Record data as soon as possible after obtaining it.
	d. Record and check the markup before enclosing concealed installations.
	e. Cross-reference as-built prints to corresponding photographic documentation.

	2. Content: Types of items requiring marking include, but are not limited to, the following:
	a. Dimensional changes to Drawings.
	b. Revisions to details shown on Drawings.
	c. Depths of foundations.
	d. Locations and depths of underground utilities.
	e. Revisions to routing of piping and conduits.
	f. Revisions to electrical circuitry.
	g. Actual equipment locations.
	h. Duct size and routing.
	i. Locations of concealed internal utilities.
	j. Changes made by Change Order or Construction Change Directive.
	k. Changes made following Architect's written orders.
	l. Details not on the original Contract Drawings.
	m. Field records for variable and concealed conditions.
	n. Record information on the Work that is shown only schematically.

	3. Mark the Contract Drawings and Shop Drawings completely and accurately. Use personnel proficient at recording graphic information in production of marked-up as-built prints.
	4. Mark as-built sets with colors to distinguish between changes for different categories of the Work at same location.
	5. Mark important additional information that was either shown schematically or omitted from original Drawings.
	6. Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and similar identification, where applicable.

	B. Format: Identify and date each record Drawing; include the designation "AS-BUILT DRAWING" in a prominent location.
	1. As-built Prints: Organize as-built prints into manageable sets. If required, bind each set with durable paper cover sheets. Include identification on cover sheets.
	2. Format: Annotated PDF electronic file with comment function enabled.
	3. As-Build Digital Data Files: Organize digital data information into separate electronic files that correspond to each sheet of the Contract Drawings. Name each file with the sheet identification. Include identification in each digital data file.
	4. Identification: As follows:
	a. Project name.
	b. Date.
	c. Designation "AS-BUILT DRAWINGS."
	d. Name of Architect.
	e. Name of Contractor.



	1.4 AS-BUILT SPECIFICATIONS
	A. Preparation: Mark Specifications to indicate the actual product installation where installation varies from that indicated in Specifications, addenda, and contract modifications.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Mark copy with the proprietary name and model number of products, materials, and equipment furnished, including substitutions and product options selected.
	3. Record the name of manufacturer, supplier, Installer, and other information necessary to provide a record of selections made.
	4. For each principal product, indicate whether record Product Data has been submitted in operation and maintenance manuals instead of submitted as As-Built Product Data.
	5. Note related Change Orders, as-built Product Data, and as-built Drawings where applicable.

	B. Format: Submit as-built Specifications as copy scanned PDF electronic file(s) of marked-up paper copy of Specifications.

	1.5 AS-BUILT PRODUCT DATA
	A. Recording: Maintain one copy of each submittal during the construction period for project as-built document purposes. Post changes and revisions to project as-built documents as they occur; do not wait until end of Project.
	B. Preparation: Mark Product Data to indicate the actual product installation where installation varies substantially from that indicated in Product Data submittal.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Include significant changes in the product delivered to Project site and changes in manufacturer's written instructions for installation.
	3. Note related Change Orders, record Specifications, and As-built Drawings where applicable.

	C. Format: Submit As-built Product Data as scanned PDF electronic file(s) of marked-up paper copy of Product Data.
	1. Include as-built Product Data directory organized by Specification Section number and title, electronically linked to each item of as-built Product Data.


	1.6 MAINTENANCE OF AS-BUILT DOCUMENTS
	A. Maintenance of As-Built Documents: Store as-built documents in the field office apart from the Contract Documents used for construction. Do not use project as-built documents for construction purposes. Maintain as-built documents in good order and ...


	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION

	017823 SF - OPERATION AND MAINTmk.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for preparing operation and maintenance manuals, including the following:
	1. Operation and maintenance documentation directory manuals.
	2. Product maintenance manuals.


	1.2 CLOSEOUT SUBMITTALS
	A. Submit operation and maintenance manuals indicated. Provide content for each manual as specified in individual Specification Sections, and as reviewed and approved at the time of Section submittals. Submit reviewed manual content formatted and orga...
	1. Design Professional will comment on whether content of operation and maintenance submittals is acceptable.
	2. Where applicable, clarify and update reviewed manual content to correspond to revisions and field conditions.

	B. Format: Submit operation and maintenance manuals in the following format:
	1. Submit by uploading to web-based project software site. Enable reviewer comments on draft submittals.

	C. Final Manual Submittal: Submit each manual in final form prior to requesting inspection for Substantial Completion and at least 7 (seven) days before commencing demonstration and training. Design Professional will return copy with comments.
	1. Correct or revise each manual to comply with Design Professional's comments. Submit copies of each corrected manual within 15 days of receipt of Design Professional's comments and prior to commencing demonstration and training.

	D. Comply with Section 017700 "Closeout Procedures" for schedule for submitting operation and maintenance documentation.

	1.3 FORMAT OF OPERATION AND MAINTENANCE MANUALS
	A. Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic PDF file for each manual type required.
	1. Electronic Files: Use electronic files prepared by manufacturer where available. Where scanning of paper documents is required, configure scanned file for minimum readable file size.
	2. File Names and Bookmarks: Bookmark individual documents based on file names. Name document files to correspond to system, subsystem, and equipment names used in manual directory and table of contents. Group documents for each system and subsystem i...


	1.4 REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS
	A. Organization of Manuals: Unless otherwise indicated, organize each manual into a separate section for each system and subsystem, and a separate section for each piece of equipment not part of a system. Each manual shall contain the following materi...
	1. Title page.
	2. Table of contents.
	3. Manual contents.

	B. Title Page: Include the following information:
	1. Subject matter included in manual.
	2. Name and address of Project.
	3. Name and address of Owner.
	4. Date of submittal.
	5. Name and contact information for Contractor.
	6. Name and contact information for Construction Manager.
	7. Name and contact information for Design Professional.
	8. Name and contact information for Commissioning Authority.
	9. Names and contact information for major consultants to the Design Professional that designed the systems contained in the manuals.
	10. Cross-reference to related systems in other operation and maintenance manuals.

	C. Table of Contents: List each product included in manual, identified by product name, indexed to the content of the volume, and cross-referenced to Specification Section number in Project Manual.
	D. Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by system, subsystem, and equipment. If possible, assemble instructions for subsystems, equipment, and components of one system into a single binder.
	E. Identification: In the documentation directory and in each operation and maintenance manual, identify each system, subsystem, and piece of equipment with same designation used in the Contract Documents. If no designation exists, assign a designatio...

	1.5 PRODUCT MAINTENANCE MANUALS
	A. Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and maintenance of each product, material, and finish incorporated into the Work.
	B. Content: Organize manual into a separate section for each product, material, and finish. Include source information, product information, maintenance procedures, repair materials and sources, and warranties and bonds, as described below.
	C. Product Information: Include the following, as applicable:
	1. Product name and model number.
	2. Manufacturer's name.
	3. Color, pattern, and texture.
	4. Material and chemical composition.
	5. Reordering information for specially manufactured products.

	D. Maintenance Procedures: Include manufacturer's written recommendations and the following:
	1. Inspection procedures.
	2. Types of cleaning agents to be used and methods of cleaning.
	3. List of cleaning agents and methods of cleaning detrimental to product.
	4. Schedule for routine cleaning and maintenance.
	5. Repair instructions.

	E. Repair Materials and Sources: Include lists of materials and local sources of materials and related services.
	F. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions that would affect validity of warranties or bonds.
	1. Include procedures to follow and required notifications for warranty claims.




	017700 SF - CLOSEOUT PROCEDURESmk.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Drawings and general provisions of the Contract, including Fixed Price Construction Contract and other Division 01 Specification Sections, apply to this Section.
	B. Section includes administrative and procedural requirements for contract closeout, including, but not limited to, the following:
	1. Substantial Completion procedures.
	2. Final completion procedures.
	3. Warranties.
	4. Final cleaning.
	5. Repair of the Work.

	C. Related Requirements:
	1. Section 017823 "Operation and Maintenance Data" for additional operation and maintenance manual requirements.
	2. Section 017839 "Project Record Documents" for submitting Record Drawings, Record Specifications, and Record Product Data.


	1.2 ACTION SUBMITTALS
	A. Product Data: For each type of cleaning agent.
	B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.
	C. Certified List of Incomplete Items: Final submittal at final completion.

	1.3 CLOSEOUT SUBMITTALS
	A. Certificates of Release: From authorities having jurisdiction.
	B. Idaho Division of Public Works Close-Out requirements, including “Conditions Precedent to Final Payment” list. The “Project Finalization” form is required unless specifications indicate otherwise.

	1.4 SUBSTANTIAL COMPLETION PROCEDURES
	A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and corrected (Contractor's punch list), indicating the value of each item on the list and reasons why the Work is incomplete.
	B. Submittals Prior to Substantial Completion: Complete the following a minimum of seven (7) days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction permitting Owner unrestricted use of the Work and access to services and utilities. Include occupancy permits, operating certificates, and similar releases.
	2. Submit closeout submittals specified in other Division 01 Sections, including as-built documents which indicate any field revisions made to the construction documents, operation and maintenance manuals, damage or settlement surveys, property survey...
	3. Submit closeout submittals specified in individual Sections, including specific warranties, workmanship bonds, maintenance service agreements, final certifications, and similar documents. (Verify if hard and/or electronic copies are required from t...
	4. Submit O&M Manuals for compliance with the contract documents.

	C. Procedures Prior to Substantial Completion: Complete the following a minimum of seven (7) days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Complete final cleaning requirements.
	2. Touch up paint and otherwise repair and restore marred exposed finishes to eliminate visual defects.

	D. Inspection: Submit a written request for inspection to determine Substantial Completion a minimum of ten (10) days prior to date the Work will be completed and ready for final inspection and tests. On receipt of request, Design Professional will ei...
	1. Reinspection: Request reinspection when the Work identified in previous inspections as incomplete is completed or corrected.
	2. Results of completed inspection will form the basis of requirements for final completion.


	1.5 FINAL COMPLETION PROCEDURES
	A. Submittals Prior to Final Completion: Before requesting final inspection for determining final completion, complete the following:
	1. Submit final Application for Payment according to Section 012900 "Payment Procedures” via the OMS.
	2. Certified List of Incomplete Items: Submit certified copy of Design Professional's Substantial Completion inspection list of items to be completed or corrected (punch list), endorsed and dated by Design Professional. Certified copy of the list shal...
	3. Idaho Division of Public Works Close-Out requirements.

	B. Inspection: Submit a written request for final inspection to determine acceptance a minimum of 10 days prior to date the work will be completed and ready for final inspection and tests. On receipt of request, Design Professional will either proceed...

	1.6 LIST OF INCOMPLETE ITEMS (PUNCH LIST)
	A. Organization of List: Include name and identification of each space and area affected by construction operations for incomplete items and items needing correction including, if necessary, areas disturbed by Contractor that are outside the limits of...
	1. Organize list of spaces in sequential order
	2. Submit list of incomplete items in the following format:
	a. Design Professional will return annotated file.
	b. PDF electronic file. Design Professional will return annotated file.



	1.7 SUBMITTAL OF PROJECT WARRANTIES
	A. Time of Submittal: Submit written warranties on request of Design Professional for designated portions of the Work where warranties are indicated to commence on dates other than date of Substantial Completion, or when delay in submittal of warranti...
	B. Organize warranty documents into an orderly sequence based on the table of contents of Project Manual.
	C. Warranty Electronic File: Provide warranties and bonds in PDF format. Assemble complete warranty and bond submittal package into a single electronic PDF file with bookmarks enabling navigation to each item. Provide bookmarked table of contents at b...
	1. Submit by uploading to web-based project software site] [by email to Design Professional.

	D. Provide additional copies of each warranty to include in operation and maintenance manuals.


	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or property or that might damage finished surfaces.


	PART 3 -  EXECUTION
	3.1 FINAL CLEANING
	A. General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply with local laws and ordinances and Federal and local environmental and antipollution regulations.
	B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each surface or unit to condition expected in an average commercial building cleaning and maintenance program. Comply with manufacturer's written instructions.
	1. Complete the following cleaning operations before requesting inspection for certification of Substantial Completion for entire Project or for a designated portion of Project:
	a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, including landscape development areas, of rubbish, waste material, litter, and other foreign substances.
	b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other foreign deposits.
	c. Rake grounds that are neither planted nor paved to a smooth, even-textured surface.
	d. Remove tools, construction equipment, machinery, and surplus material from Project site.
	e. Remove snow and ice to provide safe access to building.
	f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, films, and similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. Restore reflective surfaces to their original cond...
	g. Remove debris and surface dust from limited access spaces, including roofs, plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces.
	h. Sweep concrete floors broom clean in unoccupied spaces.
	i. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean according to manufacturer's recommendations if visible soil or stains remain.
	j. Clean transparent materials, including mirrors and glass in doors and windows. Remove glazing compounds and other noticeable, vision-obscuring materials. Polish mirrors and glass, taking care not to scratch surfaces.
	k. Remove labels that are not permanent.
	l. Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove excess lubrication, paint and mortar droppings, and other foreign substances
	m. Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from water exposure.
	n. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of diffusers, registers, and grills.
	o. Clean ducts, blowers, and coils if units were operated without filters during construction or that display contamination with particulate matter on inspection.
	1) Clean HVAC system in compliance with NADCA Standard 1992-01. Provide written report on completion of cleaning.

	p. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency.
	q. Leave Project clean and ready for occupancy.


	C. Construction Waste Disposal: Comply with waste disposal requirements in Section 017419 "Construction Waste Management."

	3.2 REPAIR OF THE WORK
	A. Complete repair and restoration operations, as well as any damage to surrounding areas. Repair includes replacing defective parts, refinishing damaged surfaces, touching up with matching materials, and properly adjusting operating equipment. Where ...
	1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other damaged transparent materials.
	2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. Replace finishes and surfaces that that already show evidence of repair or restoration.
	a. Do not paint over "UL" and other required labels and identification, including mechanical and electrical nameplates. Remove paint applied to required labels and identification.

	3. Replace parts subject to operating conditions during construction that may impede operation or reduce longevity.
	4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and noisy starters in fluorescent and mercury vapor fixtures to comply with requirements for new fixtures.

	B. Repair, or remove and replace, defective construction.
	END OF SECTION 017700
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for the following:
	1. Disposing of nonhazardous waste.


	1.2 DEFINITIONS
	A. Construction Waste: Building and site improvement materials and other solid waste resulting from construction, remodeling, renovation, or repair operations. Construction waste includes packaging.
	B. Demolition Waste: Building and site improvement materials resulting from demolition or selective demolition operations.
	C. Disposal: Removal off-site of demolition and construction waste and subsequent sale, recycling, reuse, or deposit in landfill or incinerator acceptable to authorities having jurisdiction.
	D. Recycle: Recovery of demolition or construction waste for subsequent processing in preparation for reuse.
	E. Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another facility.
	F. Salvage and Reuse: Recovery of demolition or construction waste and subsequent incorporation into the Work.


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 PLAN IMPLEMENTATION
	A. General: Implement approved waste management plan. Provide handling, containers, storage, signage, transportation, and other items as required to implement waste management plan during the entire duration of the Contract.
	B. Waste Management Coordinator: Engage a waste management coordinator to be responsible for implementing, monitoring, and reporting status of waste management work plan.
	C. Training: Train workers, subcontractors, and suppliers on proper waste management procedures, as appropriate for the Work occurring at Project site.
	D. Site Access and Temporary Controls: Conduct waste management operations to ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities.
	1. Comply with Section 015000 "Temporary Facilities and Controls" for controlling dust and dirt, environmental protection, and noise control.


	3.2 DISPOSAL OF WASTE
	A. General: Except for items or materials to be salvaged, recycled, or otherwise reused, remove waste materials from Project site and legally dispose of them in a landfill or incinerator acceptable to authorities having jurisdiction.
	1. Except as otherwise specified, do not allow waste materials that are to be disposed of accumulate on-site.
	2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas.

	B. Burning: Do not burn waste materials.
	C. Disposal: Remove waste materials from Owner's property and legally dispose of them.
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes general administrative and procedural requirements governing execution of the Work including, but not limited to, the following:
	1. Installation of the Work.
	2. Cutting and patching.
	3. Progress cleaning.
	4. Starting and adjusting.
	5. Protection of installed construction.

	B. Related Requirements:
	1. Section 011000 "Summary" for limits on use of Project site.
	2. Section 017700 "Closeout Procedures" for submitting final property survey with Project Record Documents, recording of Owner-accepted deviations from indicated lines and levels, replacing defective work, and final cleaning.


	1.2 QUALITY ASSURANCE
	A. Cutting and Patching: Comply with requirements for and limitations on cutting and patching of construction elements.
	1. Structural Elements: When cutting and patching structural elements, notify Design Professional of locations and details of cutting and await directions from Design Professional before proceeding. Shore, brace, and support structural elements during...
	2. Operational Elements: Do not cut and patch operating elements and related components in a manner that results in reducing their capacity to perform as intended or that results in increased maintenance or decreased operational life or safety.
	3. Other Construction Elements: Do not cut and patch other construction elements or components in a manner that could change their load-carrying capacity, that results in reducing their capacity to perform as intended, or that results in increased mai...
	a. Water, moisture, or vapor barriers.
	b. Membranes and flashings.
	c. Equipment supports.
	d. Piping, ductwork, vessels, and equipment.
	e. Noise- and vibration-control elements and systems.

	4. Visual Elements: Do not cut and patch construction in a manner that results in visual evidence of cutting and patching. Do not cut and patch exposed construction in a manner that would, in Design Professional's opinion, reduce the building's aesthe...

	B. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written recommendations and instructions for installation of products and equipment.


	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. General: Comply with requirements specified in other Sections.
	B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent possible.
	1. If identical materials are unavailable or cannot be used, use materials that, when installed, will provide a match acceptable to Design Professional for the visual and functional performance of in-place materials.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examination and Acceptance of Conditions: Before proceeding with each component of the Work, examine substrates, areas, and conditions, with Installer or Applicator present where indicated, for compliance with requirements for installation toleranc...
	1. Examine roughing-in for mechanical and electrical systems to verify actual locations of connections before equipment and fixture installation.
	2. Examine walls, floors, and roofs for suitable conditions where products and systems are to be installed.
	3. Verify compatibility with and suitability of substrates, including compatibility with existing finishes or primers.

	B. Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding with the Work indicates acceptance of surfaces and conditions.

	3.2 PREPARATION
	A. Field Measurements: Take field measurements as required to fit the Work properly. Recheck measurements before installing each product. Where portions of the Work are indicated to fit to other construction, verify dimensions of other construction by...
	B. Space Requirements: Verify space requirements and dimensions of items shown diagrammatically on Drawings.
	C. Review of Contract Documents and Field Conditions: Immediately on discovery of the need for clarification of the Contract Documents caused by differing field conditions outside the control of Contractor, submit a request for information to Design P...

	3.3 INSTALLATION
	A. General: Locate the Work and components of the Work accurately, in correct alignment and elevation, as indicated.
	1. Make vertical work plumb and make horizontal work level.
	2. Where space is limited, install components to maximize space available for maintenance and ease of removal for replacement.
	3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.
	4. Maintain minimum headroom clearance of in occupied spaces and in unoccupied spaces, or as required by authorities having jurisdiction.

	B. Comply with manufacturer's written instructions and recommendations for installing products in applications indicated.
	C. Install products at the time and under conditions that will ensure the best possible results. Maintain conditions required for product performance until Substantial Completion.
	D. Conduct construction operations so no part of the Work is subjected to damaging operations or loading in excess of that expected during normal conditions of occupancy.
	E. Sequence the Work and allow adequate clearances to accommodate movement of construction items on site and placement in permanent locations.
	F. Tools and Equipment: Where possible, select tools or equipment that minimize production of excessive noise levels.
	G. Templates: Obtain and distribute to the parties involved templates for work specified to be factory prepared and field installed. Check Shop Drawings of other portions of the Work to confirm that adequate provisions are made for locating and instal...
	H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size and number to securely anchor each component in place, accurately located and aligned with other portions of the Work. Where size and type of attachments ...
	1. Mounting Heights: Where mounting heights are not indicated, mount components at heights directed by Design Professional.
	2. Allow for building movement, including thermal expansion and contraction.
	3. Coordinate installation of anchorages. Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral anchors, that are to be embedded in concrete or masonry...

	I. Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated, arrange joints for the best visual effect. Fit exposed connections together to form hairline joints.
	J. Remove and replace damaged, defective, or non-conforming Work.

	3.4 CUTTING AND PATCHING
	A. Cutting and Patching, General: Employ skilled workers to perform cutting and patching. Proceed with cutting and patching at the earliest feasible time, and complete without delay.
	1. Cut in-place construction to provide for installation of other components or performance of other construction, and subsequently patch as required to restore surfaces to their original condition.

	B. Protection: Protect in-place construction during cutting and patching to prevent damage. Provide protection from adverse weather conditions for portions of Project that might be exposed during cutting and patching operations.
	C. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar operations, including excavation, using methods least likely to damage elements retained or adjoining construction. If possible, review proposed proce...
	1. In general, use hand or small power tools designed for sawing and grinding, not hammering and chopping. Cut holes and slots neatly to minimum size required, and with minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use.
	2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.

	D. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations following performance of other work. Patch with durable seams that are as invisible as practicable. Provide materials and comply with installation r...
	1. Inspection: Where feasible, test and inspect patched areas after completion to demonstrate physical integrity of installation.
	2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration into retained adjoining construction in a manner that will minimize evidence of patching and refinishing.
	a. Clean piping, conduit, and similar features before applying paint or other finishing materials.
	b. Restore damaged pipe covering to its original condition.

	3. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane surface of uniform appearance.
	4. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a weathertight condition and ensures thermal and moisture integrity of building enclosure.

	E. Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, mortar, oils, putty, and similar materials from adjacent finished surfaces.

	3.5 PROGRESS CLEANING
	A. General: Clean Project site and work areas daily, including common areas. Enforce requirements strictly. Dispose of materials lawfully.
	1. Comply with requirements in NFPA 241 for removal of combustible waste materials and debris.
	2. Do not hold waste materials more than seven days during normal weather or three days if the temperature is expected to rise above 80 deg F.
	3. Containerize hazardous and unsanitary waste materials separately from other waste. Mark containers appropriately and dispose of legally, according to regulations.
	a. Use containers intended for holding waste materials of type to be stored.

	4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors are working concurrently.

	B. Site: Maintain Project site free of waste materials and debris.
	C. Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for proper execution of the Work.
	1. Remove liquid spills promptly.
	2. Where dust would impair proper execution of the Work, broom-clean or vacuum the entire work area, as appropriate.

	D. Installed Work: Keep installed work clean. Clean installed surfaces according to written instructions of manufacturer or fabricator of product installed, using only cleaning materials specifically recommended. If specific cleaning materials are not...
	E. Concealed Spaces: Remove debris from concealed spaces before enclosing the space.
	F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure freedom from damage and deterioration at time of Substantial Completion.
	G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials down sewers or into waterways. Comply with waste disposal requirements in Section 015000 "Temporary Facilities and Controls”
	H. During handling and installation, clean and protect construction in progress and adjoining materials already in place. Apply protective covering where required to ensure protection from damage or deterioration at Substantial Completion.
	I. Clean and provide maintenance on completed construction as frequently as necessary through the remainder of the construction period. Adjust and lubricate operable components to ensure operability without damaging effects.
	J. Limiting Exposures: Supervise construction operations to ensure that no part of the construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious exposure during the construction period.

	3.6 STARTING AND ADJUSTING
	A. Adjust equipment for proper operation. Adjust operating components for proper operation without binding.
	B. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and equipment.
	C. Manufacturer's Field Service: Comply with qualification requirements in Section 014000 "Quality Requirements."

	3.7 PROTECTION OF INSTALLED CONSTRUCTION
	A. Provide final protection and maintain conditions that ensure installed Work is without damage or deterioration at time of Substantial Completion.
	B. Protection of Existing Items: Provide protection and ensure that existing items to remain undisturbed by construction are maintained in condition that existed at commencement of the Work.
	C. Comply with manufacturer's written instructions for temperature and relative humidity.
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for selection of products for use in Project; product delivery, storage, and handling; manufacturers' standard warranties on products; special warranties; and comparable products.
	B. Related Requirements:
	1. Section 012500 "Substitution Procedures" for requests for substitutions.


	1.2 DEFINITIONS
	A. Products: Items obtained for incorporating into the Work, whether purchased for Project or taken from previously purchased stock. The term "product" includes the terms "material," "equipment," "system," and terms of similar intent.
	1. Named Products: Items identified by manufacturer's product name, including make or model number or other designation shown or listed in manufacturer's published product literature that is current as of date of the Contract Documents.
	2. New Products: Items that have not previously been incorporated into another project or facility. Products salvaged or recycled from other projects are not considered new products.
	3. Comparable Product: Product that is demonstrated and approved by Design Professional through submittal process to have the indicated qualities related to type, function, dimension, in-service performance, physical properties, appearance, and other ...

	B. Basis-of-Design Product Specification: A specification in which a single manufacturer's product is named and accompanied by the words "basis-of-design product," including make or model number or other designation. In addition to the basis-of-design...

	1.3 ACTION SUBMITTALS
	A. Comparable Product Request Submittal: Submit request for consideration of each comparable product. Identify basis-of-design product or fabrication or installation method to be replaced. Include Specification Section number and title and Drawing num...
	1. Include data to indicate compliance with the requirements specified in "Comparable Products" Article.
	2. Design Professional's Action: If necessary, Design Professional will request additional information or documentation for evaluation within seven (7) days of receipt of a comparable product request. Design Professional will notify Contractor of appr...
	a. Form of Design Professional's Approval of Submittal: As specified in Section 013300 "Submittal Procedures."
	b. Use product specified if Design Professional does not issue a decision on use of a comparable product request within time allocated.


	B. Basis-of-Design Product Specification Submittal: Comply with requirements in Section 013300 "Submittal Procedures." Show compliance with requirements.

	1.4 QUALITY ASSURANCE
	A. Compatibility of Options: If Contractor is given option of selecting between two or more products for use on Project, select product compatible with products previously selected, even if previously selected products were also options.

	1.5 PRODUCT DELIVERY, STORAGE, AND HANDLING
	A. Deliver, store, and handle products using means and methods that will prevent damage, deterioration, and loss, including theft and vandalism. Comply with manufacturer's written instructions.
	B. Delivery and Handling:
	1. Schedule delivery to minimize long-term storage at Project site and to prevent overcrowding of construction spaces.
	2. Coordinate delivery with installation time to ensure minimum holding time for items that are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other losses.
	3. Deliver products to Project site in an undamaged condition in manufacturer's original sealed container or other packaging system, complete with labels and instructions for handling, storing, unpacking, protecting, and installing.
	4. Inspect products on delivery to determine compliance with the Contract Documents and to determine that products are undamaged and properly protected.

	C. Storage:
	1. Store products to allow for inspection and measurement of quantity or counting of units.
	2. Store materials in a manner that will not endanger Project structure.
	3. Store products that are subject to damage by the elements, under cover in a weathertight enclosure above ground, with ventilation adequate to prevent condensation.
	4. Protect foam plastic from exposure to sunlight, except to extent necessary for period of installation and concealment.
	5. Comply with product manufacturer's written instructions for temperature, humidity, ventilation, and weather-protection requirements for storage.
	6. Protect stored products from damage and liquids from freezing.


	1.6 PRODUCT WARRANTIES
	A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on product warranties do not relieve Contractor of obligations ...
	1. Manufacturer's Warranty: Written warranty furnished by individual manufacturer for a particular product and specifically endorsed by manufacturer to Owner.
	2. Special Warranty: Written warranty required by the Contract Documents to provide specific rights for Owner.

	B. Special Warranties: Prepare a written document that contains appropriate terms and identification, ready for execution.
	1. Manufacturer's Standard Form: Modified to include Project-specific information and properly executed.
	2. Specified Form: When specified forms are included with the Specifications, prepare a written document using indicated form properly executed.
	3. See other Sections for specific content requirements and particular requirements for submitting special warranties.



	PART 2 -  PRODUCTS
	2.1 PRODUCT SELECTION PROCEDURES
	A. General Product Requirements: Provide products that comply with the Contract Documents, are undamaged and, unless otherwise indicated, are new at time of installation.
	1. Provide products complete with accessories, trim, finish, fasteners, and other items needed for a complete installation and indicated use and effect.
	2. Standard Products: If available, and unless custom products or nonstandard options are specified, provide standard products of types that have been produced and used successfully in similar situations on other projects.
	3. Owner reserves the right to limit selection to products with warranties meeting requirements of the Contract Documents.
	4. Where products are accompanied by the term "as selected," Design Professional will make selection.
	5. Descriptive, performance, and reference standard requirements in the Specifications establish salient characteristics of products.

	B. Product Selection Procedures:
	1. Sole Product: Where Specifications name a single manufacturer and product, provide the named product that complies with requirements. Comparable products or substitutions for Contractor's convenience will not be considered.
	a. Sole product may be indicated by the phrase: "Subject to compliance with requirements, provide the following: …"

	2. Sole Manufacturer/Source: Where Specifications name a single manufacturer or source, provide a product by the named manufacturer or source that complies with requirements. Comparable products or substitutions for Contractor's convenience will not b...
	a. Sole manufacturer/source may be indicated by the phrase: "Subject to compliance with requirements, provide products by the following: …"

	3. Limited List of Products: Where Specifications include a list of names of both manufacturers and products, provide one of the products listed that complies with requirements. Comparable products or substitutions for Contractor's convenience  will n...
	a. Limited list of products may be indicated by the phrase: "Subject to compliance with requirements, provide one of the following: …"

	4. Non-Limited List of Products: Where Specifications include a list of names of both available manufacturers and products, provide one of the products listed, or an unnamed product, which complies with requirements.
	a. Non-limited list of products is indicated by the phrase: "Subject to compliance with requirements, available products that may be incorporated in the Work include, but are not limited to, the following: …"

	5. Limited List of Manufacturers: Where Specifications include a list of manufacturers' names, provide a product by one of the manufacturers listed that complies with requirements. Comparable products or substitutions for Contractor's convenience will...
	a. Limited list of manufacturers is indicated by the phrase: "Subject to compliance with requirements, provide products by one of the following: …"

	6. Non-Limited List of Manufacturers: Where Specifications include a list of available manufacturers, provide a product by one of the manufacturers listed, or a product by an unnamed manufacturer, which complies with requirements.
	a. Non-limited list of manufacturers is indicated by the phrase: "Subject to compliance with requirements, available manufacturers whose products may be incorporated in the Work include, but are not limited to, the following: …"

	7. Basis-of-Design Product: Where Specifications name a product, or refer to a product indicated on Drawings, and include a list of manufacturers, provide the specified or indicated product or a comparable product by one of the other named manufacture...
	a. For approval of products by unnamed manufacturers, comply with requirements in Section 012500 "Substitution Procedures" for substitutions for convenience.


	C. Visual Matching Specification: Where Specifications require "match Design Professional's sample," provide a product that complies with requirements and matches Design Professional's sample. Design Professional's decision will be final on whether a ...
	1. If no product available within specified category matches and complies with other specified requirements, comply with requirements in Section 012500 "Substitution Procedures" for proposal of product.

	D. Visual Selection Specification: Where Specifications include the phrase "as selected by Design Professional from manufacturer's full range" or similar phrase, select a product that complies with requirements. Design Professional will select color, ...

	2.2 COMPARABLE PRODUCTS
	A. Conditions for Consideration of Comparable Products: Design Professional will consider Contractor's request for comparable product when the following conditions are satisfied. If the following conditions are not satisfied, Design Professional may r...
	1. Evidence that proposed product does not require revisions to the Contract Documents, is consistent with the Contract Documents, will produce the indicated results, and is compatible with other portions of the Work. Detailed comparison of significan...
	2. Evidence that proposed product provides specified warranty.
	3. List of similar installations for completed projects with project names and addresses and names and addresses of Design Professionals and owners, if requested.
	4. Samples, if requested.
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes requirements for temporary utilities, support facilities, and security and protection facilities.
	B. Related Requirements:
	1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions.


	1.2 USE CHARGES
	A. Water Service: Owner will pay water-service use charges for water used by all entities for construction operations.
	B. Water and Sewer Service from Existing System: Water from Owner's existing water system is available for use without metering and without payment of use charges. Provide connections and extensions of services as required for construction operations.


	PART 2 -  PRODUCTS
	2.1 EQUIPMENT
	A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by locations and classes of fire exposures.


	PART 3 -  EXECUTION
	3.1 TEMPORARY UTILITY INSTALLATION
	A. Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of construction personnel. Comply with requirements of authorities having jurisdiction for type, number, location, operation, and maintenance of fixtures an...
	B. Electric Power Service: Provide electric power service and distribution system of sufficient size, capacity, and power characteristics required for construction operations.
	1. Install electric power service overhead and underground unless otherwise indicated.


	3.2 SUPPORT FACILITIES INSTALLATION
	A. Parking: Use designated areas of Owner's existing parking areas for construction personnel.
	B. Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste from construction operations. Comply with requirements of authorities having jurisdiction.
	C. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.
	1. Truck cranes and similar devices used for hoisting materials are considered "tools and equipment" and not temporary facilities.

	D. Existing Stair Usage: Use of Owner's existing stairs will be permitted, provided stairs are cleaned and maintained in a condition acceptable to Owner. At Substantial Completion, restore stairs to condition existing before initial use.
	1. Provide protective coverings, barriers, devices, signs, or other procedures to protect stairs and to maintain means of egress. If stairs become damaged, restore damaged areas so no evidence remains of correction work.


	3.3 SECURITY AND PROTECTION FACILITIES INSTALLATION
	A. Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and other improvements at Project site and on adjacent properties, except those indicated to be removed or altered. Repair damage to existing facilities.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including Fixed Price Construction Contract and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for quality assurance and quality control.
	B. Testing and inspecting services are required to verify compliance with requirements specified or indicated. These services do not relieve Contractor of responsibility for compliance with the Contract Document requirements.
	1. Specific quality-assurance and -control requirements for individual construction activities are specified in the Sections that specify those activities. Requirements in those Sections may also cover production of standard products.
	2. Specified tests, inspections, and related actions do not limit Contractor's other quality-assurance and -control procedures that facilitate compliance with the Contract Document requirements.
	3. Requirements for Contractor to provide quality-assurance and -control services required by Design Professional, or Owner, or authorities having jurisdiction are not limited by provisions of this Section.
	4. Specific test and inspection requirements are not specified in this Section.


	1.3 DEFINITIONS
	A. Quality-Assurance Services: Activities, actions, and procedures performed before and during execution of the Work to guard against defects and deficiencies and substantiate that proposed construction will comply with requirements.
	B. Quality-Control Services: Tests, inspections, procedures, and related actions during and after execution of the Work to evaluate that actual products incorporated into the Work and completed construction comply with requirements. Services do not in...
	C. Mockups: Full-size physical assemblies that are constructed on-site. Mockups are constructed to verify selections made under Sample submittals; to demonstrate aesthetic effects and, where indicated, qualities of materials and execution; to review c...
	1. Laboratory Mockups: Full-size physical assemblies constructed at testing facility to verify performance characteristics.
	2. Integrated Exterior Mockups: Mockups of the exterior envelope erected separately from the building but on Project site, consisting of multiple products, assemblies, and subassemblies.
	3. Room Mockups: Mockups of typical interior spaces complete with wall, floor, and ceiling finishes, doors, windows, millwork, casework, specialties, furnishings and equipment, and lighting.

	D. Preconstruction Testing: Tests and inspections performed specifically for Project before products and materials are incorporated into the Work, to verify performance or compliance with specified criteria.
	E. Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to establish product performance and compliance with specifi...
	F. Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g., plant, mill, factory, or shop.
	G. Field Quality-Control Testing: Tests and inspections that are performed on-site for installation of the Work and for completed Work.
	H. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing laboratory shall mean the same as testing agency.
	I. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, including installation, erection, application, and similar operati...
	1. Use of trade-specific terminology in referring to a trade or entity does not require that certain construction activities be performed by accredited or unionized individuals, or that requirements specified apply exclusively to specific trade(s).

	J. Experienced: When used with an entity or individual, "experienced" means having successfully completed a minimum of five previous projects similar in nature, size, and extent to this Project; being familiar with special requirements indicated; and ...

	1.4 CONFLICTING REQUIREMENTS
	A. Referenced Standards: If compliance with two or more standards is specified and the standards establish different or conflicting requirements for minimum quantities or quality levels, comply with the most stringent requirement. Refer conflicting re...
	B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be the minimum provided or performed. The actual installation may comply exactly with the minimum quantity or quality specified, or it may exceed the minimum...

	1.5 INFORMATIONAL SUBMITTALS
	A. Schedule of Tests and Inspections: Prepare in tabular form and include the following:
	1. Specification Section number and title.
	2. Entity responsible for performing tests and inspections.
	3. Description of test and inspection.
	4. Identification of applicable standards.
	5. Identification of test and inspection methods.
	6. Number of tests and inspections required.
	7. Time schedule or time span for tests and inspections.
	8. Requirements for obtaining samples.
	9. Unique characteristics of each quality-control service.


	1.6 CONTRACTOR'S QUALITY-CONTROL PLAN
	A. Quality-Control Personnel Qualifications: Engage qualified full-time personnel trained and experienced in managing and executing quality-assurance and quality-control procedures similar in nature and extent to those required for Project.
	1. Project quality-control manager may also serve as Project superintendent.

	B. Submittal Procedure: Describe procedures for ensuring compliance with requirements through review and management of submittal process. Indicate qualifications of personnel responsible for submittal review.
	C. Continuous Inspection of Workmanship: Describe process for continuous inspection during construction to identify and correct deficiencies in workmanship in addition to testing and inspection specified. Indicate types of corrective actions to be req...
	D. Monitoring and Documentation: Maintain testing and inspection reports including log of approved and rejected results. Include work Design Professional has indicated as nonconforming or defective. Indicate corrective actions taken to bring nonconfor...

	1.7 REPORTS AND DOCUMENTS
	A. Test and Inspection Reports: Prepare and submit certified written reports specified in other Sections. Include the following:
	1. Date of issue.
	2. Project title and number.
	3. Name, address, and telephone number of testing agency.
	4. Dates and locations of samples and tests or inspections.
	5. Names of individuals making tests and inspections.
	6. Description of the Work and test and inspection method.
	7. Identification of product and Specification Section.
	8. Complete test or inspection data.
	9. Test and inspection results and an interpretation of test results.
	10. Record of temperature and weather conditions at time of sample taking and testing and inspecting.
	11. Comments or professional opinion on whether tested or inspected Work complies with the Contract Document requirements.
	12. Name and signature of laboratory inspector.
	13. Recommendations on retesting and re-inspecting.

	B. Manufacturer's Technical Representative's Field Reports: Prepare written information documenting manufacturer's technical representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, and telephone number of technical representative making report.
	2. Statement on condition of substrates and their acceptability for installation of product.
	3. Statement that products at Project site comply with requirements.
	4. Summary of installation procedures being followed, whether they comply with requirements and, if not, what corrective action was taken.
	5. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	6. Statement whether conditions, products, and installation will affect warranty.
	7. Other required items indicated in individual Specification Sections.

	C. Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses, certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee payments, judgments, correspondence, records, and simi...

	1.8 QUALITY ASSURANCE
	A. General: Qualifications paragraphs in this article establish the minimum qualification levels required; individual Specification Sections specify additional requirements.
	B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required u...
	C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required units.
	D. Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling work similar in material, design, and extent to that indicated for this Project, whose work has resulted in construction with a record of successful i...
	E. Manufacturer's Technical Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to observe and inspect installation of manufacturer's products that are similar in material, design, an...

	1.9 QUALITY CONTROL
	A. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are Contractor's responsibility. Perform additional quality-control activities required to verify that the Work complies with requirements, whether specified or not.
	1. Unless otherwise indicated, provide quality-control services specified and those required by authorities having jurisdiction. Perform quality-control services required of Contractor by authorities having jurisdiction, whether specified or not.
	2. Testing and inspecting requested by Contractor and not required by the Contract Documents are Contractor's responsibility.

	B. Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical representative to observe and inspect the Work. Manufacturer's technical representative's services include participation in pre-installation conferences, examinat...
	C. Retesting/Re-inspecting: Regardless of whether original tests or inspections were Contractor's responsibility, provide quality-control services, including retesting and re-inspecting, for construction that replaced Work that failed to comply with t...


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 TEST AND INSPECTION LOG
	A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
	1. Date test or inspection was conducted.
	2. Description of the Work tested or inspected.
	3. Date test or inspection results were transmitted to Architect.
	4. Identification of testing agency or special inspector conducting test or inspection.

	B. Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and inspection log for Owner and Design Professional’s reference during normal working hours.

	3.2 REPAIR AND PROTECTION
	A. General: On completion of testing, inspecting, sample taking, and similar services, repair damaged construction and restore substrates and finishes.
	1. Provide materials and comply with installation requirements specified in other Specification Sections or matching existing substrates and finishes. Restore patched areas and extend restoration into adjoining areas with durable seams that are as inv...

	B. Protect construction exposed by or for quality-control service activities.
	C. Repair and protection are Contractor's responsibility, regardless of the assignment of responsibility for quality-control services.
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Submittal schedule requirements.
	2. Administrative and procedural requirements for submittals.


	1.2 DEFINITIONS
	A. Action Submittals: Written and graphic information and physical samples that require Design Professional's responsive action. Action submittals are those submittals indicated in individual Specification Sections as "action submittals."
	B. Informational Submittals: Written and graphic information and physical samples that do not require Design Professional's responsive action. Submittals may be rejected for not complying with requirements. Informational submittals are those submittal...

	1.3 SUBMITTAL SCHEDULE
	A. Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged in chronological order by dates required by construction schedule. Include time required for review, ordering, manufacturing, fabrication, and delivery when establis...

	1.4 SUBMITTAL FORMATS
	A. Submittal Information: Include the following information in each submittal:
	1. Project name.
	2. Date.
	3. Name of Design Professional.
	4. Name of Construction Manager.
	5. Name of Contractor.
	6. Name of firm or entity that prepared submittal.
	7. Names of subcontractor, manufacturer, and supplier.
	8. Unique submittal number, including revision identifier. Include Specification Section number with sequential alphanumeric identifier; and alphanumeric suffix for resubmittals.
	9. Category and type of submittal.
	10. Submittal purpose and description.
	11. Number and title of Specification Section, with paragraph number and generic name for each of multiple items.
	12. Drawing number and detail references, as appropriate.
	13. Indication of full or partial submittal.
	14. Location(s) where product is to be installed, as appropriate.
	15. Other necessary identification.
	16. Remarks.
	17. Signature of transmitter.

	B. Options: Identify options requiring selection by Design Professional.
	C. Deviations and Additional Information: On each submittal, clearly indicate deviations from requirements in the Contract Documents, including minor variations and limitations; include relevant additional information and revisions, other than those r...
	D. Submittals:
	1. Upload Submittals on Owners web-based management software (OMS). Contractor to initiate the process via “Construction Management”, then “Submittal” tab within the website.
	E. Submittals for Web-Based Project Software: Prepare submittals as PDF files, or other format indicated by Project software website.

	1.5 SUBMITTAL PROCEDURES
	A. Prepare and submit submittals required by individual Specification Sections. Types of submittals are indicated in individual Specification Sections.
	1. Web-Based Project Software: Prepare submittals in PDF form, and upload to OMS. Enter required data in web-based software site to fully identify submittal.
	2. Samples: Prepare submittals and deliver to Design Professional.

	B. Coordination: Coordinate preparation and processing of submittals with performance of construction activities.
	1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and related activities that require sequential activity.
	2. Submit all submittal items required for each Specification Section concurrently unless partial submittals for portions of the Work are indicated on approved submittal schedule.
	3. Submit action submittals and informational submittals required by the same Specification Section as separate packages under separate transmittals.

	C. Processing Time: Allow time for submittal review, including time for resubmittals, as follows. Time for review shall commence on Design Professional's receipt of submittal. No extension of the Contract Time will be authorized because of failure to ...
	1. Initial Review: Allow seven (7) days for initial review of each submittal. Allow additional time if coordination with subsequent submittals is required. Design Professional will advise Contractor when a submittal being processed must be delayed for...
	2. Resubmittal Review: Allow seven (7) days for review of each resubmittal.

	D. Resubmittals: Make resubmittals in same form as initial submittal.
	E. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, installers, authorities having jurisdiction, and others as necessary for performance of construction activities. Show distribution on transmi...
	F. Use for Construction: Retain complete copies of submittals on Project site, as needed. Use only final action submittals that are marked with approval notation from Design Professional's action stamp.

	1.6 SUBMITTAL REQUIREMENTS
	A. Product Data: Collect information into a single submittal for each element of construction and type of product or equipment.
	1. If information must be specially prepared for submittal because standard published data are unsuitable for use, submit as Shop Drawings, not as Product Data.
	2. Mark each copy of each submittal to show which products and options are applicable.
	3. Include the following information, as applicable:
	a. Manufacturer's catalog cuts.
	b. Manufacturer's product specifications.
	c. Standard color charts.
	d. Statement of compliance with specified referenced standards.
	e. Testing by recognized testing agency.
	f. Application of testing agency labels and seals.
	g. Notation of coordination requirements.
	h. Availability and delivery time information.

	4. For equipment, include the following in addition to the above, as applicable:
	a. Wiring diagrams that show factory-installed wiring.
	b. Printed performance curves.
	c. Operational range diagrams.
	d. Clearances required to other construction, if not indicated on accompanying Shop Drawings.

	5. Submit Product Data before Shop Drawings, and before or concurrent with Samples.

	B. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base Shop Drawings on reproductions of the Contract Documents or standard printed data.
	1. Preparation: Fully illustrate requirements in the Contract Documents. Include the following information, as applicable:
	a. Identification of products.
	b. Schedules.
	c. Compliance with specified standards.
	d. Notation of coordination requirements.
	e. Notation of dimensions established by field measurement.
	f. Relationship and attachment to adjoining construction clearly indicated.
	g. Seal and signature of professional engineer if specified.


	C. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these characteristics with other materials.
	1. Transmit Samples that contain multiple, related components such as accessories together in one submittal package.
	2. Identification: Permanently attach label on unexposed side of Samples that includes the following:
	a. Project name and submittal number.
	b. Generic description of Sample.
	c. Product name and name of manufacturer.
	d. Sample source.
	e. Number and title of applicable Specification Section.
	f. Specification paragraph number and generic name of each item.

	3. Transmittal: Upload PDF transmittal to the Owners web based management software under submittals. Include digital image file illustrating Sample characteristics, and identification information for record.
	4. Web-Based Project Software: Prepare submittals in PDF form, and upload to Owners web-based Project software website. Enter required data in web-based software site to fully identify submittal.
	5. Paper Transmittal: Include paper transmittal including complete submittal information indicated for samples delivered to the Design Professional.
	6. Disposition: Maintain sets of approved Samples at Project site, available for quality-control comparisons throughout the course of construction activity. Sample sets may be used to determine final acceptance of construction associated with each set.
	a. Samples that may be incorporated into the Work are indicated in individual Specification Sections. Such Samples must be in an undamaged condition at time of use.
	b. Samples not incorporated into the Work, or otherwise designated as Owner's property, are the property of Contractor.

	7. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or sections of units showing the full range of colors, textures, and patterns available.
	a. Number of Samples: Submit two (2) full set(s) of available choices where color, pattern, texture, or similar characteristics are required to be selected from manufacturer's product line. Design Professional will return submittal with options selected.

	8. Samples for Verification: Submit full-size units or Samples of size indicated, prepared from same material to be used for the Work, cured and finished in manner specified, and physically identical with material or product proposed for use, and that...
	a. Number of Samples: Submit three (3) sets of Samples. Design Professional will retain two Sample sets; remainder will be returned.
	1) Submit a single Sample where assembly details, workmanship, fabrication techniques, connections, operation, and other similar characteristics are to be demonstrated.
	2) If variation in color, pattern, texture, or other characteristic is inherent in material or product represented by a Sample, submit at least three sets of paired units that show approximate limits of variations.



	D. Product Schedule: As required in individual Specification Sections, prepare a written summary indicating types of products required for the Work and their intended location. Include the following information in tabular form:
	E. Qualification Data: Prepare written information that demonstrates capabilities and experience of firm or person. Include lists of completed projects with project names and addresses, contact information of Design Professionals and owners, and other...
	F. Design Data: Prepare and submit written and graphic information indicating compliance with indicated performance and design criteria in individual Specification Sections. Include list of assumptions and summary of loads. Include load diagrams if ap...
	G. Certificates:
	1. Certificates and Certifications Submittals: Submit a statement that includes signature of entity responsible for preparing certification. Certificates and certifications shall be signed by an officer or other individual authorized to sign documents...
	2. Installer Certificates: Submit written statements on manufacturer's letterhead certifying that Installer complies with requirements in the Contract Documents and, where required, is authorized by manufacturer for this specific Project.
	3. Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying that manufacturer complies with requirements in the Contract Documents. Include evidence of manufacturing experience where required.
	4. Material Certificates: Submit written statements on manufacturer's letterhead certifying that material complies with requirements in the Contract Documents.
	5. Product Certificates: Submit written statements on manufacturer's letterhead certifying that product complies with requirements in the Contract Documents.
	6. Welding Certificates: Prepare written certification that welding procedures and personnel comply with requirements in the Contract Documents. Submit record of Welding Procedure Specification and Procedure Qualification Record on AWS forms. Include ...

	H. Test and Research Reports:
	1. Compatibility Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of compatibility tests performed before installation of product. Include written recommendation...
	2. Field Test Reports: Submit written reports indicating and interpreting results of field tests performed either during installation of product or after product is installed in its final location, for compliance with requirements in the Contract Docu...
	3. Material Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting test results of material for compliance with requirements in the Contract Documents.
	4. Preconstruction Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of tests performed before installation of product, for compliance with performance requiremen...
	5. Product Test Reports: Submit written reports indicating that current product produced by manufacturer complies with requirements in the Contract Documents. Base reports on evaluation of tests performed by manufacturer and witnessed by a qualified t...
	6. Research Reports: Submit written evidence, from a model code organization acceptable to authorities having jurisdiction, that product complies with building code in effect for Project. Include the following information:
	a. Name of evaluation organization.
	b. Date of evaluation.
	c. Time period when report is in effect.
	d. Product and manufacturers' names.
	e. Description of product.
	f. Test procedures and results.
	g. Limitations of use.



	1.7 CONTRACTOR'S REVIEW
	A. Action Submittals and Informational Submittals: Review each submittal and check for coordination with other Work of the Contract and for compliance with the Contract Documents. Note corrections and field dimensions. Mark with approval stamp before ...
	B. Contractor's Approval: Indicate Contractor's approval for each submittal with a uniform approval stamp that is indicated on the web-based submittal. Include name of reviewer, date of Contractor's approval, and statement certifying that submittal ha...
	1. Design Professional   will not review submittals received from Contractor that do not have Contractor's review and approval.


	1.8 DESIGN PROFESSIONAL'S   REVIEW
	A. Action Submittals: Design Professional   will review each submittal, indicate corrections or revisions required, and return it - within the “Comment” box on the web site.
	1. Submittals by Web-Based Project Software: Design Professional   will indicate, on Project software website, the appropriate action.
	a. Actions taken by indication on Project software website have the following meanings:
	1) Approved, No Exceptions Taken, Pending, Overdue, Complete, or Rejected.



	B. Informational Submittals: Design Professional   will review each submittal and will not return it, or will return it if it does not comply with requirements. Design Professional   will forward each submittal to appropriate party.
	C. Partial submittals prepared for a portion of the Work will be reviewed when use of partial submittals has received prior approval from Design Professional .
	D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be rejected  for resubmittal without review.
	E. Submittals not required by the Contract Documents will be returned by Design Professional without action.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including Fixed Price Construction Contract and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative provisions for coordinating construction operations on Project including, but not limited to, the following:
	1. General coordination procedures.
	2. RFIs.
	3. Digital project management procedures.
	4. Project meetings.

	B. Related Requirements:
	1. Section 017300 "Execution" for procedures for coordinating general installation and field-engineering services, including establishment of benchmarks and control points.


	1.3 DEFINITIONS
	A. BIM: Building Information Modeling.
	B. RFI: Request for Information. Request from Owner, Design Professional, or Contractor seeking information required by or clarifications of the Contract Documents.

	1.4 INFORMATIONAL SUBMITTALS
	A. Key Personnel Names: Within seven (7) days of starting construction operations, submit a list of key personnel assignments, including superintendent and other personnel in attendance at Project site. Identify individuals and their duties and respon...
	1. Post copies of list in project meeting room, in temporary field office. Keep list current at all times.


	1.5 GENERAL COORDINATION PROCEDURES
	A. Coordination: Coordinate construction operations included in different Sections of the Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate construction operations included in different Sections that depe...
	1. Schedule construction operations in sequence required to obtain the best results where installation of one part of the Work depends on installation of other components, before or after its own installation.
	2. Coordinate installation of different components to ensure maximum performance and accessibility for required maintenance, service, and repair.
	3. Make adequate provisions to accommodate items scheduled for later installation.

	B. Administrative Procedures: Coordinate scheduling and timing of required administrative procedures with other construction activities and scheduled activities of other contractors to avoid conflicts and to ensure orderly progress of the Work. Such a...
	1. Preparation of Contractor's construction schedule.
	2. Preparation of the schedule of values.
	3. Installation and removal of temporary facilities and controls.
	4. Processing of submittals.
	5. Progress meetings.
	6. Pre-installation conferences.
	7. Project closeout activities.
	8. Startup and adjustment of systems.


	1.6 REQUEST FOR INFORMATION (RFI)
	A. General: Immediately on discovery of the need for additional information, clarification, or interpretation of the Contract Documents, Contractor shall prepare and upload an RFI in the Owners web-based management software (OMS).
	1. Design Professional will approve RFIs with any comments through OMS.
	2. Design Professional shall notify DPW of the Design Professional’s Representative who will receive and respond to RFIs.
	3. Contractor to upload RFIs in a prompt manner so as to avoid delays in the work or work of subcontractors.
	4. Contractor and Design Professional can copy any Team members the question and/or response within OMS.

	B. Content of the RFI: Include a detailed, legible description of item needing information or interpretation and the following:
	1. Input information required by OMS.
	2. Specification Section number and title and related paragraphs, as appropriate.
	3. Drawing number and detail references, as appropriate.
	4. Field dimensions and conditions, as appropriate.
	5. Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract Time or the Contract Sum, Contractor shall state impact in the RFI.
	6. Attachments: Upload sketches, descriptions, measurements, photos, Product Data, Shop Drawings, coordination drawings, and other information necessary to fully describe items needing interpretation.

	C. Design Professional's Action: Design Professional will review each RFI, determine action required, and respond. Allow seven (7) working days for Design Professional's response for each RFI. RFIs received by Design Professional after 1:00 p.m. will ...
	1. The following Contractor-generated RFIs will be returned without action:
	a. Requests for approval of submittals.
	b. Requests for approval of substitutions.
	c. Requests for approval of Contractor's means and methods.
	d. Requests for coordination information already indicated in the Contract Documents.
	e. Requests for adjustments in the Contract Time or the Contract Sum.
	f. Requests for interpretation of Design Professional's actions on submittals.
	g. Incomplete RFIs or inaccurately prepared RFIs.

	2. Design Professional's action may include a request for additional information, in which case Design Professional's time for response will date from time of receipt by Design Professional of additional information.
	3. Design Professional's action on RFIs that may result in a change to the Contract Time or the Contract Sum in which case the Contractor may submit a Proposal Request to the Design Professional.
	a. If Contractor believes the RFI response warrants change in the Contract Time or the Contract Sum, notify Design Professional in writing within seven (7) days of receipt of the RFI response.


	D. On receipt of Design Professional's action, review response and notify Design Professional within seven (7) days if Contractor disagrees with response.
	E. Web-Based Project Software: Use Owner's web-based management software site (OMS) for purposes of hosting and managing Project communication and documentation until Final Completion.
	1. Web-based Project software site includes the following features for:
	a. Compilation of Project data, including Contractor, subcontractors, Design Professional, Design Professional's consultants, Owner, and other entities involved in Project.
	b. Access control for each entity for each workflow process, to determine entity's digital rights to create, modify, view, and print documents. The ‘My Team’ module Includes names of individuals and contact information.
	c. Document workflow planning, allowing customization of workflow between project entities.
	d. Creation, logging, tracking, and notification for Project communications required in other Specification Sections, including, but not limited to, RFIs, submittals, Minor Changes in the Work, Construction Change Directives, and Change Orders.
	e. Tracking status of each Project communication in real time, and log time and date when responses are provided.
	f. Handling PDFs or similar file formats, allowing markups by each entity. Provide security features to lock markups against changes once submitted.
	g. Processing and tracking of payment applications.
	h. Processing and tracking of contract modifications.
	i. Creating and distributing meeting minutes.
	j. Document management for Drawings, Specifications, and coordination drawings, including revision control.
	k. Management of Daily Field Reports
	l. Management of construction progress photographs.
	m. Mobile device compatibility, including smartphones and tablets.


	F. PDF Document Preparation: Where PDFs are required to be submitted to Design Professional, prepare as follows:
	1. Assemble complete submittal package into a single indexed file incorporating submittal requirements of a single Specification Section and transmittal form with links enabling navigation to each item.
	2. Name file with submittal number or other unique identifier, including revision identifier.
	3. Certifications: Where digitally submitted certificates and certifications are required, provide a digital signature with digital certificate on where indicated.


	1.7 PROJECT MEETINGS
	A. General: The Design Professional will schedule and conduct monthly meetings at the Project site unless otherwise indicated.
	B. Preconstruction Conference: The Owner will schedule and conduct a preconstruction conference before starting construction, at a time convenient to Owner and Design Professional.
	1. Attendees: Authorized representatives of Owner, Contractor and its superintendent, and major subcontractors shall attend the conference. Participants at the conference shall be familiar with Project and authorized to conclude matters relating to th...
	2. Agenda: Owner’s standard preconstruction agenda will be used.
	3. Minutes: The Design Professional will be responsible for the meeting minutes and will record and distribute via the OMS.

	C. Pre-installation Conferences: Conduct a pre-installation conference at Project site before each construction activity when required by other sections and when required for coordination with other construction.
	1. Attendees: Installer and representatives of manufacturers and fabricators involved in or affected by the installation and its coordination or integration with other materials and installations that have preceded or will follow, shall attend the mee...
	2. Agenda: Review progress of other construction activities and preparations for the particular activity under consideration, including requirements for the following:
	a. Contract Documents.
	b. Options.
	c. Related RFIs.
	d. Related Change Orders.
	e. Purchases.
	f. Deliveries.
	g. Submittals.
	h. Sustainable design requirements.
	i. Review of mockups.
	j. Possible conflicts.
	k. Compatibility requirements.
	l. Time schedules.
	m. Weather limitations.
	n. Manufacturer's written instructions.
	o. Warranty requirements.
	p. Compatibility of materials.
	q. Acceptability of substrates.
	r. Temporary facilities and controls.
	s. Space and access limitations.
	t. Regulations of authorities having jurisdiction.
	u. Testing and inspecting requirements.
	v. Installation procedures.
	w. Coordination with other work.
	x. Required performance results.
	y. Protection of adjacent work.
	z. Protection of construction and personnel.

	3. Record significant conference discussions, agreements, and disagreements, including required corrective measures and actions.
	4. Reporting: Distribute minutes of the meeting to each party present and to other parties requiring information.
	5. Do not proceed with installation if the conference cannot be successfully concluded. Initiate whatever actions are necessary to resolve impediments to performance of the Work and reconvene the conference at earliest feasible date.

	D. Construction Progress Meetings: The Contractor will conduct construction progress meetings at monthly intervals.
	1. Coordinate dates of meetings with preparation of payment requests.
	2. Attendees: In addition to representatives of Owner, Agency, and Design Professional, each contractor, subcontractor, supplier, and other entity concerned with current progress or involved in planning, coordination, or performance of future activiti...
	3. Agenda: Review and correct or approve minutes of previous progress meeting. Review other items of significance that could affect progress. Include topics for discussion as appropriate to status of Project.
	a. Contractor's Construction Schedule: Review progress since the last meeting. Determine whether each activity is on time, ahead of schedule, or behind schedule, in relation to Contractor's construction schedule. Determine how construction behind sche...
	1) Review schedule for next period.

	b. Review present and future needs of each entity present, including the following:
	1) Interface requirements.
	2) Sequence of operations.
	3) Resolution of BIM component conflicts.
	4) Status of submittals.
	5) Status of sustainable design documentation.
	6) Deliveries.
	7) Off-site fabrication.
	8) Access.
	9) Site use.
	10) Temporary facilities and controls.
	11) Progress cleaning.
	12) Quality and work standards.
	13) Status of correction of deficient items.
	14) Field observations.
	15) Status of RFIs.
	16) Status of Proposal Requests.
	17) Pending changes.
	18) Status of Change Orders.
	19) As-Built Updates.
	20) Pending claims and disputes.
	21) Documentation of information for payment requests.


	4. Minutes: Contractor is responsible for conducting any construction progress meeting and will record and distribute the meeting minutes to each party present and to parties requiring information.
	a. Schedule Updating: Contractor shall revise Contractor's construction schedule after each progress meeting where revisions to the schedule have been made or recognized. Issue revised schedule concurrently with the report of each meeting.
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	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements necessary to prepare and process Applications for Payment on DPW’s Owners web-based management software (OMS).

	1.2 SCHEDULE OF VALUES (SOV)
	A. Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's construction schedule.
	1. Coordinate line items in the schedule of values with items required to be indicated as separate activities in Contractor's construction schedule.

	B. Format and Content: Use Project Manual table of contents as a guide to establish line items for the schedule of values. Provide at least one line item for each Specification Section.
	1. Submit the schedule of values on Owner’s  or other approved “schedule of values” form to Division of Public Works seven days after contract is approved.
	2. Provide a breakdown of the Contract Sum in enough detail to facilitate continued evaluation of Applications for Payment and progress reports. Provide multiple line items for principal subcontract amounts where needed.
	3. Provide a separate line item in the SOV for each part of the Work where Applications for Payment may include materials or equipment purchased or fabricated and stored, but not yet installed.
	a. Differentiate between items stored on-site and items stored off-site.

	4. Allowances: Provide a separate line item in the SOV for each allowance. Show line-item value of unit-cost allowances, as a product of the unit cost, multiplied by measured quantity. Use information indicated in the Contract Documents to determine q...
	5. Overhead Costs: Include total cost and proportionate share of general overhead and profit for each line item.
	6. Overhead Costs: Show cost of temporary facilities and other major cost items that are not direct cost of actual work-in-place as separate line items.
	7. Closeout Costs. Include separate line items under Contractor and principal subcontracts for Project closeout requirements in an amount totaling 5% percent of the Contract Sum and subcontract amount.
	8. Review and approval by the Architect and Owner (DPW’s Project Manager and DPW’s Field Representative) is required prior to the first payment application.


	1.3 PAYMENT APPLICATIONS
	A. Each Pay Application or Invoice shall be submitted via the OMS under the ‘Cost Tracking/Contract Mgmt.’ module where they will be electronically approved by the Contractor, Architect, and Owner (DPW Field Representative, DPW Project Manager, and DP...
	B. Payment Application Times: The date for each progress payment is indicated in the Agreement between Owner and Contractor. The period of construction work covered by each Payment Application is the period indicated in the Agreement.
	C. Payment Application Times: Create Pay Applications on the Owners web-based management software by the 25th of the month and electronically submit for approval. The period covered by each Payment Application is one month, ending on the last day of t...
	D. Initial Payment Application: Administrative actions and submittals that must precede or coincide with submittal of first Payment Application include the following:
	1. List of subcontractors.
	2. Contractor's construction schedule (preliminary if not final).
	3. Products list (preliminary if not final).
	4. Schedule of unit prices.
	5. Submittal schedule (preliminary if not final).
	6. Copies of building permits.
	7. Copies of authorizations and licenses from authorities having jurisdiction for performance of the Work.
	8. Initial progress report.
	9. Data needed to acquire Owner's insurance. (or Builders Risk from the Contractor)

	E. Payment Application at Substantial Completion: After Architect issues the Certificate of Substantial Completion, upload a Payment Application showing 100 percent completion for portion of the Work claimed as substantially complete. Retainage will s...
	F. Final Payment Application: After completing Project closeout requirements, submit final Payment Application with releases and supporting documentation not previously submitted and accepted, including, but not limited, to the following:
	1. Evidence of completion of Project closeout requirements per Conditions Precedent to Final Payment Form.
	2. Marked up Record Drawings and Specifications.
	3. Insurance certificates for products and completed operations where required and proof that taxes, fees, and similar obligations were paid.
	4. Contractor’s Affidavit of Payment of Debts and Claims Form. AIA Document G706.
	5. Consent of Surety to Final Payment. AIA Document G707.
	6. Release of Claims form, Exhibit H. Evidence that claims have been settled.
	7. Confirmation of all required training, product warranties, operating manuals, instruction manuals and other record documents, drawings and items customarily required of the Contractor.
	8. Public Works Contract Tax Release from the Idaho Tax Commission.
	9. Final meter readings for utilities, a measured record of stored fuel, and similar data as of date of Substantial Completion or when Owner took possession of and assumed responsibility for corresponding elements of the Work.
	10. Final liquidated damages settlement statement.
	11. Authority Having Jurisdiction/Division of Building Safety (AHJ/DBS) inspection approval/occupancy permit.
	12. Any and all other items required by the Owner (DPW) under the applicable contract requirements.




	012600 - CONTRACT MODIFICATION PROCEDURES.pdf
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including Fixed Price Construction Contract and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for handling and processing Contract modifications.

	1.3 MINOR CHANGES IN THE WORK
	A. Architect will issue supplemental instructions authorizing minor changes in the Work, not involving adjustment to the Contract Sum or the Contract Time, through Owner’s web-based management software (OMS). ASI may be completed on AIA Document G710,...

	1.4 PROPOSAL REQUESTS
	A. Owner-Initiated Proposal Requests: Architect will issue a detailed description of proposed changes in the Work that may require adjustment to the Contract Sum or the Contract Time.  If necessary, the description will include supplemental or revised...
	1. Work Change Proposal Requests issued by Architect are not instructions either to stop work in progress or to execute the proposed change.
	2. Within time specified in Proposal Request after receipt of Proposal Request, submit a quotation estimating cost adjustments to the Contract Sum and the Contract Time necessary to execute the change.
	a. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made.  If requested, furnish survey data to substantiate quantities.
	b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	c. Include costs of labor and supervision directly attributable to the change.
	d. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship.  Use available total float before request...
	e. Quotation Form: Use forms acceptable to Architect.


	B. Contractor-Initiated Work Change Proposals:  If latent or changed conditions require modifications to the Contract, Contractor may initiate a claim by submitting a request for a change to Architect.
	1. Include a statement outlining reasons for the change and the effect of the change on the Work.  Provide a complete description of the proposed change.  Indicate the effect of the proposed change on the Contract Sum and the Contract Time.
	2. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made.  If requested, furnish survey data to substantiate quantities.
	3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	4. Include costs of labor and supervision directly attributable to the change.
	5. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship.  Use available total float before request...
	6. Comply with requirements in Section 012500 "Substitution Procedures" if the proposed change requires substitution of one product or system for product or system specified.
	7. Work Change Proposal Request Form: Use form acceptable to Architect.


	1.5 CHANGE ORDER PROCEDURES
	A. On Owner's approval of a Work Changes Proposal Request, the Architect will complete the Owner’s Change Order Form and attach the Proposal Request and back-up. The Architect will then forward this documentation to the Owner’s Project Manager who wil...

	1.6 CONSTRUCTION CHANGE DIRECTIVE
	A. Construction Change Directive:  Architect may issue a Construction Change Directive on AIA Document G714.  Construction Change Directive instructs Contractor to proceed with a change in the Work, for subsequent inclusion in a Change Order.
	1. Construction Change Directive contains a complete description of change in the Work.  It also designates method to be followed to determine change in the Contract Sum or the Contract Time.

	B. Documentation:  Maintain detailed records on a time and material basis of work required by the Construction Change Directive.
	1. After completion of change, submit an itemized account and supporting data necessary to substantiate cost and time adjustments to the Contract.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012500 SF - SUBSTITUTION 031218.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for substitutions.
	B. Related Requirements:
	1. Section 016000 "Product Requirements" for requirements for submitting comparable product submittals for products by listed manufacturers.


	1.2 DEFINITIONS
	A. Substitutions: Changes in products, materials, equipment, and methods of construction from those required by the Contract Documents and proposed by Contractor.
	1. Substitutions for Cause: Changes proposed by Contractor that are required due to changed Project conditions, such as unavailability of product, regulatory changes, or unavailability of required warranty terms.
	2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not required in order to meet other Project requirements but may offer advantage to Contractor or Owner.


	1.3 ACTION SUBMITTALS
	A. Substitution Requests: Submit three copies of each request for consideration. Identify product or fabrication or installation method to be replaced. Include Specification Section number and title and Drawing numbers and titles.
	1. Documentation: Show compliance with requirements for substitutions and the following, as applicable:
	a. Statement indicating why specified product or fabrication or installation method cannot be provided, if applicable.
	b. Coordination of information, including a list of changes or revisions needed to other parts of the Work and to construction performed by Owner and separate contractors that will be necessary to accommodate proposed substitution.
	c. Detailed comparison of significant qualities of proposed substitutions with those of the Work specified. Include annotated copy of applicable Specification Section. Significant qualities may include attributes, such as performance, weight, size, du...
	d. Product Data, including drawings and descriptions of products and fabrication and installation procedures.
	e. Samples, where applicable or requested.
	f. Certificates and qualification data, where applicable or requested.
	g. List of similar installations for completed projects, with project names and addresses as well as names and addresses of architects and owners.
	h. Material test reports from a qualified testing agency, indicating and interpreting test results for compliance with requirements indicated.
	i. Research reports evidencing compliance with building code in effect for Project, from ICC-ES.
	j. Detailed comparison of Contractor's construction schedule using proposed substitutions with products specified for the Work, including effect on the overall Contract Time. If specified product or method of construction cannot be provided within the...
	k. Cost information, including a proposal of change, if any, in the Contract Sum.
	l. Contractor's certification that proposed substitution complies with requirements in the Contract Documents, except as indicated in substitution request, is compatible with related materials and is appropriate for applications indicated.
	m. Contractor's waiver of rights to additional payment or time that may subsequently become necessary because of failure of proposed substitution to produce indicated results.

	2. Architect's Action: If necessary, Architect will request additional information or documentation for evaluation within seven days of receipt of a request for substitution. Architect will notify Contractor of acceptance or rejection of proposed subs...
	a. Forms of Acceptance: Change Order, Construction Change Directive, or Architect's Supplemental Instructions for minor changes in the Work.
	b. Use product specified if Architect does not issue a decision on use of a proposed substitution within time allocated.



	1.4 QUALITY ASSURANCE
	A. Compatibility of Substitutions: Investigate and document compatibility of proposed substitution with related products and materials. Engage a qualified testing agency to perform compatibility tests recommended by manufacturers.

	1.5 PROCEDURES
	A. Coordination: Revise or adjust affected work as necessary to integrate work of the approved substitutions.

	1.6 SUBSTITUTIONS
	A. Substitutions for Cause: Submit requests for substitution immediately on discovery of need for change, but not later than 15 days prior to time required for preparation and review of related submittals.
	1. Conditions: Architect will consider Contractor's request for substitution when the following conditions are satisfied. If the following conditions are not satisfied, Architect will return requests without action, except to record noncompliance with...
	a. Requested substitution is consistent with the Contract Documents and will produce indicated results.
	b. Substitution request is fully documented and properly submitted.
	c. Requested substitution will not adversely affect Contractor's construction schedule.
	d. Requested substitution has received necessary approvals of authorities having jurisdiction.
	e. Requested substitution is compatible with other portions of the Work.
	f. Requested substitution has been coordinated with other portions of the Work.
	g. Requested substitution provides specified warranty.
	h. If requested substitution involves more than one contractor, requested substitution has been coordinated with other portions of the Work, is uniform and consistent, is compatible with other products, and is acceptable to all contractors involved.


	B. Substitutions for Convenience: Not allowed.


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012300  - ALTERNATES.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes administrative and procedural requirements for alternates.

	1.2 DEFINITIONS
	A. Add Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined in the bidding requirements that may be added to the base bid amount if the Owner decides to accept a corresponding change either in the amount of cons...
	1. Alternates described in this Section are part of the Work only if enumerated in the Agreement.
	2. The cost for each alternate is the net addition to the Contract Sum to incorporate alternates into the Work. No other adjustments are made to the Contract Sum.


	1.3 PROCEDURES
	A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work of the alternate into Project.
	1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar items incidental to or required for a complete installation whether or not indicated as part of alternate.

	B. Execute accepted alternates under the same conditions as other work of the Contract.
	C. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections referenced in schedule contain requirements for materials necessary to achieve the work described under each alternate.


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 SCHEDULE OF ALTERNATES
	A. Alternate No. 1: Roof Area “6”.
	1. Base Bid: Roof Area “1” “2” “3” & “5” as indicated A1.0 Roof Plan.
	2. Alternate: Reroof of Roof Area “6” as indicated on A1.0 Roof Plan.

	B. Alternate No. 2: Roof Area “4”.
	1. Base Bid: Roof Areas “1” “2” “3”  & “5”as indicated A1.0 Roof Plan.
	2. Alternate: Reroof of Roof Area “4” as indicated on A1.0 Roof Plan.




	011000 - SUMMARY 1.pdf
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including Fixed Price Construction Contract and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Project information.
	2. Work covered by Contract Documents.
	3. Access to site.
	4. Coordination with occupants.
	5. Work restrictions.
	6. Specification and drawing conventions.
	7. Miscellaneous provisions.
	8. General Security Requirements
	9. Permits

	B. Related Requirements:
	1. Section 015000 "Temporary Facilities and Controls" for limitations and procedures governing temporary use of Owner's facilities.


	1.3 PROJECT INFORMATION
	A. Project Identification: DPW #25512. ISP: Dist. 3 HQ Bldg. 3 Training Facility Roof.
	B. Project Location: 700 S. Stratford Dr., Meridian, ID 83642.
	C. Owner: State of Idaho, Division of Public Works.
	a. Owner's Representative: DPW Project Manager John Jullian 208-332-1904 and DPW Field Representative Phil Hobbs 208-332-1619.

	D. Agency: Idaho State Police.
	a. Agency's Representative: Mark French, 208-884-7010.

	E. Architect or Engineer (Design Professional): Hutchison Smith Architects, Glenn Robinette, 208-338-1212.

	1.4 WORK COVERED BY CONTRACT DOCUMENTS
	A. The Work of Project is defined by the Contract Documents and consists of the following:
	1. Remove the existing coated modified bitumen roofing system down to the structural roof deck and install new fully adhered 80-mil TPO roofing system over (2) layers of 2.6” Polyiso, over self-adhering vapor barrier over ½” substrate board mechanical...

	B. Type of Contract:
	1. Project will be constructed under a single prime contract per the Division of Public Works Fixed Price Construction Contract between Owner and Contractor. (Check the latest version “BOILERPLT dbb.doc (rev. June 2025)


	1.5 ACCESS TO SITE
	A. General: Contractor shall have full use of Project site for construction operations during construction period. Contractor's use of Project site is limited only by Owner's right to perform work or to retain other contractors on portions of Project,...
	B. Use of Site: Limit use of Project site to work in areas indicated. Do not disturb portions of Project site beyond areas in which the Work is indicated.
	1. Limits: Confine construction operations to project roof areas.
	2. Driveways, Walkways and Entrances: Keep driveways loading areas, etc. and entrances serving premises clear and available to Owner, Owner's employees, and emergency vehicles at all times. Do not use these areas for parking or storage of materials.
	a. Schedule deliveries to minimize use of driveways and entrances by construction operations.
	b. Schedule deliveries to minimize space and time requirements for storage of materials and equipment on-site.
	c. Contractor parking shall be limited to those areas indicated on the Contract Document and as designed by the Owner.
	d. Maintain clear access to project at all times for firefighting equipment. Maintain exit ways from existing building required by authorities having jurisdiction.
	e. Signs: Provide signs adequate to direct visitors.
	1) Do not install, or allow to be installed, signs other than specified sign(s) and signs identifying the principal entities involved in the project.



	C. Condition of Existing Building: Maintain portions of existing building affected by construction operations in a weathertight condition throughout construction period. Any damage to the building, due to negligence on behalf of the contractor to not ...
	D. Security: The contractor shall maintain security of the building’s roof areas and any staging areas throughout the project.
	E. Behavior and Dress: The Contractor and all Contractors representatives, to include subcontractors, consultants, vendors or other parties hired by the Contractor will maintain professional behavior and wear appropriate attire that always identifies ...

	1.6 PROTECTION OF BUILDING, CONTENTS, AND GROUNDS.
	A. Construction Site Lay-down and Storage: As per plans.

	1.7 COORDINATION WITH OCCUPANTS
	A. Full Owner Occupancy: Owner will occupy site and existing and adjacent building(s) during entire construction period. Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner usage. Perform the Work so as not t...
	1. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written permission from Owner and approval of authorities ha...
	2. Notify Owner not less than 48 hours in advance of activities that will affect Owner's operations.
	3. The Owner will take special care not to damage materials or work completed by the contractor prior to final acceptance. If the contractor occurs any damages, prior to final acceptance, they need to notify the Owner and Architect immediately for ver...
	4. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written permission from Owner and authorities having jurisdi...
	5. Provide not less than 48 hours' notice to Owner of activities that will affect Owner's operations.


	1.8 WORK RESTRICTIONS
	A. Work Restrictions, General: Comply with restrictions on construction operations.
	1. Comply with limitations on use of public streets and with other requirements of authorities having jurisdiction.

	B. On-Site Work Hours: Limit work in the existing building to normal business working hours of 6:00 a.m. to 6:00 p.m., Monday through Friday, unless otherwise indicated.
	1. Weekend Hours: Not Permitted.
	2. Early Morning or Late Evening Hours Not Permitted.
	3. Hours for Utility Shutdowns: 7 days.

	C. Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or others unless permitted under the following conditions and then only after providing temporary utility services according to requirements indicated:
	1. Notify Owner not less than 7 days in advance of proposed utility interruptions.
	2. Obtain Owner's written permission before proceeding with utility interruptions.

	D. Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise and vibration, odors, or other disruption to Owner occupancy with Owner.
	E. Hazardous Materials:  Notify the Design Professional and Owner immediately upon discovery of existing hazardous materials.
	F. Nonsmoking Building: Smoking is not permitted within the building or on ISP Campus.
	G. Controlled Substances: Use of tobacco products and other controlled substances is not permitted per Section 72-1717, Idaho Code.
	H. Employee Identification: Provide identification tags for Contractor personnel working on Project site. Require personnel to use identification tags at all times.
	I. Employee Screening: Comply with Owner's requirements for drug and  background screening of Contractor personnel working on Project site.
	1. Maintain list of approved screened personnel with Owner's representative.

	J. Contractor Parking: Contractor may park in the agency parking lot, area is identified on plans.
	K. On Owner/Tenant occupied projects, maintain cleanliness in areas adjacent to and surrounding the construction area to the satisfaction of the Owner at all times.
	L. On Owner/Tenant occupied projects, ensure deliveries and contractor work access are in accordance with previous agreement with Owner and/or as indicated in the Contract Documents.

	1.9 PERMITS
	A. Furnish all necessary permits for construction of the Work.

	1.10 WASTE DISPOSAL
	A. The contractor is responsible for any and all demolition and/or removal as necessary and required to fulfill the requirements of the Contract Documents.

	1.11 SPECIFICATION AND DRAWING CONVENTIONS
	A. Specification Content: The Specifications use certain conventions for the style of language and the intended meaning of certain terms, words, and phrases when used in particular situations. These conventions are as follows:
	1. Imperative mood and streamlined language are generally used in the Specifications. The words "shall," "shall be," or "shall comply with," depending on the context, are implied where a colon (:) is used within a sentence or phrase.
	2. Specification requirements are to be performed by Contractor unless specifically stated otherwise.

	B. Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work of all Sections in the Specifications.
	C. Drawing Coordination: Requirements for materials and products identified on Drawings are described in detail in the Specifications. One or more of the following are used on Drawings to identify materials and products:
	1. Terminology: Materials and products are identified by the typical generic terms used in the individual Specifications Sections.
	2. Abbreviations: Materials and products are identified by abbreviations published as part of the U.S. National CAD Standard and scheduled on Drawings.
	3. Keynoting: Materials and products are identified by reference keynotes referencing Specification Section numbers found in this Project Manual.


	1.12 MISCELLANEOUS PROVISIONS
	A. Idaho State Police Background Check.
	1.17 GENERAL SECURITY REQUIREMENTS
	A.  This Section specifies:
	1.  Security Program
	2.  Entry Control
	3.  Miscellaneous Restrictions
	B. This Section includes:
	1.  Facility Background



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	SECTION 061000 - ROUGH CARPENTRY.pdf
	SECTION 061000 - ROUGH CARPENTRY
	PART 1 - GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Wood products.
	2. Wood-preservative-treated lumber.
	3. Miscellaneous lumber.


	1.2 DEFINITIONS
	A. Boards or Strips: Lumber of less than 2 inches nominal size in least dimension.
	B. Dimension Lumber: Lumber of 2 inches nominal size or greater but less than 5 inches nominal size in least dimension.
	C. Exposed Framing: Framing not concealed by other construction.
	D. Lumber grading agencies, and abbreviations used to reference them, include the following:
	1. NeLMA: Northeastern Lumber Manufacturers' Association.
	2. NLGA: National Lumber Grades Authority.
	3. SPIB: The Southern Pine Inspection Bureau.
	4. WCLIB: West Coast Lumber Inspection Bureau.
	5. WWPA: Western Wood Products Association.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials and dimensions and include construction and application details.
	1. Include data for wood-preservative treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Indicate type of preservative used and net amount of preservative retained.
	2. For products receiving a waterborne treatment, include statement that moisture content of treated materials was reduced to levels specified before shipment to Project site.


	1.4 INFORMATIONAL SUBMITTALS
	A. Material Certificates:
	1. For dimension lumber specified to comply with minimum allowable unit stresses. Indicate species and grade selected for each use and design values approved by the ALSC Board of Review.
	2. For preservative-treated wood products. Indicate type of preservative used and net amount of preservative retained.


	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Stack wood products flat with spacers beneath and between each bundle to provide air circulation. Protect wood products from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coveri...


	PART 2 - PRODUCTS
	2.1 WOOD PRODUCTS
	A. Lumber: Comply with DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is indicated, comply with the applicable rules of any rules-writing agency certified by the ALSC Board of Review. Grade lumber by an agency certi...
	1. Factory mark each piece of lumber with grade stamp of grading agency.
	2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for moisture content specified. Where actual sizes are indicated, they are minimum dressed sizes for dry wood products.
	3. Dress lumber, S4S, unless otherwise indicated.

	B. Maximum Moisture Content:
	1. Boards: 19 percent.
	2. Dimension Lumber: 19 percent unless otherwise indicated.


	2.2 WOOD-PRESERVATIVE-TREATED LUMBER
	A. Preservative Treatment by Pressure Process: AWPA U1, Use categories as follows:
	1. UC3A (Commodity Specification A): Coated sawn products in exterior construction not in contact with ground but exposed to all weather cycles including intermittent wetting. Include all rough carpentry.
	a. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in connection with roofing, flashing, vapor barriers, and waterproofing.

	2. UC3A (All Other Commodity Specifications): Coated products excluding sawn products in exterior construction not in contact with ground, exposed to all weather cycles but protected from liquid water. Include the following items:
	a. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in connection with roofing, flashing, vapor barriers, and waterproofing.

	3. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or chromium.
	4. After treatment, redry dimension lumber to 19 percent maximum moisture content.

	B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material that is warped or that does not comply with requirements for untreated material.
	C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of Review.
	D. Application: Treat items indicated on Drawings, and the following:
	1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in connection with roofing, flashing, vapor barriers, and waterproofing.


	2.3 MISCELLANEOUS LUMBER
	A. Provide miscellaneous lumber indicated and lumber for support or attachment of other construction, including the following:
	1. Blocking.
	2. Nailers.
	3. Rooftop equipment bases and support curbs.

	B. Dimension Lumber Items: Construction or No. 2 grade lumber of any of the following species:
	1. Hem-fir (north); NLGA.
	2. Mixed southern pine or southern pine; SPIB.
	3. Spruce-pine-fir; NLGA.
	4. Hem-fir; WCLIB or WWPA.
	5. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
	6. Western woods; WCLIB or WWPA.
	7. Northern species; NLGA.
	8. Eastern softwoods; NeLMA.

	C. Concealed Boards: 19 percent maximum moisture content and any ofthe following species and grades:
	1. Mixed southern pine or southern pine; No. 2 grade; SPIB.
	2. Hem-fir or hem-fir (north); Construction or No. 2 Common grade; NLGA, WCLIB, or WWPA.
	3. Spruce-pine-fir (south) or spruce-pine-fir; Construction or No. 2 Common grade; NeLMA, NLGA, WCLIB, or WWPA.
	4. Eastern softwoods; No. 2 Common grade; NeLMA.
	5. Northern species; No. 2 Common grade; NLGA.
	6. Western woods; Construction or No. 2 Common grade; WCLIB or WWPA.

	D. Roofing Nailers: Structural- or No. 2-grade lumber or better; kiln-dried Douglas fir, southern pine, or wood having similar decay-resistant properties.
	E. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber of any species may be used provided that it is cut and selected to eliminate defects that will interfere with its attachment and purpose.
	F. For furring strips for installing plywood or hardboard paneling, select boards with no knots capable of producing bent-over nails and damage to paneling.

	2.4 FASTENERS
	A. General: Fasteners are to be of size and type indicated and comply with requirements specified in this article for material and manufacture. Provide nails or screws, in sufficient length, to penetrate not less than 1-1/2 inches into wood substrate.
	B. Nails, Brads, and Staples: ASTM F1667.
	C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities having jurisdiction, based on ICC-ES AC70.

	2.5 MISCELLANEOUS MATERIALS
	A. Water-Repellent Preservative: NWWDA-tested and -accepted formulation containing 3-iodo-2-propynyl butyl carbamate, combined with an insecticide containing chloropyrifos as its active ingredient.


	PART 3 - EXECUTION
	3.1 INSTALLATION
	A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame Construction," unless otherwise indicated.
	B. Set work to required levels and lines, with members plumb, true to line, cut, and fitted. Fit rough carpentry accurately to other construction. Locate nailers, blocking, and similar supports to comply with requirements for attaching other construct...
	C. Install metal framing anchors to comply with manufacturer's written instructions. Install fasteners through each fastener hole.
	D. Provide blocking and framing as indicated and as required to support facing materials, fixtures, specialty items, and trim.
	E. Sort and select lumber so that natural characteristics do not interfere with installation or with fastening other materials to lumber. Do not use materials with defects that interfere with function of member or pieces that are too small to use with...
	F. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber.
	1. Use inorganic boron for items that are continuously protected from liquid water.
	2. Use copper naphthenate for items not continuously protected from liquid water.

	G. Where wood-preservative-treated lumber is installed adjacent to metal decking, install continuous flexible flashing separator between wood and metal decking.
	H. Securely attach rough carpentry work to substrate by anchoring and fastening as indicated, complying with the following:
	1. Table 2304.10.1, "Fastening Schedule," in ICC's International Building Code (IBC).

	I. Securely attach roofing nailers to substrates by anchoring and fastening to withstand bending, shear, or other stresses imparted by Project wind loads and fastener-resistance loads as designed in accordance with ASCE/SEI 7.
	J. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully penetrate members where opposite side will be exposed to view or will receive finish materials. Make tight connections between members. Install fastener...

	3.2 INSTALLATION OF WOOD BLOCKING AND NAILERS
	A. Install where indicated and where required for attaching other work. Form to shapes indicated and cut as required for true line and level of attached work. Coordinate locations with other work involved.
	B. Attach wood roofing nailers securely to substrate to resist the designed outward and upward wind loads indicated on Drawings and in accordance with ANSI/SPRI ED-1, Tables A6 and A7.

	3.3 PROTECTION
	A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.
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	SECTION 075423 - THERMOPLASTIC-POLYOLEFIN (TPO) ROOFING
	PART 1 - GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Thermoplastic polyolefin (TPO) roofing system.
	2. Accessory roofing system materials.
	3. Substrate board.
	4. Roof insulation and accessories.
	5. Cover board.
	6. Walkways.

	B. Related Requirements:
	1. Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking; and for wood-based, structural-use roof deck panels.
	2. Section 077100 "Roofing Specialties" for metal roof flashings and counter flashings.


	1.2 DEFINITIONS
	A. Roofing Terminology: Definitions in ASTM D1079 and glossary in NRCA's " Roofing Manual: Membrane Roof Systems" apply to Work of this Section.

	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Roofing Conference: Conduct conference at Project site .
	1. Meet with Owner, Architect,  Owner's insurer if applicable, testing and inspecting agency representative, roofing system Installer, roofing system manufacturer's representative, deck Installer, air barrier Installer, and installers whose work inter...
	2. Review methods and procedures related to roofing installation, including manufacturer's written instructions.
	3. Review and finalize construction schedule, and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	4. Examine deck substrate conditions and finishes for compliance with requirements, including flatness and fastening.
	5. Review structural loading limitations of roof deck during and after roofing.
	6. Review base flashings, special roofing details, roof drainage, roof penetrations, equipment curbs, and condition of other construction that affects roofing system.
	7. Review governing regulations and requirements for insurance and certificates if applicable.
	8. Review temporary protection requirements for roofing system during and after installation.
	9. Review roof observation and repair procedures after roofing installation.


	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Shop Drawings: Include roof plans, sections, details, and attachments to other work, including the following:
	1. Layout and thickness of insulation.
	2. Base and sheet flashings and membrane termination details.
	3. Flashing details at penetrations.
	4. Tapered insulation layout, thickness, and slopes.
	5. Roof plan showing orientation of roof deck and orientation of roofing membrane, fastening spacings, and pattern for corner, perimeter, and field-of-roof locations.
	6. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.
	7. Crickets, saddles, and tapered edge strips, including slopes.
	8. Tie-in with adjoining wall system air barrier.

	C. Wind-Uplift-Resistance Submittal: For roofing system indicating compliance with wind-uplift performance requirements.

	1.5 INFORMATIONAL SUBMITTALS
	A. Manufacturer Certificates:
	1. Performance Requirement Certificate: Signed by roofing membrane manufacturer, certifying that roofing system complies with requirements specified in "Performance Requirements" Article.
	a. Submit evidence of compliance with specified performance requirements.

	2. Special Warranty Certificate: Signed by roofing membrane manufacturer, certifying that all materials supplied under this Section are acceptable for special warranty.

	B. Product Test Reports: For roofing membrane and insulation, tests performed by an independent qualified testing agency indicating compliance with specified requirements.
	C. Research Reports: For components of roofing system, from ICC-ES showing compliance with specified performance requirements.
	D. Field Test Reports:
	1. Fastener-pullout test results and manufacturer's revised requirements for fastener patterns.

	E. Field quality control reports.
	F. Qualification Statements: For roofing system Installer .
	G. Sample warranties.

	1.6 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For roofing system.
	B. Certified statement from existing roofing system manufacturer stating that existing roof warranty has not been affected by the Work performed under this Section.

	1.7 QUALITY ASSURANCE
	A. Manufacturer Qualifications: A qualified manufacturer that is listed in FM Approvals' RoofNav for roofing system identical to that used for this Project.
	B. Roofing System Installer Qualifications: A qualified firm that is approved, authorized, or licensed by roofing system manufacturer to install manufacturer's product and that is eligible to receive manufacturer's special warranty.
	1. Certified Roofing System Installer: Entity that employs a supervisor who is an NRCA ProCertified Roofing Foreman or installers who are NRCA ProCertified thermoplastic system installers .


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Deliver roofing system materials to Project site in original containers with seals unbroken and labeled with manufacturer's name, product brand name and type, date of manufacture, approval or listing agency markings, and directions for storing and ...
	B. Store liquid materials in their original undamaged containers in a clean, dry, protected location and within the temperature range required by roofing system manufacturer.
	1. Protect stored liquid material from direct sunlight.
	2. Discard and legally dispose of liquid material that cannot be applied within its stated shelf life.

	C. Protect roof insulation materials from physical damage and from deterioration by sunlight, moisture, soiling, and other sources.
	1. Store in a dry location.
	2. Comply with insulation manufacturer's written instructions for handling, storing, and protecting during installation.

	D. Handle and store roofing system materials, and place equipment in a manner to avoid permanent deflection of deck.

	1.9 FIELD CONDITIONS
	A. Weather Limitations: Proceed with installation only when existing and forecasted weather conditions permit roofing system to be installed in accordance with manufacturer's written installation instructions and warranty requirements.

	1.10 WARRANTY
	A. Special Warranty: Manufacturer agrees to repair or replace components of roofing system that fail in materials or workmanship within specified warranty period.
	1. Special warranty to include all components of roofing system, such as substrate board, vapor retarder, roof insulation, fasteners, adhesives,  cover board, roofing membrane, base flashing sheet,  walkways, and other components of roofing system.
	2. Warranty Period: 30 years from date of Substantial Completion.

	B. Roofing System Installer's Warranty: Submit roofing system Installer's warranty, on warranty form at end of this Section, signed by roofing system Installer, covering the Work of this Section, including all components of roofing system, such as sub...
	1. Warranty Period: Five years from date of Substantial Completion.



	PART 2 - PRODUCTS
	2.1 SOURCE LIMITATIONS
	A. Obtain components for roofing system from manufacturer approved by roofing membrane manufacturer .

	2.2 PERFORMANCE REQUIREMENTS
	A. General Performance: Installed roofing system and flashings to withstand specified uplift pressures, thermally induced movement, and exposure to weather without failure due to defective manufacture, fabrication, installation, or other defects in co...
	1. Accelerated Weathering: Roofing membrane to withstand 2000 hours of exposure when tested in accordance with ASTM G152, ASTM G154, or ASTM G155.
	2. Impact Resistance: Roofing membrane to resist impact damage when tested in accordance with ASTM D3746/D3746M, ASTM D4272/D4272M, or the Resistance to Foot Traffic Test in FM Approvals 4470.

	B. Material Compatibility: Roofing system materials to be compatible with one another and adjacent materials under conditions of service and application required, as demonstrated by roofing membrane manufacturer based on testing and field experience.
	C. Wind-Uplift Resistance: Design roofing system to resist the following wind-uplift pressures when tested in accordance with FM Approvals 4474, UL 580, or UL 1897:  Roof Area(s) “1”, “3”, “5”, & “6”  Roof Area “1”
	1. Zone 1' (Roof Area Interior): 13.0 lbf/sq. ft.
	2. Zone 1 (Roof Area Field): 22.6 lbf/sq. ft.
	3. Zone 2 (Roof Area Perimeter): 29.8 lbf/sq. ft.> .
	a. Location: From roof edge to 21’-0” inside roof edge.

	4. Zone 3 (Roof Area Corners): 40.6 lbf/sq. ft.
	a. Location: 7’-0” X 21’-0” in each direction from each building corner
	Roof Area “2”

	5. Zone 1' (Roof Area Interior): 11.9 lbf/sq. ft.
	6. Zone 1 (Roof Area Field): 20.7 lbf/sq. ft.
	7. Zone 2 (Roof Area Perimeter): 27.3 lbf/sq. ft.> .
	a. Location: From roof edge to 15’-0” inside roof edge.

	8. Zone 3 (Roof Area Corners): 37.2 lbf/sq. ft.
	a. Location: 5’-0” X 15’-0” in each direction from each building corner

	9.

	D. FM Approvals' RoofNav Listing: Roofing membrane, base flashings, and component materials to comply with requirements in FM Approvals 4450 or FM Approvals 4470 as part of a roofing system and are listed in FM Approvals' RoofNav for Class 1 or noncom...
	1. Fire/Windstorm Classification: Class 1A-90 .
	2. Hail-Resistance Rating: FM Global Property Loss Prevention Data Sheet 1-34 MH .

	E. SPRI's "Directory of Roof Assemblies" Listing: Roofing membrane, base flashings, and component materials to comply with requirements in FM Approvals 4450 or FM Approvals 4470 as part of a roofing system and are listed in SPRI's "Directory of Roof A...
	1. Wind-Uplift Load Capacity: 90 psf .

	F. Cool Roof Rating Council (CRRC): Roofing system to be listed by the CRRC for low-slope roof products.
	G. Energy Performance: Roofing system to have an initial solar reflectance index (SRI) of not less than 0.70 and an emissivity of not less than 0.75 when tested in accordance with CRRC S100.
	H. Exterior Fire-Test Exposure: Class A ; for application and roof slopes indicated; when tested by a qualified testing agency in accordance with ASTM E108 or UL 790.
	1. Identify products with appropriate markings of applicable testing agency.

	I. Fire-Resistance Ratings: Comply with fire-resistance-rated assembly designs indicated.
	1. Identify products with appropriate markings of applicable testing agency.


	2.3 THERMOPLASTIC POLYOLEFIN (TPO) ROOFING SYSTEM
	A. TPO Roofing Membrane Sheet: ASTM D6878/D6878M, internally fabric- or scrim-reinforced,  TPO sheet.
	1. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following :
	a. Carlisle SynTec Systems; a Carlisle Company
	b. GAF
	c. Johns Manville; a Berkshire Hathaway company
	d. Versico Roofing Systems; a Carlisle Company

	2. Thickness: 80 mils , nominal.
	3. Exposed Face Color: White .


	2.4 ACCESSORY ROOFING SYSTEM MATERIALS
	A. General: Accessory materials as recommended in writing by roofing membrane manufacturer for intended use and compatible with other roofing system components.
	1. Adhesive and Sealants: Comply with VOC limits of authorities having jurisdiction.

	B. Base and Sheet Flashings: Manufacturer's standard sheet flashing of same material, type, reinforcement, thickness, and color as roofing membrane.
	C. Prefabricated Pipe Flashings: As recommended in writing by roofing membrane manufacturer.
	D. Bonding Adhesive: Roofing membrane manufacturer's standard  .
	E. Metal Termination Bars: Manufacturer's standard, predrilled stainless steel or aluminum bars, approximately 1 by 1/8 inch thick; with anchors.
	F. Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-resistance provisions in FM Approvals 4470, designed for fastening roofing system components to substrate; tested for required pullout strength, and acce...
	G. Miscellaneous Accessories: As recommended in writing by roofing membrane manufacturer.

	2.5 SUBSTRATE BOARD
	A. Glass-Mat Gypsum Roof Substrate Board: ASTM C1177/C1177M, water-resistant gypsum board.
	1. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following :
	a. Georgia-Pacific Gypsum LLC
	b. USG Corporation

	2. Thickness: 1/2 inch .
	3. Surface Finish: Unprimed .

	B. Fasteners: Factory-coated steel fasteners and metal or plastic plates complying with corrosion-resistance provisions in FM Approvals 4470, designed for fastening substrate board to roof deck.
	C. Bonding Adhesive: Manufacturer's standard, designed for adhering substrate board to roof deck.

	2.6 VAPOR RETARDER
	A. Rubberized-Asphalt-Sheet Vapor Retarder, Self-Adhering: ASTM D1970/D1970M, polyethylene film laminated to layer of rubberized asphalt adhesive, minimum 40-mil total thickness; maximum permeance rating of 0.1 perm; cold applied, with slip-resisting ...

	2.7 ROOF INSULATION AND ACCESSORIES
	A. General: Preformed roof insulation boards manufactured  or approved by roofing membrane manufacturer, approved for use in FM Approvals' RoofNav listed roof assemblies.
	B. Polyisocyanurate Board Insulation: ASTM C1289, Type II, Class 2 coated glass-fiber facer on both major surfaces.
	1. Compressive Strength: Grade 2, 20 psi .
	2. Size: 48 by 96 inches .
	3. Thickness:
	a. Base Layer: 2.6 inches .
	b. Upper Layer: 2.6 inches .


	C. Tapered Insulation: Provide factory-tapered insulation boards.
	1. Material: Match roof insulation .
	2. Minimum Thickness: 1 inch.
	3. Slope:
	a. Roof Field: 1/4 inch per foot unless otherwise indicated on Drawings.
	b. Saddles and Crickets:  unless otherwise indicated on Drawings.


	D. Roof Insulation Accessories, General: As recommended in writing by insulation manufacturer for intended use and compatibility with other roofing system components.
	1. Insulation Adhesive: Insulation manufacturer's recommended adhesive formulated to attach roof insulation to substrate and to another insulation layer as follows:
	a. Bead-applied, low-rise, one-component or multicomponent urethane adhesive.
	b. Full-spread, spray-applied, low-rise, two-component urethane adhesive.



	2.8 COVER BOARD
	A. General: Cover board as recommended in writing by roofing membrane manufacturer for intended use and compatible with other roofing system components.
	B. Glass-Mat Gypsum Cover Board: ASTM C1177/C1177M, water-resistant gypsum board.
	C. High-Density Polyisocyanurate Cover Board: ASTM C1289 Type II, Class 4, Grade 1, 1/2 inch thick, with a minimum compressive strength of 80 psi.

	2.9 WALKWAYS
	A. Flexible Walkways: Factory-formed, nonporous, heavy-duty, slip-resisting, surface-textured walkway pads or rolls , approximately 3/16 inch thick and acceptable to roofing system manufacturer.
	1. Size: Approximately 36 by 60 inches.
	2. Color: Contrasting with roofing membrane.

	B. Walkway Roof Pavers: Heavyweight, hydraulically pressed concrete units, with top edges beveled 3/16 inch , factory cast for use as roof pavers; absorption not greater than 5 percent, ASTM C140/C140M; no breakage and maximum 1 percent mass loss when...


	PART 3 - EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with roofing system Installer present, for compliance with requirements and other conditions affecting performance of the Work.
	1. Verify that roof openings and penetrations are in place, curbs are set and braced, and roof-drain bodies are securely clamped in place.
	2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at penetrations and terminations and that nailers match thicknesses of insulation.
	3. Verify that deck is securely fastened with no projecting fasteners and with no adjacent units in excess of 1/16 inch out of plane relative to adjoining deck.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing system installation in accordance with roofing system manufacturer's written instructions. Remove sharp projections.
	B. Prevent materials from entering and clogging roof drains and conductors and from spilling or migrating onto surfaces of other construction. Remove roof-drain plugs when no work is taking place or when rain is forecast.
	C. Perform fastener-pullout tests in accordance with roofing system manufacturer's written instructions.
	1. Submit test result within 24 hours after performing tests.
	a. Include manufacturer's requirements for any revision to previously submitted fastener patterns required to achieve specified wind uplift requirements.



	3.3 INSTALLATION OF THERMOPLASTIC-POLYOLEFIN (TPO) ROOFING SYSTEM, GENERAL
	A. Install roofing system materials and components in accordance with roofing system manufacturer's written installation instructions, FM Approvals' RoofNav listed roof assembly requirements, and FM Global Property Loss Prevention Data Sheet 1-29.
	B. Complete terminations and base flashings and provide temporary seals to prevent water from entering completed sections of roofing system at end of workday or when rain is forecast. Remove and discard temporary seals before beginning Work on adjoini...
	C. Install roofing membrane and auxiliary materials to tie in to existing roofing to maintain weathertightness of transition  and to not void warranty for existing roofing system .
	D. Substrate-Joint Penetrations: Prevent adhesives from penetrating substrate joints, entering building, or damaging roofing system components or adjacent building construction.

	3.4 INSTALLATION OF SUBSTRATE BOARD
	A. Install substrate board with long joints in continuous straight lines, with end joints staggered not less than 24 inches in adjacent rows.
	1. Tightly butt substrate boards together.
	2. Cut substrate board to fit tight around penetrations and projections, and to fit tight to intersecting sloping roof decks.
	3. Fasten substrate board to top flanges of steel deck in accordance with manufacturer's written installation instructions and FM Approvals' RoofNav listed roof assembly requirements for specified Windstorm Resistance Classification and FM Global Prop...


	3.5 INSTALLATION OF ROOF INSULATION AND ACCESSORIES
	A. Coordinate installation of roofing system components so insulation is not exposed to precipitation or left exposed at end of workday.
	B. Comply with roofing system and insulation manufacturer's written installation instructions. Install minimum of two layers of insulation under area of roofing to achieve required thickness.
	C. Install each layer of insulation with joints staggered not less than 24 inches in adjacent rows and offset not less than 12 inches from previous layer.
	1. Trim insulation neatly to fit around penetrations and projections, and to fit tightly to intersecting sloping roof decks.
	2. Make joints between adjacent insulation boards not more than 1/4 inch in width.
	3. At internal roof drains, slope insulation to create a square drain sump, with each side equal to the diameter of the drain bowl plus 24 inches.
	4. Trim insulation, so that water flow is unrestricted.
	5. Fill gaps exceeding 1/4 inch with insulation.
	6. Cut and fit insulation within 1/4 inch of nailers, projections, and penetrations.
	7. Secure insulation in accordance with FM Approvals' RoofNav for specified Windstorm Resistance Classification .
	8. Secure insulation to resist specified uplift pressure at corners, perimeter, and field of roof.
	9. Place  plates on insulation in required fastening patterns  and secure in accordance with manufacturer's instructions.
	a. Install plates and fasteners tight and flat to substrate with no dimpling, and with fastener extending 1 inch minimum into roof deck; do not overdrive fasteners.



	3.6 INSTALLATION OF COVER BOARD
	A. Install cover board over insulation with long joints in continuous straight lines with end joints staggered between rows. Offset joints of insulation below a minimum of 6 inches in each direction.
	1. Trim cover board neatly to fit around penetrations and projections, and to fit tight to intersecting sloping roof decks.
	2. At internal roof drains, conform to slope of drain sump.
	a. Trim cover board so that water flow is unrestricted.

	3. Cut and fit cover board tight to nailers, projections, and penetrations.
	4. Adhere cover board to substrate in accordance with FM Approvals' RoofNav listed roof assembly requirements for specified Windstorm Resistance Classification and FM Global Property Loss Prevention Data Sheet 1-29.


	3.7 INSTALLATION OF TPO ROOFING MEMBRANE
	A. Install roofing membrane over roof area for adhered application method in accordance with roofing system manufacturer's written installation instructions.
	B. Unroll roofing membrane and allow it to relax before installing.
	C. Start installation in presence of roofing system manufacturer's technical personnel  .
	D. Accurately align roofing membrane and maintain uniform side and end laps of minimum dimensions required by manufacturer. Stagger end laps. Apply roofing membrane with side laps shingled with slope of roof deck where possible.
	E. Adhered Application: Apply bonding adhesive to substrate and underside of roofing membrane at rate required by manufacturer and allow to partially dry before installing roofing membrane. Do not apply to splice area of roofing membrane.
	1. In addition to adhering, mechanically fasten roofing membrane securely at terminations, penetrations, and perimeter of roof area.

	F. Seams and End Laps: Clean seam areas, overlap membrane, and hot-air-weld side seams and end laps of roofing membrane and sheet flashings to ensure a watertight installation.
	1. Test lap edges with probe to verify seam weld continuity. Apply lap sealant to seal cut edges of roofing membrane and sheet flashings.
	2. Verify field strength of seams a minimum of twice daily, and repair seam sample areas.
	3. Repair tears, voids, and lapped seams in roofing membrane that do not comply with requirements.

	G. Spread sealant bed over deck-drain flange at roof drains, and securely seal roofing membrane in place with clamping ring.

	3.8 INSTALLATION OF BASE AND SHEET FLASHINGS
	A. General: Install and adhere base and sheet flashing and preformed flashing accessories to substrates in accordance with roofing system manufacturer's written installation instructions.
	B. Apply bonding adhesive to substrate and underside of flashings at required rate and allow to partially dry. Do not apply to seam area of flashing.
	C. Flash penetrations and field-formed inside and outside corners.
	D. Clean seam areas, overlap, and firmly roll flashings into the adhesive. Hot-air-weld side seams and end laps to ensure a watertight installation.
	E. Terminate and seal top of flashings and mechanically anchor to substrate through termination bars.

	3.9 INSTALLATION OF WALKWAYS
	A. Flexible Walkways: Install walkway products in accordance with manufacturer's written installation instructions.
	1. Install flexible walkways at the following locations:
	a. Locations indicated on Drawings.
	b. As required by roofing membrane manufacturer's warranty requirements.

	2. Provide 6-inch clearance between adjoining pads.
	3. Heat weld to substrate or adhere walkway products to substrate with compatible adhesive in accordance with roofing system manufacturer's written instructions.


	3.10 FIELD QUALITY CONTROL
	A. Tests and Inspections:
	B. Final Roof Inspection: Arrange for roofing system manufacturer's technical personnel to inspect roofing installation on completion, in presence of Architect, and to prepare inspection report.
	1. Notify Architect  and Owner 48 hours in advance of date and time of inspection.

	C. Repair or remove and replace components of roofing system where inspections indicate that they do not comply with specified requirements.
	D. Additional testing and inspecting, at Contractor's expense, will be performed to determine if replaced or additional work complies with specified requirements.
	1. Roofing system will be considered defective if it does not pass tests and inspections.

	E. Prepare test and inspection reports.

	3.11 PROTECTING AND CLEANING
	A. Protect roofing system from damage and wear during remainder of construction period. When remaining construction does not affect or endanger roofing system, inspect roofing system for deterioration and damage, describing its nature and extent in a ...
	B. Correct deficiencies in or remove roofing system that does not comply with requirements, repair substrates, and repair or reinstall roofing system to a condition free of damage and deterioration at time of Substantial Completion and according to wa...
	C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures recommended by manufacturer of affected construction.
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	SECTION 077100 - ROOF SPECIALTIES
	PART 1 - GENERAL
	1.1 SUMMARY
	A. Section Includes: Manufactured units for the following applications:
	1. Copings.
	2. Reglets and counterflashings.

	B. Related Requirements:
	1. Section 061000 "Rough Carpentry" for wood nailers, curbs, and blocking.


	1.2 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site .
	1. Meet with Owner, Architect, Owner's insurer if applicable, roofing-system testing and inspecting agency representative, roofing Installer, roofing-system manufacturer's representative, Installer, structural-support Installer, and installers whose w...
	2. Examine substrate conditions for compliance with requirements, including flatness and attachment to structural members.
	3. Review special roof details, roof drainage, and condition of other construction that will affect roof specialties.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of roof specialty.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes.

	B. Shop Drawings: For roof specialties.
	1. Plans, expansion-joint locations, keyed details, and attachments to other work. Distinguish between factory pre manufactured- and field-assembled installation.
	2. Details for expansion and contraction; locations of expansion joints, including direction of expansion and contraction.
	3. Indicate profile and pattern of seams and layout of fasteners, cleats, clips, and other attachments.
	4. Details of termination points and assemblies, including fixed points.
	5. Details of special conditions.

	C. Samples: For each type of roof specialty and for each color and texture specified.
	D. Samples for Initial Selection: For each type of roof specialty indicated with factory-applied color finishes.

	1.4 INFORMATIONAL SUBMITTALS
	A. Product Certificates: For each type of roof specialty copings that is ANSI/SPRI/FM 4435/ES-1 tested and FM Approvals approved .
	B. Product Test Reports: For copings , for tests performed by a qualified testing agency.
	C. Research Reports: For copings , from ICC-ES showing compliance with ANSI/SPRI/FM 4435/ES-1.
	D. Qualification Statements: For manufacturer.
	E. Sample warranties.

	1.5 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For roof specialties.

	1.6 QUALITY ASSURANCE
	A. Manufacturer Qualifications: A qualified manufacturer offering products that are FM Approvals listed for specified class and ANSI/SPRI/FM 4435/ES-1 tested to specified design pressure .

	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Do not store roof specialties in contact with other materials that might cause staining, denting, or other surface damage. Store roof specialties away from uncured concrete and masonry.
	B. Protect strippable protective covering on roof specialties from exposure to sunlight and high humidity, except to extent necessary for the period of roof-specialty installation.

	1.8 FIELD CONDITIONS
	A. Field Measurements: Verify profiles and tolerances of roof-specialty substrates by field measurements before fabrication, and indicate measurements on Shop Drawings.

	1.9 COORDINATION
	A. Coordinate roof specialties with roofing system, exterior wall system, air barrier, flashing, trim, and construction of parapets, roof deck, roof and wall panels, and other adjoining work to provide a leakproof, weathertight, secure, and noncorrosi...
	1. Performance Coordination: Coordinate with the Work of roofing and exterior wall Sections to ensure that roof specialties provided under the Work of this Section meet or exceed specified roofing and exterior wall design performance requirements.

	B. Confirm and coordinate compatibility of materials and comply with warranty requirements of roofing system manufacturer.
	C. Coordinate roof specialties layout and seams with sizes and locations of joints and seams in adjacent materials.

	1.10 WARRANTY
	A. Roofing-System Warranty: Roof specialties are included in warranty provisions in Section 077100 " Thermoplastic Polyolefin (TPO) Roofing ."
	B. Special Warranty on Painted Finishes: Manufacturer agrees to repair finishes or replace roof specialties that show evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Fluoropolymer Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Delta E units when tested in accordance with ASTM D2244.
	b. Chalking in excess of a No. 8 rating when tested in accordance with ASTM D4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period: 20 years from date of Substantial Completion.



	PART 2 - PRODUCTS
	2.1 SOURCE LIMITATIONS
	A. Obtain roof specialties from single manufacturer providing roofing-system warranty specified in Section 075423 " Thermoplastic Polyolefin (TPO) Roofing ."

	2.2 PERFORMANCE REQUIREMENTS
	A. General Performance: Roof specialties to withstand exposure to weather and resist thermally induced movement without failure, rattling, leaking, or fastener disengagement due to defective manufacture, fabrication, installation, or other defects in ...
	B. FM Approvals' Listing: Manufacture and install copings roof-edge specialties that are listed in FM Approvals' "Approval Guide" and approved for windstorm classification, Class 1-90 . Identify materials with FM Approvals' markings.
	C. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes to prevent buckling, opening of joints, hole elongation, overstressing of components, failure of joint sealants, failure of connections, and other detriment...
	1. Temperature Change: 120 deg F, ambient; 180 deg F, material surfaces .


	2.3 COPINGS
	A. Metal Copings: Manufactured coping system consisting of metal coping cap in section lengths not exceeding 12 ft. , concealed anchorage; with corner units, end cap units, and concealed splice plates with finish matching coping caps.
	1. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following :
	a. Hickman; a Carlisle Company
	b. Metal-Era, Inc.; a Carlisle Company

	2. Metallic-Coated Steel Coping Caps: Zinc-coated thickness as required to meet performance requirements .
	a. Surface: Smooth, flat finish.
	b. Finish: Two-coat fluoropolymer .
	c. Color: As selected by Architect from manufacturer's full range .

	3. Corners: Factory mitered and continuously welded .
	4. Coping-Cap Attachment Method: Snap-on or face leg hooked to continuous cleat with back leg fastener exposed , fabricated from coping-cap material.
	a. Snap-on Coping Anchor Plates: Concealed, galvanized-steel sheet, 12 inches wide, with integral cleats.
	b. Face-Leg Cleats: Concealed, continuous galvanized-steel sheet .



	2.4 REGLETS AND COUNTERFLASHINGS
	A. Basis-of-Design Product: Subject to compliance with requirements, provide Fry Reglet Corporation; SM or comparable product by one of the following:
	1. Fry Reglet Corporation

	B. Reglets: Manufactured units formed to provide secure interlocking of separate reglet and counterflashing pieces, from the following exposed metal:
	1. Metallic-Coated Steel Sheet: Nominal 0.022-inch thickness.
	2. Surface-Mounted Type: Provide reglets with slotted holes for fastening to substrate, with neoprene or other suitable weatherproofing washers, and with channel for sealant at top edge.

	C. Counterflashings: Manufactured units of heights to overlap top edges of base flashings by 4 inches and in lengths not exceeding 12 ft. designed to snap into reglets and compress against base flashings with joints lapped, from the following exposed ...
	1. Metallic-Coated Steel Sheet: Nominal 0.022-inch thickness.

	D. Finishes:
	1. Metallic-Coated Steel: Two-coat fluoropolymer .
	a. Color: As selected by Architect from manufacturer's full range .



	2.5 UNDERLAYMENT
	A. Felt: ASTM D226/D226M, Type II (No. 30), asphalt-saturated organic felt, nonperforated.
	B. Slip Sheet: Rosin-sized building paper, 3-lb/100 sq. ft. minimum.

	2.6 MISCELLANEOUS MATERIALS
	A. Provide materials and types of fasteners, protective coatings, sealants, and other miscellaneous items required by manufacturer for a complete installation.
	B. Fasteners: Roof specialty manufacturer's recommended fasteners, designed to meet performance requirements, suitable for application and metals being fastened. Match finish of exposed fasteners with finish of material being fastened. Provide nonremo...
	1. Fasteners for Metallic-Coated Steel Sheet: Series 300 stainless steel or hot-dip zinc-coated steel in accordance with ASTM A153/A153M or ASTM F2329/F2329M.

	C. Elastomeric Sealant: ASTM C920, elastomeric polyurethane polymer sealant of type, grade, class, and use classifications required by roofing-specialty manufacturer for each application.

	2.7 GENERAL FINISH REQUIREMENTS
	A. Comply with NAAMM/NOMMA AMP 500, "Metal Finishes Manual for Architectural and Metal Products," for recommendations for applying and designating finishes.
	B. Protect mechanical and painted finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.
	C. Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations in appearance of adjoining components are acceptable if they are within the range of approved Samples and are assembled or installed to minimize contrast.


	PART 3 - EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, dimensions, and other conditions affecting performance of the Work.
	B. Examine walls, roof edges, and parapets for suitable conditions for roof specialties.
	C. Verify that substrate is sound, dry, smooth, clean, sloped for drainage where applicable, and securely anchored.
	D. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION, GENERAL
	A. Install roof specialties in accordance with manufacturer's written instructions. Anchor roof specialties securely in place, with provisions for thermal and structural movement. Use fasteners, solder, protective coatings, separators, underlayments, ...
	1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning and without warping, jogs in alignment, buckling, or tool marks.
	2. Provide uniform, neat seams with minimum exposure of solder and sealant.
	3. Install roof specialties to fit substrates and to result in weathertight performance. Verify shapes and dimensions of surfaces to be covered before manufacture.
	4. Torch cutting of roof specialties is not permitted.
	5. Do not use graphite pencils to mark metal surfaces.

	B. Expansion Provisions: Allow for thermal expansion of exposed roof specialties.
	1. Space movement joints at a maximum of 12 ft. with no joints within 18 inches of corners or intersections unless otherwise indicated on Drawings.
	2. When ambient temperature at time of installation is between 40 and 70 deg F, set joint members for 50 percent movement each way. Adjust setting proportionately for installation at higher ambient temperatures.

	C. Fastener Sizes: Use fasteners of sizes that penetrate substrate not less than recommended in writing by fastener manufacturer to achieve maximum pull-out resistance .
	D. Seal concealed joints with butyl sealant as required by roof specialty manufacturer.
	E. Seal joints as required for weathertight construction. Place sealant to be completely concealed in joint. Do not install sealants at temperatures below 40 deg F.
	F. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin edges of sheets to be soldered to a width of 1-1/2 inches; however, reduce pre-tinning where pre-tinned surface would show in completed Work. Tin edges of unc...

	3.3 INSTALLATION OF COPINGS
	A. Install cleats, anchor plates, and other anchoring and attachment accessories and devices with concealed fasteners.
	B. Anchor copings with manufacturer's required devices, fasteners, and fastener spacing to meet performance requirements.
	1. Interlock face and back leg drip edges of snap-on coping cap into cleated anchor plates anchored to substrate at manufacturer's required spacing that meets performance requirements .
	2. Interlock face-leg drip edge into continuous cleat anchored to substrate at manufacturer's required spacing that meets performance requirements . Anchor back leg of coping with screw fasteners and elastomeric washers at manufacturer's required spac...


	3.4 INSTALLATION OF REGLETS AND COUNTERFLASHINGS
	A. Coordinate installation of reglets and counterflashings with installation of base flashings.
	B. Surface-Mounted Reglets: Install reglets to receive flashings where flashing without embedded reglets is indicated on Drawings. Install at height so that inserted counterflashings overlap 4 inches over top edge of base flashings.
	C. Counterflashings: Insert counterflashings into reglets or other indicated receivers; ensure that counterflashings overlap 4 inches over top edge of base flashings. Lap counterflashing joints a minimum of 4 inches and bed with butyl sealant. Fit cou...

	3.5 CLEANING AND PROTECTION
	A. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair galvanizing in accordance with ASTM A780/A780M.
	B. Touch up factory-primed surfaces with compatible primer ready for field painting in accordance with Section 099113 "Exterior Painting."
	C. Clean and neutralize flux materials. Clean off excess solder and sealants.
	D. Remove temporary protective coverings and strippable films as roof specialties are installed. On completion of installation, clean finished surfaces, including removing unused fasteners, metal filings, pop rivet stems, and pieces of flashing. Maint...
	E. Replace roof specialties that have been damaged or that cannot be successfully repaired by finish touchup or similar minor repair procedures, as determined by Architect.
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